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10.1.1  
PUCCH format information
Using the PUCCH formats defined in section 5.4.1 and 5.4.2 in [3], the following combinations of UCI on PUCCH are supported:

· Format 1a for 1-bit HARQ-ACK  or in case of FDD for 1-bit HARQ-ACK with positive SR

· Format 1b for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR

· Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one serving cell in the case of FDD or, in the case of TDD, when the UE is configured with a single serving cell
· Format 1 for positive SR

· Format 2 for a CSI report when not multiplexed with HARQ-ACK

· Format 2a for a CSI report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix

· Format 2b for a CSI report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix

· Format 2 for a CSI report multiplexed with HARQ-ACK for extended cyclic prefix

· Format 3 for up to 10-bit HARQ-ACK for FDD and for up to 20-bit HARQ-ACK for TDD

· Format 3 for up to 11-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD and for up to 21-bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD.

A UE that supports up to 4 HARQ-ACK bits shall use PUCCH format 1b with channel selection for transmission of HARQ-ACK when configured with more than one serving cell. 

A UE that supports more than 4 HARQ-ACK bits is configured by higher layer signalling to use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-ACK for TDD or when configured with more than one serving cell in FDD.  

For transmission of PUCCH format 3, the UE should generate one NACK per DTX-HARQ-ACK response that is triggered for every transport block. A DTX-HARQ ACK response is triggered for each transport block that is not assigned in a given subframe, when the number of assigned transport blocks in this subframe is less than the maximum number of transport blocks supported by the transmission mode subject to codebook subset restrictions.
The scrambling initialization of PUCCH format 2, 2a, 2b and 3 is by C-RNTI.

In case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH and the UE is configured with a single serving cell, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, otherwise the CSI is dropped. 

In case of collision between a CSI and an HARQ-ACK in a same subframe without PUSCH and the UE is configured with more than one serving cell, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK corresponds to a PDSCH transmission or PDCCH indicating downlink SPS release only on the primary cell, otherwise CSI is dropped.
In case of collision between a periodic CSI and an HARQ-ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by higher layers simultaneous PUCCH and PUSCH transmissions. Otherwise, if the UE is configured by higher layers simultaneous PUCCH and PUSCH transmissions, the HARQ-ACK is transmitted in the PUCCH and the periodic CSI in transmitted in the PUSCH.
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