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	It was agreed in RAN1#61 that no PDSCH is transmitted in the first slot of a PRB pair if R-PDCCH (UL grant) is transmitted in its second slot, but this is not captured in TS 36.216. This change allows the RN not to consider an unagreed operation explicitly, so the RN implementation becomes simpler.
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	It is allowed to implement a RN with the assumption that PDSCH is not assigned to a PRB pair whose second slot is used for UL grant transmission.
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not approved:
	It is allowed by the specification to transmit PDSCH in a PRB pair whose second slot is used for UL grant transmission. This feasure is not an agreed operation but the relay node shall implement the corresponding PDSCH/R-PDCCH reception process. For example, the relay node needs to prepare the case where R-PDCCH is transmitted in the second slot on antenna port 7 while PDSCH is transmitted in the same PRB pair on antenna port 8, which requires per-slot channel estimation for PDSCH due to the difference of the inter-layer interference across the two slots of the given PRB pair. 
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The correction in this CR has isolated impact, as it affects only the PDSCH and R-PDCCH decoding. The correction would not affect implementations behaving as corrected in the CR, but would affect implementations supporting the related functionality in a different way.



------------------------------------------------ Start of text proposal------------------------------------------------------
7.2
Relay node procedures for receiving the physical downlink shared channel 

A relay node shall upon detection of an R-PDCCH intended for the relay node in a subframe, decode the corresponding PDSCH in the same subframe with the following assumptions. 
-
If the relay node receives a resource allocation which overlaps a PRB pair in which a downlink assignment is detected in the first slot, the relay node shall assume that there is PDSCH transmission for it in the second slot of that PRB pair. 
-  
-
For a PRB pair where the relay node detects at least part of a downlink assignment in the first slot, the relay node shall assume that the first slot of the PRB pair is not used for PDSCH transmission.
RN may assume that no UL scheduling grant is transmitted in the second slot of a PRB pair which is assigned to PDSCH transmissions.
If a relay node is configured by higher layers to decode R-PDCCH with CRC scrambled by the C-RNTI, and if it is configured in transmission mode 8 or transmission mode 9, the relay node shall decode the R-PDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.2-1.
------------------------------------------------End of text proposal------------------------------------------------------
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