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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

This document is related to the technical report for the study item “Small Cell Enhancements for E-UTRA and E-UTRAN – Physical-layer Aspects” [1]. The purpose of this TR is to help TSG RAN WG1 to define and describe the potential physical layer small cell enhancements under consideration and compare the benefits of each enhancement technique, along with the complexity evaluation of each technique.
This activity involves the Radio Access work area of the 3GPP studies and has impacts both on the Mobile Equipment and Access Network of the 3GPP systems.
This document is intended to gather all information and draw a conclusion on way forward.

This document is a ‘living’ document, i.e. it is permanently updated and presented to TSG-RAN meetings.
2
References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TD RP-122032, "New Study Item Proposal for Small Cell Enhancements for E-UTRA and E-UTRAN – Physical-layer Aspects ". 
[2]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[3]
3GPP TR 36.932: “Study on Scenarios and Requirements of LTE Small Cell Enhancements”.
[4]            3GPP TD RP-122033, “New Study Item Description: Small Cell Enhancements for E-UTRA and E-UTRAN – Higher-layer aspects”.
3
Definitions, symbols and abbreviations

3.1
Definitions

Void
3.2
Symbols

Void
3.3
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TS 21.905 [2] and the following apply:
4
Introduction

At the 3GPP TSG RAN #58 meeting, the Study Item description on “Small Cell Enhancements for E-UTRA and E-UTRAN – Physical-layer Aspects” was agreed for Release 12 [1]. The study item covers the technologies for further enhancements of indoor and outdoor scenarios using low-power node, taking into account the scenarios and requirements for small cell enhancements studied and captured in [3]. This technical report covers the physical-layer aspects of these technologies.
5
Small cell scenarios for evaluation

The scenarios for evaluation are described in this section. Figure 5-1 shows the common design for scenarios. It is noted that actual deployment of small cells are described in [3]. The scenarios described in the section are the subsets for the evaluation purpose. It is also noted that the addition of scenarios for evaluation of higher-layer aspects can be considered depending on the outcome of the higher-layer studies. 
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Figure 5-1: Small cell deployment scenario for evaluation
5.1 
Scenario #1
Definition of SCE scenario #1 is provided below.
· The small cells are deployed in the presence of an overlaid macro network
· Co-channel deployment of the macro cell and small cells
· Outdoor small cell deployment
· Small cell cluster is considered

· The small cells of a cluster are denser than scenarios considered for Rel-10 eICIC, Rel-11 FeICIC/ CoMP 

· Details regarding the number/ density of small cells per cluster, backhaul assumptions for the evaluation of coordination techniques among small cells and time synchronization assumptions among small cells are provided in Annex A
· Both ideal backhaul and non-ideal backhaul are considered for the following interfaces:

· between the small cells within the same cluster

· between a cluster of small cells and at least one macro eNB

· Non-ideal backhaul is assumed for all other interfaces
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Figure 5.1-1: Small cell deployment scenario #1
5.2 
Scenario #2a
Definition of SCE scenario #2a is provided below.
· The small cells are deployed in the presence of an overlaid macro network
· Separate frequency deployment of the macro cell and small cells
· Outdoor small cell deployment
· Small cell cluster is considered

· The small cells of a cluster are denser than scenarios considered for Rel-10 eICIC, Rel-11 FeICIC/ CoMP 

· Details regarding the number/ density of small cells per cluster, backhaul assumptions for the evaluation of coordination techniques among small cells and time synchronization assumptions among small cells are provided in Annex A.
· Both ideal backhaul and non-ideal backhaul are considered for the following interfaces:

· between the small cells within the same cluster

· between a cluster of small cells and at least one macro eNB

· Non-ideal backhaul is assumed for all other interfaces
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Figure 5.2-1: Small cell deployment scenario #2a
5.3 
Scenario #2b
Definition of SCE scenario #2b is provided below.
· The small cells are deployed in the presence of an overlaid macro network
· Separate frequency deployment of the macro cell and small cells
· Indoor small cell deployment
· Small cell cluster is considered

· The small cells of a cluster are denser than scenarios considered for Rel-10 eICIC, Rel-11 FeICIC/ CoMP 

· Details regarding the number/ density of small cells per cluster, backhaul assumptions for the evaluation of coordination techniques among small cells and time synchronization assumptions among small cells are provided in Annex A.

· A sparse scenario can be considered such as the indoor hotspot scenario evaluated for Rel-10 scenarios.
· Both ideal backhaul and non-ideal backhaul are considered for the following interfaces:

· between the small cells within the same cluster

· between a cluster of small cells and at least one macro eNB

· Non-ideal backhaul is assumed for all other interfaces
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Figure 5.3-1: Small cell deployment scenario #2b
5.4 
Scenario #3
Definition of SCE scenario #3 is provided below.
· Macro cell coverage is not present
· Indoor deployment scenario
· Small cell cluster is considered

· The small cells of a cluster are denser than scenarios considered for Rel-10 eICIC, Rel-11 FeICIC/ CoMP 

· Details regarding the number/ density of small cells per cluster, backhaul assumptions for the evaluation of coordination techniques among small cells and time synchronization assumptions among small cells are provided in Annex A.
· A sparse scenario can be considered such as the indoor hotspot scenario evaluated for Rel-10 scenarios.
· Both ideal backhaul and non-ideal backhaul are considered for the following interfaces:

· between the small cells within the same cluster

· Non-ideal backhaul is assumed for all other interfaces
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Figure 5.4-1: Small cell deployment scenario #3
Within scenarios 2b and 3, all features will at least be evaluated in the dense cases. Note that this does not preclude evaluation being carried out equally in other cases for particular features. It is recommended that spectral efficiency enhancements should be evaluated in sparse cases as well.
6
Potential enhancements to improve the spectrum efficiency
Editor's note: This section will capture the potential enhancements to improve the spectrum efficiency, i.e. achievable user throughput in typical coverage situations and with typical terminal configurations, for small cell deployments.
6.1
Introduction of a higher order modulation scheme for the downlink
Editor's note: This section will capture a higher order modulation scheme (e.g. 256 QAM) for the downlink.
6.2
Enhancements and overhead reduction for UE-specific reference signals and control signaling
Editor's note: This section will capture the techniques of enhancements and overhead reduction for UE-specific reference signals and control signaling to better match the scheduling and feedback in time and/or frequency to the channel characteristics of small cells with low UE mobility, in downlink and uplink based on existing channels and signals. 

7
Mechanisms to ensure efficient operation of a small cell layer 
Editor's note: This section will capture the mechanisms to ensure efficient operation of a small cell layer composed of small cell clusters. Coordinated and time synchronized operation of the small cell layer and between small cells and the macro layer can be assumed.
7.1
Mechanisms for interference avoidance and coordination among small cells
Editor's note: This section will capture the mechanisms for interference avoidance and coordination among small cells adapting to varying traffic and the need for enhanced interference measurements, focusing on multi-carrier deployments in the small cell layer and dynamic on/off switching of small cells.
7.2
Mechanisms for efficient discovery of small cells and their configurations

Editor's note: This section will capture the mechanisms for efficient discovery of small cells and their configuration.

7.3
Feasibility and benefits of radio-interface based synchronization mechanisms
Editor's note: This section will address the feasibility and benefits of radio-interface based synchronization mechanisms. 
8
Physical layer study for small cell enhancement higher-layer aspects
Editor's note: This section will capture physical layer study for small cell enhancement higher-layer aspects [4], in particular concerning the benefits of mobility enhancements and dual connectivity to macro and small cell layers and for which scenarios such enhancements are feasible and beneficial.
9
Evaluation of techniques for small cell enhancements
Annex A: Simulation model

Editor's note: This annex will capture the evaluation model agreed for performance evaluation of small cell enhancements in RAN WG1.
1. General evaluation assumptions
1) Scenario 1
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[image: image9.emf]Hexagonal grid, 3 sectors per site, case 1
Both 19 Macro sites and 7 Macro sites can be used. Companies should indicate whether 19 or 7 sites are used when presenting the results.
	












Clusters uniformly random within macro geographical area;small cells uniformly random dropping within cluster area

	System bandwidth per carrier
	10MHz
	10MHz

	Carrier frequency 
	2.0GHz
	2.0GHz

	Carrier number
	1
	1

	Total BS TX power (Ptotal per carrier)
	46dBm
	30 dBm, Optional: 24dBm, 37dBm 

	Distance-dependent path loss
	ITU UMa[referring toTable B.1.2.1-1 in TR36.814], with 3D distance between an eNB and a UE applied
	ITU Umi [referring toTable B.1.2.1-1 in TR36.814] with 3D distance between an eNB and a UE applied

	Penetration
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,d) ] for each link)
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,UE-to-eNB distance) ] for each link)

	Shadowing
	ITU UMa according to Table A.1-1 of 36.819
	ITU UMi[referring toTable B.1.2.1-1 in TR36.814]

	Antenna pattern
	3D,  referring to TR36.819
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	25m
	10m

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	17 dBi 
	5 dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU UMa according to Table A.1-1 of 36.819
	 ITU Umi

	Antenna configuration
	2Tx2Rx in DL,  Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	1, 2, optional of 4

	Number of small cells per cluster
	4, 10

	Number of small cells per Macro cell
	[4,10]*Number of clusters per macro cell geographical area

	Number of UEs 
	60 UEs per macro cell geographical area are recommended when FTP model 3 is used

	UE dropping
	Baseline: 2/3 UEs randomly and uniformly dropped within the clusters, 1/3 UEs randomly and uniformly dropped throughout the macro geographical area. 20% UEs are outdoor and 80% UEs are indoor.

	Radius for small cell dropping in a cluster
	50m 

	Radius for UE dropping in a cluster
	70m
	

	Minimum distance (2D distance)
	Small cell-small cell: 20m

	
	Small cell-UE: 5m

	
	Macro –small cell cluster center: 105m

	
	Macro – UE : 35m
	

	
	cluster center-cluster center: 2*Radius for small cell dropping in a cluster

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronized; if an evaluated feature requires synchronization, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of {2ms, 10ms, 50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modeled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


2) Scenario 2a
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	Layout
	Hexagonal grid, 3 sectors per site, case 1
Both 19 Macro sites and 7 Macro sites can be used. Companies should indicate whether 19 or 7 sites are used when presenting the results.
	












Clusters uniformly random within macro geographical area; small cells uniformly random dropping within cluster area

	System bandwidth per carrier
	10MHz
	10MHz

	Carrier frequency 
	2.0GHz
	3.5GHz

	Carrier number
	1
	1 or 2

	Total BS TX power (Ptotal per carrier)
	46dBm
	30 dBm, Optional: 24dBm, 37dBm 

	Distance-dependent path loss
	ITU UMa[referring toTable B.1.2.1-1 in TR36.814], with 3D distance between an eNB and a UE applied
	ITU Umi [referring toTable B.1.2.1-1 in TR36.814] with 3D distance between an eNB and a UE applied

	Penetration
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,d) ] for each link)
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,UE-to-eNB distance) ] for each link)

Note: 20dB here is baseline and other values are not precluded

	Shadowing
	ITU UMa according to Table A.1-1 of 36.819
	ITU UMi[referring toTable B.1.2.1-1 in TR36.814]

	Antenna pattern
	3D,  referring to TR36.819
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	25m
	10m

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	17 dBi 
	5 dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU UMa according to Table A.1-1 of 36.819
	 ITU Umi

	Antenna configuration
	2Tx2Rx in DL, Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	1, 2, optional of 4

	Number of small cells per cluster
	4, 10

	Number of small cells per Macro cell
	[4,10]*Number of clusters per macro cell geographical area

	Number of UEs 
	60 UEs per macro cell geographical area are recommended when FTP model 3 is used

	UE dropping
	Baseline: 2/3 UEs randomly and uniformly dropped within the clusters, 1/3 UEs randomly and uniformly dropped throughout the macro geographical area. 20% UEs are outdoor and 80% UEs are indoor.

	Radius for small cell dropping in a cluster
	50m 

	Radius for UE dropping in a cluster
	70m
	

	Minimum distance (2D distance)
	Small cell-small cell: 20m

	
	Small cell-UE: 5m

	
	Macro –small cell cluster center: 105m

	
	Macro – UE : 35m
	

	
	cluster center-cluster center: 2*Radius for small cell dropping in a cluster

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronized; if an evaluated feature requires synchronisation, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of {2ms,10ms,50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modelled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


3) Scenario 2b (sparse)
	
	Macro cell
	Small cell

	Layout
	Hexagonal grid, 3 sectors per site, case 1
Both 19 Macro sites and 7 Macro sites can be used. Companies should indicate whether 19 or 7 sites are used when presenting the results.
	
The outdoor clusters in Scenario #2a is replaced by the ITU Indoor Hotspots, the hotspots are uniformly random within macro geographical area. The detailed parameters setting for an indoor hotspot can refer to A.2.1.1.5 in TR36.814.

	System bandwidth per carrier
	10MHz
	10MHz

	Carrier frequency 
	2.0GHz
	3.5GHz

	Carrier number
	1
	1

	Total BS TX power (Ptotal per carrier)
	46dBm
	24dBm

	Distance-dependent path loss
	ITU UMa[referring to Table B.1.2.1-1 in TR36.814], with 3D distance between an eNB and a UE applied
	For indoor UEs in the same building: ITU InH [referring to Table B.1.2.1-1 in TR36.814] 
For outdoor UEs and indoor UEs in another building, working assumption is ITU UMi [referring to Table B.1.2.1-1 in TR36.814] 
3D distance between an eNB and a UE is applied

	Penetration
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,d) ] for each link)
	For indoor UEs  in the same building:
0dB 

For outdoor UEs:  
20dB+0.5din (din : independent uniform random value between [ 0, min(25,UE-to-eNB distance) ]  for each link)

For indoor UEs in another building: 
40 dB+0.5(din_1+ din_2) (din_1 and din_2 are independent uniform random value between[ 0, min(25,UE-to-eNB distance) ]  for each link)

Note: 20dB and 40dB here are baseline and other values are not precluded

	Shadowing
	ITU UMa according to Table A.1-1 of 36.819
	ITU InH [referring to Table A.2.1.1.5-1 in TR36.814]

	Antenna pattern
	3D,  referring to TR36.819
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	25m
	6m

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	17 dBi 
	5dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU UMa according to Table A.1-1 of 36.819
	For indoor UEs:ITU InH
For outdoor UEs:ITU InH NLOS

	Antenna configuration
	2Tx2Rx in DL, Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	1

	Number of small cells per cluster
	2

	Number of small cells per Macro cell
	2

	Number of UEs 
	60 UEs per macro cell geographical area are recommended when FTP model 3 is used

	UE dropping
	2/3 of UEs are dropped within the hotzone buildings 
1/3 of UEs are dropped throughout the macro geographical area (including hotzones) 
o   A UE is an indoor UE if it is located within a hotzone building 
o   Additionally, a UE not located within a hotzone building is classified as an indoor UE with x% probability, where x>=0. Companies should indicate the value x when presenting the results. 
Revisit if it diverges much from 20%/80% outdoor/indoor UE splitting

	Radius for small cell dropping in a cluster
	N/A

	Radius for UE dropping in a cluster
	N/A
	

	Minimum distance (2D distance)
	N/A

	
	3m

	
	Macro –building center: 100m

	
	Macro – UE : 35m
	

	
	building center-building center: 130m

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronized; if an evaluated feature requires synchronisation, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of {2ms,10ms,50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modelled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


4) Scenario 2b (dense)
	
	Macro cell
	Small cell

	Layout
	Hexagonal grid, 3 sectors per site, case 1
Both 19 Macro sites and 7 Macro sites can be used. Companies should indicate whether 19 or 7 sites are used when presenting the results.
	




The outdoor clusters in Scenario #2a is replaced by the ITU Indoor Hotspots, the hotspots are uniformly random within macro geographical area. The detailed parameters setting for an indoor hotspot can refer to A.2.1.1.5 in TR36.814; 4 small cells per floor, 1 or 2 floors; ISD between small cells within the same floor is 30m.

	System bandwidth per carrier
	10MHz
	10MHz

	Carrier frequency 
	2.0GHz
	3.5GHz

	Carrier number
	1
	1 or 2

	Total BS TX power (Ptotal per carrier)
	46dBm
	24dBm

	Distance-dependent path loss
	ITU UMa[referring to Table B.1.2.1-1 in TR36.814]
hUT  = 1.5 m for the outdoor UEs and indoor UEs in the first floor.  hUT  = 7.5 m for the indoor UEs in the second floor. 
3D distance between an eNB and a UE is applied
	For indoor UEs in the same building: ITU InH [referring to Table B.1.2.1-1 in TR36.814] 

For outdoor UEs and indoor UEs in another building, working assumption is ITU UMi [referring to Table B.1.2.1-1 in TR36.814]. hBS = 6m and 12m for the eNBs in the first floor and second floor respectively.  hUT = 1.5m for outdoor UEs and the first floor UEs in another building.  hUT = 7.5m for the second floor UEs in another building. 
3D distance between an eNB and a UE is applied

	Penetration
	For outdoor UEs:0dB
For indoor UEs: 20dB+0.5din (din : independent uniform random value between [ 0, min(25,d) ] for each link)
	For indoor UEs  in the same building:
0dB within the same floor;18.3 dB between different floors

For outdoor UEs:  
20dB+0.5din (din : independent uniform random value between[ 0, min(25,UE-to-eNB distance) ]  for each link)

For indoor UEs in another building: 
40 dB+0.5(din_1+ din_2) (din_1 and din_2 are independent uniform random value between[ 0, min(25,UE-to-eNB distance) ] for each link)

Note: 20dB and 40dB here are baseline and other values are not precluded

	Shadowing
	ITU UMa according to Table A.1-1 of 36.819
	ITU InH [referring to Table A.2.1.1.5-1 in TR36.814]

	Antenna pattern
	3D,  referring to TR36.819
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	25m
	6m 

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	17 dBi 
	5dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU UMa according to Table A.1-1 of 36.819
	For indoor UEs: ITU InH
For outdoor UEs: ITU InH NLOS

	Antenna configuration
	2Tx2Rx in DL, Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	1, 2, optional of 4

	Number of small cells per cluster
	4, 8

	Number of small cells per Macro cell
	[4,8]*Number of buildings per macro cell geographical area

	Number of UEs 
	60 UEs per macro cell geographical area are recommended when FTP model 3 is used

	UE dropping
	2/3 of UEs are dropped within the hotzone buildings 
1/3 of UEs are dropped throughout the macro geographical area (including hotzones) 
o   A UE is an indoor UE if it is located within a hotzone building 
o   Additionally, a UE not located within a hotzone building is classified as an indoor UE with x% probability, where x>=0. Companies should indicate the value x when presenting the results. 
Revisit if it diverges much from 20%/80% outdoor/indoor UE splitting

	Radius for small cell dropping in a cluster
	N/A

	Radius for UE dropping in a cluster
	N/A
	

	Minimum distance (2D distance)
	N/A

	
	3m

	
	Macro –building center: 100m

	
	Macro – UE : 35m
	

	
	building center-building center: 130m

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronised; if an evaluated feature requires synchronisation, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of {2ms,10ms,50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modelled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


5) Scenario 3 (sparse)
	
	Small cell, Macro cell is not modeled

	Layout
	

Referring to A.2.1.1.5 in TR36.814

	System bandwidth per carrier
	10MHz

	Carrier frequency 
	3.5GHz

	Carrier number
	1

	Total BS TX power (Ptotal per carrier)
	24dBm

	Distance-dependent path loss
	ITU InH [referring to Table B.1.2.1-1 in TR36.814] 
3D distance between an eNB and a UE is applied

	Penetration
	0dB

	Shadowing
	ITU InH [referring to Table A.2.1.1.5-1 in TR36.814]

	Antenna pattern
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	6m

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	5dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU InH

	Antenna configuration
	2Tx2Rx in DL, Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	N/A

	Number of small cells per cluster
	N/A

	Number of small cells per Macro cell
	N/A

	Number of UEs 
	10 UEs per small cell

	UE dropping
	Randomly and uniformly distributed over area per floor

	Radius for small cell dropping in a cluster
	N/A

	Radius for UE dropping in a cluster
	N/A

	Minimum distance (2D distance)
	Small cell-UE: 3m

	
	

	
	

	
	

	
	

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated  per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronized; if an evaluated feature requires synchronisation, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of  {2ms,10ms,50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modeled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


6) Scenario 3 (dense)
	
	Small cell, Macro cell is not modeled

	Layout
	



The detailed parameters setting can refer to A.2.1.1.5 in TR36.814; 4 small cells per floor, 2 floors, ISD between small cells within the same floor is 30m.

	System bandwidth per carrier
	10MHz

	Carrier frequency 
	3.5GHz

	Carrier number
	1 or 2

	Total BS TX power (Ptotal per carrier)
	24dBm

	Distance-dependent path loss
	ITU InH [referring to Table B.1.2.1-1 in TR36.814] 
3D distance between an eNB and a UE is applied

	Penetration
	0dB within the same floor;18.3dB between different floors

	Shadowing
	ITU InH [referring to Table A.2.1.1.5-1 in TR36.814]

	Antenna pattern
	2D Omni-directional is baseline; directional  antenna is not precluded

	Antenna Height: 
	6m

	UE antenna Height
	1.5m

	Antenna gain + connector loss
	5dBi

	Antenna gain of UE
	0 dBi

	Fast fading channel between eNB and UE
	ITU InH

	Antenna configuration
	2Tx2Rx in DL, Cross-polarized

	Number of clusters/buildings per macro cell geographical area
	N/A

	Number of small cells per cluster
	N/A

	Number of small cells per Macro cell
	N/A

	Number of UEs 
	5/10 UEs per small cell

	UE dropping
	Randomly and uniformly distributed over area per floor

	Radius for small cell dropping in a cluster
	N/A

	Radius for UE dropping in a cluster
	N/A

	Minimum distance (2D distance)
	Small cell-UE: 3m

	
	

	
	

	
	

	
	

	Traffic model
	Baseline: FTP Model 1 as in TR 36.814 
Alternative (should be used when evaluating techniques where uneven load with larger time scale needs to be addressed): 
FTP Model 3: based on FTP model 2 with the exception that packets for the same UE arrive according to a Poisson process and the transmission time of a packet is counted from the time instance it arrives in the queue

0.5Mbytes file size.
The offered traffic is generated per macro cell geographical area when FTP model 1 is used.

	UE receiver
	MMSE-IRC as baseline

	UE noise figure
	9dB

	UE speed
	3km/h

	Cell selection criteria
	Baseline: RSRP for intra-frequency and RSRQ for inter-frequency, with cell common bias if CRE is applied.

	Network synchronization
	Baseline is synchronized; if an evaluated feature requires synchronisation, this should be stated; evaluations without synchronization are not precluded, and the assumed synchronization accuracy in such simulations should be stated.

	Backhaul assumptions
	• The latency and throughput values for non-ideal backhaul indicated in Table 6.1-1 of 36.932 are the baseline assumptions 
         -The latency values of {2ms,10ms,50ms} are recommended for evaluation.
• Whether and how the backhaul assumptions are explicitly modelled in the simulations should be indicated by companies when presenting the results.  
• Proposals considering backhaul assumptions should analyze the influence of these assumptions on the delivery of the information to be exchanged and on the access network performance metrics.

	Performance metrics
	Mean, 5%/50%/95% UPT at the given offered traffic (for example the offered traffic resulting in a resource utilization of e.g., 10%, 30%, or 50%, for a reference scheme). 
Note: performances should be evaluated for users in all area and for users served by small cells.


· For all the scenarios, CRS interference modelling is recommended for the evaluations that are sensitive to the CRS interference. Whether and how the CRS interference is modelled should be provided by each company. Additional error modelling of decoding of DL control channel and broadcast channel is not precluded.
· ITU model is baseline for indoor model of Scenario #2b and Scenario #3. Dual stripe model can also be used for Scenario #2b and Scenario #3. 
· Detailed assumptions for dual stripe model are to be further discussed.
· Working assumption is that I-O distance dependent path loss model for Scenario #2b is UMi. To be revisited in RAN1 #72bis meeting.
2. Uplink specific evaluation parameters
	Total UE TX power
	23dBm

	
	

	
	

	Antenna configuration
	1 Tx 2Rx baseline  
• Optional 2Tx 2 Rx
• Cross-polarized

	eNB receiver
	MMSE-IRC as baseline

	eNB noise figure
	7 dB

	UL Overhead
	SRS overhead - 5 ms period 
• 4 PRBs for PUCCH

	UL Power control 
	Details provided by each company


3. Evaluation assumptions for spectrum efficiency enhancements
1) 256QAM
	Link level simulation for 256QAM

	EVM
	[28 dB(4%)], [25 dB(6%)] for small cell 
22 dB(8%) for macro cell

	Receiver  impairment
	Companies to state what is assumed until feedback is received from RAN4


	System level simulation for 256QAM

	EVM
	[28 dB(4%)], [25 dB(6%)] for small cell 
22 dB(8%) for macro cell

	Transmission scheme
	SU-MIMO with rank adaptation

	CRS configuration
	Antenna ports 0,1

	Receiver  impairment
	Companies to state what is assumed until feedback is received from RAN4

	CRS interference should be explicitly modeled

	Fast fading should be included


2) Common link level simulation for spectrum efficiency enhancements
	Bandwidth
	10MHz

	Carrier frequency 
	3.5G

	Channel model and Doppler frequency
	EPA
- The delay profiles refer to 36.101 Table B.2.1-2
- Maximum Doppler frequency: 10Hz 

	Transmission mode
	TM10

	MIMO configuration
	2x2 with low correlation
-       refer to 36.101 B.2.3.2

	CRS configuration
	Antenna ports 0,1

	CSI reference signals
	2-port NZP CSI-RS with 5ms period
One CSI-IM configured as ZP CSI-RS with 5ms period

	DMRS
	Port 7&8

	Rank adaptation
	On 

	PMI
	Based on UE measurement and feedback

	Link adaptation
	On

	HARQ
	On

	UE receiver
	MMSE-IRC

	Channel estimation
	Practical

	Interference estimation
	Practical

	PDP estimation
	Practical

	Received timing delay (us)
	0

	Frequency offset (Hz)
	0

	UE speed
	3km/h, other UE speeds can be evaluated optionally

	Overhead assumption
	2 PDCCH symbols;

	
	

	
	PBCH/PSS/SSS;

	
	2-port CRS;

	
	2-port CSI-RS with 5ms period

	
	One CSI-IM configured as ZP CSI-RS with 5ms period

	
	1 or 2 DMRS ports;

	Metric
	Spectrum efficiency [bps/Hz]

	Explicit modeling of CRS interference of one interfering cell is recommended; if some other modeling is used, it is to be described


4. Evaluation assumptions for discovery
	System level simulation for Discovery

	Synchronization assumption 
	The small cells are assumed to be synchronized. The time and frequency offset between small cells should be considered in addition to the propagation delay.

	Performance metric 
	・Detection probability for a given small cell at certain SINR level
・Optional: CDF of the number of detected small cells within certain time period

	Baseline 
	The discovery performance based on existing signals such as PSS/SSS/CRS 


· The uniformly distributed small cells can be optionally used for the evaluation of discovery RS.
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