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1. Introduction
At RAN#62, Dual Connectivity (DC) WI was approved. To complete the specification work in a limited time, we firstly would like to identify the open issues of RAN aspects and propose the work plan.
NOTE: This document just focuses on the RAN1/2/3 aspects, since RAN4 impact depends on RAN1/2/3 discussion results.

2. Open Issues
The open issues of DC WI are summarized in the table below:
	
	Open Issues
	Note
	WGs

	General aspects
	CC synchronization
	-CCs in the different eNBs may not be always synchronized?
	RAN1,RAN2, RAN4

	
	Procedures supported in Rel-12
	-It should be clarified which procedure should be supported in Rel-12 (i.e., SeNB addition/modification/removal is enough or other should be supported such as MeNB change keeping the SeNB) 
	RAN2, RAN3

	
	LIPA/SIPTO/CSG/RAN sharing support
	Should be supported in Rel-12? (Related to the LS from SA2)
	RAN3, SA2

	
	Relay support
	Related to the LS from SA2
	RAN2. RAN3

	
	Local Information Reporting
	Related to the LS from SA2
	RAN3

	
	Need for UL bearer split
	UL bearer split supporting may impact on BSR/LCP handling
	RAN2

	
	PCell functionalities on the special SCell
	Some features to support are still left FFS
	RAN2

	
	Different duplex mode supporting
	- Whether or not any restriction is necessary for combination of duplex-mode in the same CG on dual connectivity? (RAN2 agreed to support DC with FDD-CG and TDD-CG)
	RAN1, RAN2, RAN4

	
	The max number of supported TAGs
	-4 is sufficient?
	RAN2, RAN4

	C-plane aspects
	Procedure details (e.g., exchanged information)
	-The details of the procedure should be clear

-The information to be exchanged  via X2/S1 should be identified
	RAN2, RAN 3(, SA2)

	
	UE capability
	-How to share the per UE capability (e.g., phy capability) between MeNB and SeNB?
-DC capability structure
	RAN1, RAN2, RAN4

	
	Security handling
	-How to handle the security in SeNB ?(related to the LS from SAS3)
	RAN2, SA3

	
	System information
	-What SI should be informed?
-How to obtain SI? (i.e., dedicated signalling is sufficient?)
	RAN2

	
	Identification
	Multiple-C-RNTI per UE is needed?
	RAN2, RAN1

	
	AMBR enforcement
	How to control the AMBR?
	RAN2, RAN3, SA2

	U-plane aspect
	PDCP reordering
	-PDCP reordering as in L2 re-est may be always required.

-FFS whether the additional features such as PDCP reordering timer or Rx window updating indication are needed?
	RAN2

	
	BSR handling
	-To report BS for eNB-specific bearer was agreed

-FFS how to report BS for bearer split
	RAN2

	
	PHR handling
	-How to report the PH to MeNB/SeNB?
	RAN1, RAN2

	
	Activation/deactivation handling
	-Always activated SCell is needed?
	RAN1, RAN2

	
	LCP handling
	-LCP will be impacted by UL bearer split supporting
	RAN2

	
	DRX handling
	How to align the DRX configuration between MeNB and SeNB?(Any additional feature is needed?)
	RAN2

	PHY aspect
	UL channel design
	-Design of UCI feedback ?_
-Application for CA?
	RAN1, RAN2

	
	RACH
	-Common Search Space on SCell supporting
-Simultaneous PRACH transmission
	RAN1, RAN2

	
	TPC
	-How to control the transmission power?
-The power scaling and prioritization rule? 
	RAN1

	
	Simultaneous Tx/Rx
	- Whether or not UE needs to be capable of simultaneous Tx/Rx on MeNB and SeNB
	RAN1, RAN4

	Other
	Flow control
	-For bearer split, some push back flow control may be needed?
	RAN2, RAN3


Note1: WG in red will be leading WG.
3. Work plans in RANx
As the rapporteur, we recommend the following work plan for the completion of DC WI in 3 meetings. Note that the table mainly shows that stage-2 or the aspects which will affect other WG.
	
	RAN1#76
	RAN2#85
	RAN3#83
	RAN4#70

	Expected discussion
	-Potential Open Issues
-Simultaneous PRACH Tx

- UCI feedback design
	-Potential Open Issues
-CC synchronization

-Procedure prioritization

-Need for UL bearer split

-PCell functionality

-CP/UP details
	-Potential Open Issues
-Procedure prioritization (including LIPA/SIPTO, CSG)

-UE_AMBR enforcement

-Procedure details
	No time unit

	Out-going LS
	- Simultaneous PRACH Tx (RAN2)
	-CC synchronization (RAN1/4)
-Procedure prioritization (RAN3)

-Reply on security aspect (SA3)

-Reply on SA2 related aspects (SA2)
	-Procedure prioritization(RAN2/SA2)
	-

	
	RAN1#76bis
	RAN2#85bis
	RAN3#83bis
	RAN4#70bis

	Expected discussion
	-UCI feedback design
-UL simultaneous transmission and TPC
- Remaining issues
	-CP/UP details
	-Procedure details
	Up to RAN1/2/3 discussion

	Out-going LS
	-UL simultaneous transmission and TPC (RAN1/4)


	-CP/UP details related
	
	

	
	RAN1#77
	RAN2#86
	RAN3#84
	RAN4#71

	Expected discussion
	Remaining issues
	Remaining issues
	Remaining issues
	Remaining issues
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