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1. Introduction

In RAN#66 plenary meeting, proposal for CA enhancement beyond 5 carriers was approved as Rel-13 work item with following two targets [1]. One is to support PUCCH on Scell for CA and the other is enhancing the CA capabilities up to 32 carriers. The objectives of this WI are summarized as below. 

	1. For Rel-12 CA configurations, specify and complete the support of PUCCH on SCell for UEs supporting uplink Carrier Aggregation.

· Develop the physical layer specifications for PUCCH on SCell based on the UCI mechanism for Dual Connectivity (i.e., PUCCH is configured simultaneously on PCell and one SCell) and based on the UCI signalling formats on PUCCH defined for Rel-12 CA configurations [RAN1 until RAN#68].

· Identify and specify required L2/L3 functions and procedures to support PUCCH on SCell for the UE [RAN2].

2. Specify necessary mechanisms to enable the LTE carrier aggregation of up to 32 component carriers for the DL and UL, including:
· Enhancements to DL control signalling for up to 32 component carriers including both self-scheduling and cross-carrier scheduling, if any [RAN1]
· Enhancements to UL control signalling for up to 32 component carriers [RAN1]
· Enhancements to support UCI feedback on PUCCH for up to 32 DL carriers
· Specify the necessary enhancements to UCI signalling formats to support UCI feedback for  up to 32 DL carriers 
· Enhancements to support UCI feedback on PUSCH for up to 32 DL carriers

· Higher layer enhancements for a UE to aggregate up to 32 component carriers, if identified [RAN2]
3. Specify the necessary (if any) eNB and UE core requirements [RAN4]

· No band specific RAN4 work is planned as part of this work item.


In this contribution, we address and discuss on consideration points for DL control and management to support CA of up to 32 carriers in Rel-13.
2. DL control and management for CA enhancement

Rel-13 enhanced CA with large number of carriers can be considered for increasing peak throughput by enlarging the CA size as well as for enabling traffic offloading to the Scell opportunistically. Deployment of the cell in unlicensed band (denoted as “U-band”) with LAA (Licensed-Assisted Access) operation is one of strong motivations to support large CA for the purpose of traffic offloading. Even though large number of the LAA cells is aggregated, the cells with actual scheduling would be a part of the entire CA in most cases due to dependency on the carrier sensing (i.e., CS) result. From this perspective, it is necessary to consider a type of Rel-13 UE whose complexity in terms of at least, blind decoding (i.e., BD) for control channel and receiving (soft) buffer for data channel, would not be increased proportional to the CA capability. 
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Figure 1.
· Blind decoding reduction for (E)PDCCH detection
Considering the UE type having smaller BD capability than CA capability, reduction on the maximum number of total BD for (E)PDCCH detection in a subframe may be required for supporting large number of aggregated cells with limited BD capability. One possible solution, for example, can be reducing the number of (E)PDCCH candidates for scheduling of a certain cell. Especially, this kind of scheme can be applied to a cell (denoted as “Ucell”) with LAA operation in U-band. It seems undesirable for the UE aggregating such Ucell to perform the same BD number for Ucell as that for a cell in licensed band, since there is no guarantee that actual DL and/or UL transmission can always be allowed via Ucell due to opportunistic radio access depending on the CS result. 
In addition, another possible solution can be reducing DCI transmission used for scheduling of multiple carriers/subframes, to reduce total BD number in frequency/time domain. To achieve this purpose, multi-CC and/or multi-SF scheduling can be considered. For supporting this, at least, it is needed to discuss on how to configure cell and/or subframe group which can be scheduled by a single DCI. For example, it can be considered that cell group for a multi-CC scheduling is configured as those with the same TM (transmission mode) and/or system bandwidth, etc.
Proposal 1: Consider blind decoding reduction for (E)PDCCH detection (e.g., reducing the number of (E)PDCCH candidates, introducing multi-CC and/or multi-SF scheduling) to support Rel-13 CA with large number of carriers.
· DL soft buffer management for PDSCH reception
Considering lower peak data rate (e.g. total number of soft channel bits) compared to CA capability, handling on DL soft buffer for PDSCH reception may be required to support large number of cells with limited buffer size. If partitioning of the soft buffer is performed by existing manner even with large number of cells, the minimum number of soft channel bits to be stored per TB (or HARQ process) would be quite decreased which may cause performance loss. To resolve this issue, for example, soft buffer sharing among multiple cells can be considered. Here, it can be interpreted that the total number of soft channel bits of a UE will be divided by the predefined number of cells smaller than that of configured cells for the UE, to avoid performance loss by excessive partitioning of soft buffer. By doing this operation, for example, even though two UEs having the same peak data rate are configured with different number of cells, it can be possible that the minimum soft channel bits per TB (or HARQ process) could be the same for theses UEs. 
In addition, it is needed to discuss on how to define cell group for soft buffer sharing and dropping priority rule when there is no left space for PDSCH buffering. For example, soft buffer sharing among multiple Ucells could seem be reasonable since DL transmission (PDSCH scheduling) via Ucell is opportunistically allowed depending on the CS result, unlike a licensed cell providing continuous or periodic DL transmission. 
Proposal 2: Consider DL soft buffer management (e.g., buffer sharing among multiple cells) for supporting Rel-13 CA with large number of carriers.
· Search space handling for cross-CC scheduling
If a certain cell (e.g. licensed cell) is configured to (cross-CC) schedule large number of cells (e.g. Ucell) for a UE and/or the same cell is configured as Pcell or a scheduling cell commonly for multiple UEs, search spaces on the cell would be overlapped within and/or between UE by simple concatenation based on cell index which may increase intra-/inter-UE (E)PDCCH blocking. To mitigate (E)PDCCH blocking and control congestion, handling on search space may be required in cross-CC scheduling case. One possible solution, for example, can be to configure a shared UE-specific search space (denoted as “USS”) for multiple scheduled cells on the scheduling cell. According to the current specification, for randomizing locations of (E)PDCCH candidates of a scheduled cell, CIF (carrier indicator field) value is used. Thus, for USS sharing among multiple scheduled cells, it can be considered to configure a parameter replacing the CIF value, which is commonly used for multiple scheduled cells, to randomize their (E)PDCCH candidate locations. 
In addition, it can also be considered to fit (USS) DCI format sizes of multiple scheduled cells which can be, for example, those sharing a single (same) USS. By doing this operation, the total number of BD corresponding to scheduled cells can be reduced. As mentioned earlier, since actual DL and/or UL transmission cannot always be allowed via Ucell depending on the CS result, USS sharing among multiple Ucells seems more reasonable.
Proposal 3: Consider search space handling for cross-CC scheduling (e.g., configuring shared search space for multiple cells) for supporting Rel-13 CA with large number of carriers.
3. Summary and conclusions

In this contribution, we discussed on consideration points for DL control and management to support CA of up to 32 carriers in Rel-13. Based on above, we propose:
Proposal 1: Consider blind decoding reduction for (E)PDCCH detection (e.g., reducing the number of (E)PDCCH candidates, introducing multi-CC and/or multi-SF scheduling) to support Rel-13 CA with large number of carriers.
Proposal 2: Consider DL soft buffer management (e.g., buffer sharing among multiple cells) for supporting Rel-13 CA with large number of carriers.
Proposal 3: Consider search space handling for cross-CC scheduling (e.g., configuring shared search space for multiple cells) for supporting Rel-13 CA with large number of carriers.
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