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1. Introduction

This contribution provides the text proposal for an impact analysis on CQI mismatch solution, to be included in the TR for the study on network assisted interference cancellation and suppression [1], reported in [2]. 
2. Text Proposal

[--------------------------------------------------------- TEXT OMMITED --------------------------------------------------------]
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 [------------------------------------------------------------- TEXT OMMITED --------------------------------------------------------]
7.2 CQI Mismatch Issue
[------------------------------------------------------------- TEXT OMMITED---------------------------------------------------------]
Generally speaking, the CQI mismatch issue cannot be completely eradicated in practice because is not possible to have instantaneous knowledge of the channel and interferers. Therefore, at best, any solution in this area may only help to improve the CQI selection at the expense of introducing extra complexity at both the UE and the network scheduler.
Since it is impossible (without scheduling coordination) to have knowledge from other cell interferers at the time of scheduling a given UE, there always will be a mismatch between the CQI used for a given TTI and the actual interference situation during that TTI. Moreover, the channel state between CQI computation and the consequent UE scheduling based on this computed CQI can greatly vary, contributing to the mismatch between the situation faced by the UE and the assumption when the UE was scheduled. 

7.2.x A Solution for CQI Mismatch Issue
 [------------------------------------------------------------- TEXT OMMITED---------------------------------------------------------]
7.2.x2 Solution impact on system performance and UTRAN  elements
Impact on system performance 

The proposal in 7.2.x.1 assumes that the channel is quasi-static. Doing so allows to have consistency over multiple TTIs in the part of the CQI that is channel dependent. However, the assumption of long-term channel coherence is only valid for a small subset of the channels stated in the link simulation assumption that can be found in the appendix X of this report. 

 
Requirements on UTRAN elements 

Coordination will let the victim UE’s cell scheduler have knowledge of the interferer type. This is only possible when there is a direct connection between the two cells, i.e.,, with the two base station are collocated. The solution proposes to coordinate between two cells so that the interferer be known in the victim UE cell prior to scheduling the UE.  Knowledge of the interferer  modulation type is then used to compute a CQI that takes the modulation type of the interferer into account and schedule the victim UE accordingly.
The solution introduces additional complexity to the network scheduler and to the CQI computation process in the UE. Indeed, the solution introduces the concept of multiple CQI values signalling different interferer types for the same channel quality.  Doing so will require the network to add steps to the CQI computation algorithms to take into account the interferer-dependent CQI values.  The NodeB complexity is   increased by an additional stage where the network is required to check the interferer types within a TTI time frame. The UE’s CQI computation process is extended to include the interferer type.  
 [-------------------------------------------------------------TEXT OMITTED---------------------------------------------------------]
3. Conclusion
Upon reviewing the content of the Text Proposal, it is proposed:
Proposal: Agree on the text proposal and capture the content presented in this document in the Technical Report on Network-Assisted Interference Cancellation and Suppression for UMTS [2].
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