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< Unchanged parts are omitted >
[bookmark: _Toc415085428]5.1.1.1	UE behaviour
The setting of the UE Transmit power for a Physical Uplink Shared Channel (PUSCH) transmission is defined as follows.



If the UE transmits PUSCH without a simultaneous PUCCH for the serving cell , then the UE transmit power  for PUSCH transmission in subframe i for the serving cell is given by

 [dBm]



If the UE transmits PUSCH simultaneous with PUCCH for the serving cell , then the UE transmit power   for the PUSCH transmission in subframe i for the serving cell  is given by

 [dBm]


If the UE is not transmitting PUSCH for the serving cell c, for the accumulation of TPC command received with DCI format 3/3A for PUSCH, the UE shall assume that the UE transmit power  for the PUSCH transmission in subframe i for the serving cell  is computed by

 [dBm]
where,








-	is the configured UE transmit power defined in [6] in subframe i for serving cell  and  is the linear value of . If the UE transmits PUCCH without PUSCH in subframe for the serving cell c, for the accumulation of TPC command received with DCI format 3/3A for PUSCH, the UE shall assume  as given by subclause 5.1.2.1. If the UE does not transmit PUCCH and PUSCH in subframe  for the serving cell c, for the accumulation of TPC command received with DCI format 3/3A for PUSCH, the UE shall compute  assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and TC =0dB, where MPR, A-MPR, P-MPR and TC are defined in [6].


-	 is the linear value of defined in subclause 5.1.2.1


-	is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks valid for subframe i and serving cell . 


-	If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell  and if subframe  belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-SubframeSet-r12, 




-	when j=0, , where j=0 is used for PUSCH (re)transmissions corresponding to a semi-persistent grant. and  are the parameters p0-UE-PUSCH-Persistent-SubframeSet2-r12 and p0-NominalPUSCH-Persistent -SubframeSet2-r12 respectively provided by higher layers, for each serving cell . 




-	when j=1,, where j=1 is used for PUSCH (re)transmissions corresponding to a dynamic scheduled grant.  and are the parameters p0-UE-PUSCH-SubframeSet2-r12 and  p0-NominalPUSCH-SubframeSet2-r12 respectively, provided by higher layers for serving cell .






-	when j=2, where  and  , where the parameter preambleInitialReceivedTargetPower [8] () and  are signalled from higher layers for serving cell , where j=2 is used for PUSCH (re)transmissions corresponding to the random access response grant.
	Otherwise









-	is a parameter composed of the sum of a component  provided from higher layers for j=0 and 1 and a component  provided by higher layers for j=0 and 1 for serving cell . For PUSCH (re)transmissions corresponding to a semi-persistent grant then j=0 , for PUSCH (re)transmissions corresponding to a dynamic scheduled grant then j=1 and for PUSCH (re)transmissions corresponding to the random access response grant then j=2.  and , where the parameter preambleInitialReceivedTargetPower [8] () and  are signalled from higher layers for serving cell . 


-	If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell  and if subframe  belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-SubframeSet-r12, 



-	For j=0 or 1, . is the parameter alpha-SubframeSet2-r12 provided by higher layers for each serving cell . 

-	For j=2, .
	Otherwise



-	For j =0 or 1,  is a 3-bit parameter provided by higher layers for serving cell . For j=2, 



-	 is the downlink path loss estimate calculated in the UE for serving cell  in dB and  = referenceSignalPower – higher layer filtered RSRP, where referenceSignalPower is provided by higher layers and RSRP is defined in [5] for the reference serving cell and the higher layer filter configuration is defined in [11] for the reference serving cell. 

-	If serving cell  belongs to a TAG containing the primary cell then, for the uplink of the primary cell, the primary cell is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. For the uplink of the secondary cell, the serving cell configured by the higher layer parameter pathlossReferenceLinking defined in [11] is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. 

-	If serving cell  belongs to a TAG containing the PSCell then, for the uplink of the PSCell, the PSCell is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP; for the uplink of the secondary cell other than PSCell, the serving cell configured by the higher layer parameter pathlossReferenceLinking defined in [11] is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. 


-	If serving cell  belongs to a TAG not containing the primary cell or PSCell then serving cell  is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP.









-	for and 0 for where  is given by the parameter deltaMCS-Enabled provided by higher layers for each serving cell .  and , for each serving cell , are computed as below.  for transmission mode 2. 


-	for control data sent via PUSCH without UL-SCH data and for other cases.










-	where  is the number of code blocks,  is the size for code block ,  is the number of CQI/PMI bits including CRC bits  and  is the number of resource elements determined as , where , ,  and  are defined in [4]. 


-	 for control data sent via PUSCH without UL-SCH data and  for other cases.













-	 is a correction value, also referred to as a TPC command and is included in PDCCH/EPDCCH with DCI format 0/4 or in MPDCCH with DCI format 6-0A for serving cell or jointly coded with other TPC commands in PDCCH/MPDCCH with DCI format 3/3A whose CRC parity bits are scrambled with TPC-PUSCH-RNTI. If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell  and if subframe  belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-SubframeSet-r12, the current PUSCH power control adjustment state for serving cell is given by, and the UE shall use  instead of to determine . Otherwise, the current PUSCH power control adjustment state for serving cell is given by.  and  are defined by:




[bookmark: OLE_LINK5][bookmark: OLE_LINK6]-	 and  if accumulation is enabled based on the parameter Accumulation-enabled provided by higher layers or if the TPC command  is included in a PDCCH/EPDCCH with DCI format 0 or in a MPDCCH with DCI format 6-0A for serving cell  where the CRC is scrambled by the Temporary C-RNTI




-	where was signalled on PDCCH/EPDCCH with DCI format 0/4 or MPDCCH with DCI format 6-0A or PDCCH/MPDCCH with DCI format 3/3A on subframe , and where  is the first value after reset of accumulation. For a BL/CE UE configured with CEModeA, subframe  is the last subframe in which the MPDCCH with DCI format 6-0A or MPDCCH with DCI format 3/3A is transmitted. Throughout this specification, where “CEModeA” or “CEModeB” is used with reference to a BL/CE UE which does not have a CEMode configured, “CEModeA” means UE in PRACH CE level 0 or 1, and “CEModeB” means UE in PRACH CE level 2 or 3.

-	The value of  is

-	For FDD or FDD-TDD and serving cell frame structure type 1,  = 4 

-	For TDD, if the UE is configured with more than one serving cell and the TDD UL/DL configuration of at least two configured serving cells is not the same, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, or for FDD-TDD and serving cell frame structure type 2, the "TDD UL/DL configuration" refers to the UL-reference UL/DL configuration (defined in subclause 8.0) for serving cell .

-	For TDD UL/DL configurations 1-6,  is given in Table 5.1.1.1-1
-	For TDD UL/DL configuration 0

-	If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCH/EPDCCH of DCI format 0/4 or a MPDCCH of DCI format 6-0A in which the LSB of the UL index is set to 1, = 7

-	For all other PUSCH transmissions,  is given in Table 5.1.1.1-1. 
< Unchanged parts are omitted >
7.1.6.4A	PDSCH starting position for BL/CE UEs


The starting OFDM symbol for PDSCH is given by index  in the first slot in a subframe  and is determined as follows

-	if subframe  is a subframe used for receiving SIB1-BR


-	if for the cell on which PDSCH is received


-	if for the cell on which PDSCH is received
-	else

-	is given by the higher layer parameter startSymbolLC

-	if subframe  is configured as an MBSFN subframe and if the BL/CE UE is configured in CEMode_A

-	
-	else

-	.
< Unchanged parts are omitted >
If the BL/CE UE is configured in CEMode_A, and if the PDSCH is assigned by or semi-statically scheduled by a MPDCCH with DCI format 6-1A, the UE shall assume no PDSCH repetition if the higher layer parameter csi-NumRepetitionCE-r13 indicates one subframe.
[bookmark: _Toc415085482]7.3.2.2	TDD HARQ-ACK reporting procedure for different UL/DL configurations
< Unchanged parts are omitted >
9.1.5.1	MPDCCH starting position


The starting OFDM symbol for MPDCCH given by index  in the first slot in a subframe  and is determined as follows

-	if subframe  is a subframe used for receiving SIB1-BR


-	if for the cell on which PDSCH is received


-	if for the cell on which PDSCH is received
-	else

-	is given by the higher layer parameter startSymbolLC

-	if subframe  is configured as an MBSFN subframe and if the BL/CE UE is configured in CEMode_A

-	
-	else

-	.
< Unchanged parts are omitted >
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