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1 Introduction
In 36.213 CR [1], the Temporary C-RNTI related descriptions are missing in section 16.4.1 UE procedure for receiving the narrowband physical downlink shared channel and section 16.5.1 UE procedure for transmitting format 1 narrowband physical uplink shared channel.
In this contribution, we discuss the Temporary C-RNTI related issue and give the TP for 36.213.
2 Discussion on Temporary C-RNTI

In section16.4.1 of 36.213, Search Space and Transmission scheme of NPDSCH corresponding to NPDCCH should be defined for a UE receiving NPDSCH if the UE is configured by higher layers to decode NPDCCH with CRC scrambled by the Temporary C-RNTI.
In section 16.5.1of 36.213, Search Space should be defined for a UE transmitting NPUSCH format 1 if the UE is configured by higher layers to decode NPDCCHs with CRC scrambled by the Temporary C-RNTI.
Proposal 1: To agree on the proposed TP for 36.213.

3 Conclusions
In this contribution, we have discussed Temporary C-RNTI related issue. We make the following proposal:
Proposal 1: To agree on the proposed TP for 36.213.
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ Start of text proposal to 36.213 ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
-----------------------------< Start of the 1st Change >------------------------------
16.4.1
UE procedure for receiving the narrowband physical downlink shared channel

< Unchanged parts are omitted >
If a UE is configured by higher layers to decode NPDCCH with CRC scrambled by the C-RNTI, the UE shall decode the NPDCCH and the corresponding NPDSCH according to any of the combinations defined in Table 16.4.1-4. The scrambling initialization of NPDSCH corresponding to these NPDCCHs is by C-RNTI. 

Table 16.4.1-4: NPDCCH and NPDSCH configured by C-RNTI

	DCI format
	Search Space
	Transmission scheme of NPDSCH corresponding to NPDCCH

	DCI format N1
	UE specific by C-RNTI
	If the number of NPBCH antenna ports is one, Single-antenna port, port 0 is used (see subclause 16.4.1.1), otherwise Transmit diversity (see subclause 16.4.1.2).


If a UE is configured by higher layers to decode NPDCCH with CRC scrambled by the Temporary C-RNTI and is not configured to decode NPDCCH with CRC scrambled by the C-RNTI, the UE shall decode the NPDCCH and the corresponding NPDSCH according to the combination defined in Table 16.4.1-5. The scrambling initialization of NPDSCH corresponding to these NPDCCHs is by Temporary C-RNTI.
Table 16.4.1-5: NPDCCH and NPDSCH configured by Temporary C-RNTI
	DCI format
	Search Space
	Transmission scheme of NPDSCH corresponding to NPDCCH

	DCI format N1
	Type-2 Common
	If the number of NPBCH antenna ports is one, Single-antenna port, port 0 is used (see subclause 16.4.1.1), otherwise Transmit diversity (see subclause 16.4.1.2).


< Unchanged parts are omitted >

-----------------------------< End of the 1st Change >-----------------------------
-----------------------------< Start of the 2nd Change >-----------------------------
16.5.1
UE procedure for transmitting format 1 narrowband physical uplink shared channel
< Unchanged parts are omitted >
If a UE is configured to receive random access procedures initiated by "PDCCH orders", the UE shall decode the NPDCCH according to the combination defined in Table 16.5.1-3.
Table 16.5.1-3: NPDCCH configured as "PDCCH order" to initiate random access procedure
	DCI format
	Search Space

	DCI format N1
	UE specific by C-RNTI


If a UE is configured by higher layers to decode NPDCCHs with the CRC scrambled by the Temporary C-RNTI regardless of whether UE is configured or not configured to decode NPDCCHs with the CRC scrambled by the C-RNTI, the UE shall decode the NPDCCH according to the combination defined in Table 16.5.1-4 and transmit the corresponding NPUSCH. The scrambling initialization of NPUSCH corresponding to these NPDCCH is by Temporary C-RNTI.

If a Temporary C-RNTI is set by higher layers, the scrambling of NPUSCH corresponding to the Narrowband Random Access Response Grant in subclause 16.3.3 and the NPUSCH retransmission for the same transport block is by Temporary C-RNTI. Else, the scrambling of NPUSCH corresponding to the Narrowband Random Access Response Grant in subclause 16.3.3 and the NPUSCH retransmission for the same transport block is by C-RNTI.
Table 16.5.1-4: NPDCCH configured by Temporary C-RNTI
	DCI format
	Search Space

	DCI format N0
	Type-2 Common


< Unchanged parts are omitted >

-----------------------------< End of the 2nd change >-----------------------------
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~End of text proposal to 36.213 ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
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