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1 Introduction
As discussed in [1] URLLC services have several challenging scenarios requiring stringent latency and high reliability requirements. To meet such requirements operators must have all the flexibility to use both the SR-triggered grant-based and grant-free based schemes for UL transmissions. In previous RAN1 meetings, it has been established that in many scenarios to achieve high-reliability SR-triggered grant-based UL transmissions must be supported; therefore, during the RAN1#88bis meeting RAN1 made the following agreement [2]: 
Agreements:
· The Scheduling Request-triggered uplink grant-based data transmission design should consider all applicable reliability and latency requirements including URLLC when assessing different design proposals.
· FFS: SR details
· For initial grant-based transmission, retransmissions can be grant-based

For the grant-based UL transmissions some contributions [3], [4] have presented performance results and indicated there is room for further enhancements to the traditional LTE SR scheme to meet the stringent low-latency UL transmissions requirements for URLLC services. In the last couple of RAN1 meetings, we’ve presented the underlay SR (USR) scheme that reduces the SR-related delay by eliminating the wait-time while preserving the benefits of high reliability due to grant-based schemes [1]. Table 1 in [1] lists some of the advantages of USR over the LTE SR based schemes. In this contribution, we present simulation results showing USR approach offers advantages over the traditional LTE SR scheme. 
The contribution is organized as follows:
· Section 2 describes the underlay SR transmission scheme for the NR UL mini-slot structure
· Section 3 discusses the underlay transmissions impact on gNB receiver operation 
· Section 4 presents the underlay SR scheme performance
· Section 5 presents summary and conclusions

2 Underlay SR Transmission Scheme for the NR UL Mini-slot structure
As mentioned in [1], USR provides significant advantages over the traditional LTE SR scheme with respect to reduced wait-time, improved resource utilization, increased scheduling flexibility and other benefits. In this section, we apply the USR scheme to the agreed NR mini-slot frame structure. 
In RAN1#87, mini-slot length of 2 OFDM symbols was agreed. The proposed USR method above can be utilized to transmit the SR symbol within each mini-slot during any symbol because the USR signal does not require any dedicated resources due to the underlay transmission. This procedure is illustrated in the Figure 1 below. 
Based on the above mini-slot structure the following observations can be made regarding the USR compared to the traditional LTE SR:
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Figure 1 SR transmission at the mini-slot level within the NR frame structure
Observation 1: If a packet arrives within a given OFDM symbol duration, the USR approach allows the UE to transmit a Scheduling Request in the next symbol(s), eliminating the wait-time. In the traditional LTE SR the UE has to wait for the next SR transmission opportunity, thus increasing latency.
Observation 2: To further reduce the latency, upon successful decoding, the gNB can transmit the grant in the next mini-slot. This additional latency reduction is possible because the gNB has sufficient lead time to make the scheduling decision and generate a grant for the UL transmission.

3 Underlay SR transmission impact on gNB receiver operation
In one of our previous contributions [5], an underlay communication channel (UCC) based on the Zadoff-Chu (ZC) sequence was introduced. It was shown that the well-known ZC sequences can be used to transmit a single bit or multiple bits of information per UE well below the noise level using spread spectrum techniques[footnoteRef:1]. Moreover, to stay in sync with the rest of OFDM symbols in the network, a cyclic prefix (CP) is added to each ZC spreading sequence. As already discussed in [5] the above design allows multiple simultaneous users to transmit their respective SRs without much degradation in detection at the gNB receiver.  [1:  All simulation results in this document are for single bit SR transmission.] 

In addition to successful detection in the presence of inter-user collisions, we also evaluated the interference impact of underlay SR transmitting UEs on the overlay signals received at the gNB. This was studied by measuring the rise in interference over thermal (IoT) as defined in the LTE literature (for example, [6]) due to the underlay SR transmissions during the reception of the UL data transmissions at the gNB receiver.
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Figure 2 Average IoT rise due to USR at the gNB receiver versus the number of UEs transmitting the underlay SRs 
Obviously, the underlay SR transmissions add noise over the existing thermal noise and the inter-cell interference at the gNB receiver. Figure 2 shows the additional noise generated due to the USR signals versus the maximum number of underlay UEs The results show the increase in the IoT is negligible even for the case when a high number of UEs transmit their respective underlay SRs. The two sets of plots are based on different packet rates and the underlay SNR is set to -6 dB and -12 dB relative to the thermal noise plus inter-cell interference at the gNB receiver. For derivation details refer to Appendix A.1.  
Observation 3: A large number of simultaneous underlay SR transmitting UEs has an insignificant impact on the IoT at the gNB receiver resulting in negligible impact on the UL data transmissions. 


4	Underlay SR scheme performance   
The main disadvantage of the traditional LTE SR signal is its direct dependency on the increase in resource utilization as the number of UEs and/or the packet arrival rates increases. In LTE systems, the number of UEs that can transmit SR is a function of total PRBs allocated for SR transmissions within a subframe and the SR opportunity periodicity. Therefore, even under the unrealistic assumption that all the PRBs within a subframe are available for SR transmissions, the latency still increases since it depends on the periodicity of the SR opportunities. This puts a heavy burden on the gNB scheduler, especially when the amount of available resources is limited. For example, using the mini-slot structure, suppose the available RBs for SR can accommodate a maximum of 5 users. Hence, if the number of users is less than or equal to 5, they all send their SR in the first mini-slot and the one-way latency is 2 mini-slot (including the decoding time). However, if the number of users is higher, those additional UEs have to be multiplexed in the time domain (assign more resources) in different mini-slots to avoid collision. This leads to an increase in latency. 
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Figure 3 Packet-arrival to grant transmission by the gNB delay vs. the number of SR transmitting UEs for the LTE SR and the Underlay SR schemes

On the other hand, the underlay SR has no such limitation since its operation is not dependent on the SR resource allocation. In the underlay SR case, the limitation is only when the underlay SR transmissions are causing additional noise at the gNB receiver such that it is resulting in unacceptable UL data detection error rate. As discussed before in section 3, the noise increase to such level due to the underlay SR transmissions is very unlikely.

Based on the above analysis, Figure 3 shows the simulation results with the assumptions described in Appendix A.2. Figure 3 shows the delay from the time of the packet arrival for UL transmission to the time UE receives a scheduling grant from the gNB (one-way latency). For the traditional LTE SR, the SR periodicity has to be increased in order to accommodate higher number of SR transmissions. Hence, the latency grows almost linearly as more PRBs are allocated for the SR transmissions in order to avoid collisions. Clearly, the USR has no such issue and the latency simply stays constant for a fixed underlay SNR (Figure 3 shows underlay SR signal SNR=-6 dB and -12 dB). 
Observation 4: Unlike LTE SR scheme, in the underlay SR scheme the latency is independent of the number of SR transmissions.
Proposal: NR should support the underlay SR to reduce latency that is an important aspect for delay-sensitive UL transmissions. 

5	Conclusion
In this contribution we made the following observations and proposals:
Observation 1: If a packet arrives within a given OFDM symbol duration, the USR approach allows the UE to transmit a Scheduling Request in the next symbol(s), eliminating the wait-time. In the traditional LTE SR the UE has to wait for the next SR transmission opportunity, thus increasing latency.
Observation 2: To further reduce latency, upon successful decoding, the gNB can transmit the grant in the next mini-slot. This additional latency gain is possible because the gNB has sufficient lead-time to make such a scheduling decision and generate a grant for the UL transmission.
Observation 3: A large number of simultaneous underlay SR transmitting UEs has an insignificant impact on the IoT at the gNB receiver resulting in negligible impact on the UL data transmissions. 
Observation 4: Unlike LTE SR scheme, in the underlay SR scheme the latency is independent of the number of SR transmissions.
Proposal: NR should support the underlay SR to reduce latency that is an important aspect for delay-sensitive UL transmissions. 
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Appendix A.1
Derivation of increase in IoT due to simultaneous underlay SR transmissions
To quantify the percentage of SRs that may collide, we consider two traffic scenarios that have been discussed in [7]. The traffic scenarios considered in [7] are 250 packets/s/user and 500 packets/s/user. Equivalently, here, we consider the cases where the rate of SR for each user is 250 and 500 SR/s. Assuming a subcarrier spacing 30 kHz, the duration of each OFDM symbol will be obtained as

Accordingly, the probability of an SR transmission by randomly selected UE is obtained as

And

For the above , assuming out of total of K UEs in a cell,  number of instantaneous active underlay UEs transmit SR in a given OFDM symbol increase the IoT by



Appendix A.2
Table A-2. Simulation Parameters
	Parameters
	Values or assumptions

	Layout
	Single-cell network with overlay and underlay activities

	Number of overlay users
	5 (each user is active with probability of 0.5)

	RB allocation for overlay users
	5 contiguous RBs selected randomly for each user

	SNR of overlay users
	0 dB

	SNR of underlay users
	-6 dB and -12 dB

	Number of underlay users
	1, 10, 30, and 50

	Packet arrival rate
	500 packets/user/sec

	Sub-carrier spacing
	30 kHz

	Zadoff-Chu sequence length
	1024

	CP duration
	NCP

	Mini-slot length
	67 μs (2 OFDM symbol duration)

	Channel model
	TDL-A; user speed = 3km/h

	Power control
	Ideal



4

image1.tif
decoding time

gNB | = ’i |
grant
SR
symbol
T “«—>
UE : : > R
"~ mini-slot

packet arrival




image2.tif
0.8

— X = 500 packet /user/sec
--- X = 250 packet /user/sec

USR SNR = -6 dB

e USR'SNR = -12 dB

10 20 30 40
Number of Underlay UEs

50




image3.tif
"y

Tren
ey

—USR, SNR = —12 dB
-©-USR, SNR = —6 dB

- LTE SR

Tre
LN

30 40 50
Number of UEs

20

10

[ee}

100"

O

o

(sy0o7s-TuTUr) AR[OP UOTSSTUISURIY JURIS 0) [RALLTR-1ONDR




