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< Unchanged parts are omitted >
5.3.3.1.9A
Format 5A
DCI format 5A is used for the scheduling of PSCCH, and also contains several SCI format 1 fields used for the scheduling of PSSCH.

The following information is transmitted by means of the DCI format 5A:

-
Carrier indicator –3 bits. This field is present according to the definitions in [3].
-
Lowest index of the subchannel allocation to the initial transmission - 
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 bits as defined in section 14.1.1.4C of [3].
-
SCI format 1 fields according to 5.4.3.1.2:

-
Frequency resource location of initial transmission and retransmission.
-
Time gap between initial transmission and retransmission.

-
SL index – 2 bits as defined in section 14.2.1 of [3] (this field is present only for cases with TDD operation with uplink-downlink configuration 0-6).
When the format 5A CRC is scrambled with SL-V-SPS-RNTI, the following fields are present:

-
SL SPS configuration index – 3 bits as defined in section 14.2.1 of [3].
-
Activation/release indication – 1 bit as defined in section 14.2.1 of [3].
If the number of information bits in format 5A mapped onto a given search space is less than the payload size of format 0 mapped onto the same search space, zeros shall be appended to format 5A until the payload size equals that of format 0 including any padding bits appended to format 0.

If the format 5A CRC is scrambled by SL-V-RNTI and if the number of information bits in format 5A mapped onto a given search space is less than the payload size of format 5A with CRC scrambled by SL-V-SPS-RNTI mapped onto the same search space and format 0 is not defined on the same search space, zeros shall be appended to format 5A until the payload size equals that of format 5A with CRC scrambled by SL-V-SPS-RNTI.
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