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1. Overall Description:
In RAN1#90bis, RAN1 reached working assumptions in both work items that the respective power-saving signals for idle mode paging will be to send a wake-up signal (WUS) or DTX.

For NB-IoT, RAN1 has agreed that at least in a UE’s DRX cycle, WUS supports at least being applied to all the UEs monitoring WUS associated to a PO in a NB-IoT carrier. RAN1 has also discussed whether eNB can configure WUS being applied to a group of more than one of the NB-IoT UEs associated to a PO in a NB-IoT carrier. RAN1 will further study and make decisions on this. RAN1 would like to ask RAN2 to provide input on the feasibility of supporting WUS being applied to a group of more than one of the UEs associated to a PO in a NB-IoT carrier.

For NB-IoT, RAN1 has also discussed how many POs a WUS can apply to from the UE perspective. RAN1 has agreed that at least in a UE’s DRX cycle, one WUS informs UE whether to monitor the PO in a single DRX cycle. RAN1 would like to ask RAN2 to provide input on the feasibility of WUS applying to more than one PO in a PTW for eDRX case.

RAN1 also would like to ask RAN2 to provide input on the feasibility of UE groups for WUS and the feasibility of WUS applying to more than one PO in a PTW for eDRX case for BL/CE UEs.

2. Actions:
ACTION: 	For both work items, RAN1 respectfully asks RAN2 to provide input on the feasibility of UE groups for WUS and the feasibility of WUS applying to more than one PO in a PTW for eDRX case.

3. Date of Next TSG-RAN WG1 Meetings:	
TSG RAN WG1 Meeting #91	27 November – 1  December 2017 	Reno, US
TSG RAN WG1 Meeting #92	26 February – 2 Match 2017  		Athens, GR
