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1. Overall Description:
In RAN1#92, RAN1 has discussed the  maximum TBS for PDSCH containing RMSI/OSI/Paging, and  a max TBS size [3000] bits has been proposed for PDSCH carrying RMSI/OSI/Paging. 

Note that the max TBS size impacts UE soft buffer memory and decoding resource for simultaneous reception of PDSCHs carrying RMSI/OSI/Paging and unicast data. 



2. Actions:
To RAN WG2:
RAN1 respectfully asks RAN2 if there is any issue or concern with the above proposed maximum TBS size for RMSI/OSI/Paging PDSCH.

3. Date of Next RAN1 Meetings:
 3GPPRAN1#92-Bis	16 - 20 Apr 2018   	Sanya 	CN
 3GPPRAN1#93	 21 - 25 May 2018     	Busan 	KR
	



Appendix A: updated and new RMSI CORESET configuration tables in TS 38.213

Table 13-1: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {15, 15} kHz for bands with minimum channel bandwidth 5MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24 
	2 
	0 

	1
	1 
	24 
	2 
	2 

	2
	1 
	24 
	2 
	4 

	3
	1 
	24 
	3 
	0 

	4
	1 
	24 
	3 
	2 

	5
	1 
	24 
	3 
	4 

	6
	1 
	48 
	1 
	12 

	7
	1 
	48 
	1 
	16 

	8
	1 
	48 
	2 
	12 

	9
	1 
	48 
	2 
	16 

	10
	1 
	48 
	3 
	12 

	11
	1 
	48 
	3 
	16 

	12
	1 
	96 
	1 
	38 

	13
	1 
	96 
	2 
	38 

	14
	1 
	96 
	3 
	38 

	15
	Reserved



Table 13-2: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {15, 30} kHz for bands with minimum channel bandwidth 5MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	24
	2
	6

	1
	1
	24
	2
	7

	2
	1
	24
	2
	8

	3
	1
	24
	3
	6

	4
	1
	24
	3
	7

	5
	1
	24
	3
	8

	6
	1
	48
	1
	18

	7
	1
	48
	1
	20

	8
	1
	48
	2
	18

	9
	1
	48
	2
	20

	10
	1
	48
	3
	18

	11
	1
	48
	3
	20

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-3: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 15} kHz for bands with minimum channel bandwidth 5MHz and 10MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	2

	1
	1
	48
	1
	6

	2
	1
	48
	2
	2

	3
	1
	48
	2
	6

	4
	1
	48
	3
	2

	5
	1
	48
	3
	6

	6
	1
	96
	1
	28

	7
	1
	96
	2
	28

	8
	1
	96
	3
	28

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-4: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 30} kHz for bands with minimum channel bandwidth 5MHz and 10MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24
	2
	0

	1
	1 
	24
	2
	1

	2
	1 
	24
	2
	2

	3
	1 
	24
	2
	3

	4
	1 
	24
	2
	4

	5
	1 
	24
	3
	0

	6
	1 
	24
	3
	1

	7
	1 
	24
	3
	2

	8
	1 
	24
	3
	3

	9
	1 
	24
	3
	4

	10
	1 
	48
	1
	12

	11
	1 
	48
	1
	14

	12
	1 
	48
	1
	16

	13
	1 
	48
	2
	12

	14
	1 
	48
	2
	14

	15
	1 
	48
	2
	16




Table 13-x1: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 15} kHz for bands with minimum channel bandwidth 40MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	48 
	1 
	4 

	1
	1
	48 
	2 
	4 

	2
	1
	48 
	3 
	4 

	3
	1
	96 
	1 
	0 

	4
	1
	96 
	1 
	56 

	5
	1
	96 
	2 
	0 

	6
	1
	96 
	2 
	56 

	7
	1
	96 
	3 
	0 

	8
	1
	96 
	3 
	56 

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-x2: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 30} kHz for bands with minimum channel bandwidth 40MHz
	Index
	SS/PBCH block and control resource set multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24 
	2 
	0 

	1
	1 
	24 
	2 
	4 

	2
	1 
	24 
	3 
	0 

	3
	1 
	24 
	3 
	4 

	4
	1 
	48 
	1 
	0 

	5
	1 
	48 
	1 
	28 

	6
	1 
	48 
	2 
	0 

	7
	1 
	48 
	2 
	28 

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved
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