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VRB-to-PRB interleaver
Agreements:
· Capture interpretation of ‘VRB-to-PRB mapping’ bit in 38.212 (0=non-interleaved, 1=interleaved). 
· Non-interleaved mapping is used as default in 38.211 when no ‘VRB-to-PRB mapping’ bit is present in the DCI.
· The default bundling size is 2.

--- Begin text proposal (for UL) ---
[bookmark: _Toc505960307]7.3.1.1.2	Format 0_1
[…]
-	VRB-to-PRB mapping – 0 or 1 bit
	-	0 bit if only resource allocation type 0 is configured or if PUSCH-tp=Enabled;
	-	1 bit according to Table 7.3.1.1.2-33 otherwise, only applicable to resource allocation type 1, as defined in Subclause 6.3.1.7 of [4, TS38.211].
[…]
Table 7.3.1.1.2-33: VRB-to-PRB mapping
	Bit field mapped to index
	VRB-to-PRB mapping

	0
	Non-interleaved

	1
	Interleaved




--- End text proposal ---

--- Begin text proposal (for DL) ---
[bookmark: _Toc505960309]7.3.1.2.1	Format 1_0
[…]
[bookmark: _Hlk507615497]-	VRB-to-PRB mapping – 1 bit according to Table 7.3.1.2.2-5


[bookmark: _Toc505960310]7.3.1.2.2	Format 1_1
-	VRB-to-PRB mapping – 0 or 1 bit
	-	0 bit if only resource allocation type 0 is configured;
	-	1 bit according to Table 7.3.1.2.2-5 otherwise, only applicable to resource allocation type 1, as defined in Subclause xxx of [4, TS38.211].
[…]
Table 7.3.1.2.2-5: VRB-to-PRB mapping
	Bit field mapped to index
	VRB-to-PRB mapping

	0
	Non-interleaved

	1
	Interleaved





--- End text proposal ---

