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1. Overall Description:
RAN1 would like to inform RAN2 about the following updates to RRC parameters. If there is an issue implementing the aspects below in 38.331, RAN1 would like RAN2 to inform RAN1.

Agreements: (RRC update)
· From RAN1 perspective, the signalling of M in RMSI with parameter frequencyOffsetSSB is not necessary in Rel-15

Agreements:
· The parameter cb-preamblePerSSB indicates the number of CBRA preambles per SSB per RACH occasion.
Agreements:
· For the case that N SSBs are associated with one RACH occasion, where N >= 1, the subset of cb-preamblePerSSB consecutive CBRA preambles associated with SSB i (i=0, …, N-1) starts from preamble index i*(64/N).  


Agreements:
Limit the size of the UE-specific SFI table to a max total of 512 values across all entries in Rel 15.

Agreements: 
In UE-specific SFI table configuration, it is possible for the length of an entry to be longer than the configured monitoring period of the SFI

Agreements:
Confirm the following working assumption:
For HARQ-ACK resource allocation before a UE has a dedicated PUCCH configuration, 
· Frequeny hopping is always enabled for PUCCH transmission for FR1 and FR2.


Agreements:
· Regarding the discrepancy in RAN1 and RAN2 agreements w.r.t. initial active BWP vs. the up to configured 4 BWPs, to adopt the RAN2 agreements and make necessary RAN1 spec update

Agreements (RAN2 impact)
· The existing higher-layer parameter SCS-SpecificCarrier provided to a UE via a dedicated RRC signal is also applicable to Scell & SUL
Conclusion:
· Remove UL VRB-to-PRB interleaver from Rel-15


2. Actions:
To RAN2 group.
ACTION: 	RAN1 asks RAN2 group to 
To take the above decision into account.

3. Date of Next TSG-RAN1 Meetings:
TSG-RAN1 Meeting #93		21th – 25th May 2018	Busan, Korea
TSG-RAN1 Meeting #94		20th – 24th Aug 2018	Göteborg, Sweden

