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1. Introduction
This contribution is version of companion contribution R1-1805022[1]. 
In RAN1 #91 meeting and RAN1 #92 meeting, following agreements were reached.
	RAN1 #91 Agreements:

· From RAN1 understanding, the limited TX capability means that the UE cannot support transmission(s) over carrier(s) in a subframe due to 

· (a) Number of TX chains smaller than the number of configured TX carriers or
· (b) UE doesn’t support the given band combination or
· (c) TX chain switching time or

· (d) UE cannot fulfill the RF requirement due to, e.g., PSD imbalance

· For a UE with limited TX capability, RAN1 considers the following options for resource selection in mode 4 CA.

· Option 1-1: When the UE performs the resource selection for a certain carrier, any subframe of that carrier shall be excluded from the reported candidate resource set if using that subframe exceeds its TX capability limitation under the given resource reservation in the other carriers.

· FFS details, e.g., the carrier resource selection order should consider PPPP of transmission and CBR.

· Option 1-2: If the per-carrier independent resource selection leads to transmissions beyond the TX capability of the UE in a subframe, UE re-does resource reselection within the given reported candidate resource set until the resultant transmission resources can be supported by the UE.

· FFS: whether it is up to UE implementation

· FFS details, e.g., the carrier resource selection order should consider PPPP of transmission and CBR.

· Option 2: After performing the per-carrier independent resource selection, the UE shall drop transmission in a subframe where using that subframe exceed its TX capability limitation. 

· FFS details of dropping rule, e.g., whether/how to consider PPPP and CBR

· FFS whether/how to consider other aspects (e.g., half duplex problem) in terms of resource selection
RAN1 #92 Agreement: 

· Case (b) includes unsupported carrier combinations as well as band combinations
For cases when limited tx capability the UE cannot support transmission(s) over carrier(s):
· The UE shall follow Option 1-1 for (a), (b), (c)

· Otherwise, the UE shall follow Option 1-2


In this contribution, we discuss some remaining issues to support carrier aggregation using mode-4 resource selection.
2. Remaining issues
2.1. Resource (re)selection for UE with limited TX capability
In RAN1 #92 meeting, option 1-1 and option 1-2 were agreed to address limited UE TX capability. One FFS item is carrier resource selection order determination, e.g., when resource (re)selection is triggered in more than one carrier in overlapped resource selection window. In our understanding, the resource selection order can follow packet arrival time. And a rare case is that resource (re)selection is triggered simultaneously in multiple carriers, in this case, packet with higher PPPP can select resource firstly.
2.2. On Half duplex constraint

It is RAN1 understanding that un-monitored resources are excluded in the beginning of L1 procedure for resource exclusion. If resource selection is independently performed in multiple carrier, there can be increase in terms of number of subframe for transmission in any of the selected carriers. Considering half duplex constraint at least in the same band, more subframes cannot be monitored due to increased transmission subframes. However, resource (re)selection should be asynchronous among transmission carriers because resource (re)selection can be triggered when selected resource is not sufficient or no selected resource is available. Such decision for resource (re)selection should be done per sidelink process considering independent traffic among sidelink processes. If resource (re)selection is asynchronous, UE performing mode 4 sensing is not able to select a subframe, which is already selected for transmission in other carriers in the same band, due to half duplex constraint. Therefore, mechanism to align transmission subframe is workable for limited case and we propose not to support it in Rel-15.

Observation 1: Trigger of resource (re)selection can be asynchronous among sidelink process.

Observation 2: Due to half duplex constraint, UE performing mode 4 sensing is not able to select a subframe, which is already selected for transmission in other carriers in the same band.
Proposal 1: Mechanism to align transmission subframe of PSCCH/PSSCH in multiple carriers is not supported in Rel-15.
3. Conclusion

In this contribution, we discuss support of carrier aggregation for V2x SL communications. Observations and proposal are summarized below.
Observation 1: Trigger of resource (re)selection can be asynchronous among sidelink process.

Observation 2: Due to half duplex constraint, UE performing mode 4 sensing is not able to select a subframe, which is already selected for transmission in other carriers in the same band

Proposal 1: Mechanism to align transmission subframe of PSCCH/PSSCH in multiple carriers is not supported in Rel-15.
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