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1
Proposal
Proposal: When configured with partial subframe modes 2 and 3, TBS Scaling is according to the scheduled subfame length if MCS 0-28 are indicated. TBS and modulation order are obtained as for the most recent transmissions granted with MCS 0-28 if MCS 30 is indicated.
2
Text Proposal for 36.213
8.6.1
Modulation order and redundancy version determination 
---8< SNIP >8---
-
Otherwise, 

-
For a cell that is not a LAA SCell, the modulation order shall be determined from the DCI transported in the latest PDCCH/EPDCCH with DCI format 0/4 for the same transport block using 
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. If there is no PDCCH/EPDCCH with DCI format 0/4 for the same transport block using 
[image: image2.wmf]28

0

£

£

MCS

I

, the modulation order shall be determined from

-
the most recent semi-persistent scheduling assignment PDCCH/EPDCCH, when the initial PUSCH for the same transport block is semi-persistently scheduled, or, 

-
the random access response grant for the same transport block, when the PUSCH is initiated by the random access response grant.

-
For a cell that is an LAA SCell and a UE that is configured with Partial PUSCH Mode 2 or 3, if 
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, the modulation order shall be determined from the DCI transported in the latest PDCCH/EPDCCH with DCI format 0A/0B/4A/4B for the same transport block using 
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---8< SNIP >8---
8.6.2
Transport block size determination

---8< SNIP >8---
If the transport block is transmitted on an LAA SCell,

-
If 
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, then 

-
if the UE is transmitting a Partial PUSCH Mode 2, or if the UE is transmitting a Partial PUSCH Mode 3 ending at symbol #6

-
set the Table 7.1.7.2.1-1 column indicator to 
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-
if the UE is transmitting a Partial PUSCH Mode 3 ending at symbol #3

-
set the Table 7.1.7.2.1-1 column indicator to 
[image: image8.wmf]ë

û

{

}

1

,

125

.

0

max

´

PRB

N

 instead of [image: image9.wmf]PRB

N

 
- 
If the UE is configured with Partial PUSCH Mode 2 or 3 on the LAA SCell and 
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, the transport block size shall be determined from the latest PDCCH/EPDCCH with DCI format 0A/0B/4A/4B for the same transport block using 
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