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1. Overall Description:
RAN1 would like to thank RAN4 for their LS. RAN1 discussed the RLM operation for LTE HRLLC/URLLC operation and would like to provide the following answers to the questions provided by RAN4:

RAN1 response to Question 1: 
RAN1 concluded that the existing thresholds for Qin and Qout are sufficient for LTE URLLC operation and can be directly reused also for UEs with URLLC traffic.

RAN1 response to Question 2: 
RAN1 would like to note the need to distinguish the overall radio link failure and URLLC service availability. As the existing Qin and Qout values will still guarantee the radio link between eNB and UE to be operational, RAN1 assumes that the eNB may determine if the DL channel quality is not sufficient for the envisioned URLLC service. The eNB may then take corrective actions for the URLLC service by triggering further UE measurement actions or other types of reconfigurations (e.g. handovers). 

2. Actions:
[bookmark: _GoBack]To RAN4, RAN2: RAN1 kindly requests RAN4 and RAN2 to take the above into account in their further work on HRLLC for LTE. 
3. Date of Next TSG-RAN WG4 Meetings:
TSG RAN WG4 Meeting #94					August 20-24, 2018, Gothenburg, Sweden
TSG RAN WG4 Meeting #94bis					October 8-12, 2018, Chengdu (TBC), China
