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This contribution summarizes the offline discussions on UE capability for LTE Phase II.. 

Discussion
The table summarizes the offline capability discussion.

	Features
	#
	Feature group
	Components
	Prerequisite feature groups 
(listed in this sheet only)
	Need for gNB to know whether the
feature is supported by the UE
(what happens if gNB does not know?)
	Consequences if the feature
 is not supported by the UE
	Need of FDD/TDD differentiation
	RAN5 implication
	Note
	Responsible WG
	RAN WG recommendation
	TSG-RAN decision

	eV2X
	4-1
	Enhancements to resource allocation with CA
	Resource selection enhancements for UE with limited TX capabilities
	
	Yes
	
	No
	
	
	
	Optional 
	

	
	4.2

	Synchronization enhancements for CA with single carrier SLSS transmission
	
	
	
	
	
	
	
	
	Optional
	

	
	4.3
	Synchronization enhancements for CA with multiple carrier SLSS transmission
	
	
	
	
	
	
	
	
	Optional
	

	
	4-4
	Support of 64-QAM RX
	
	4-6
	
	
	
	
	
	
	TBD
	

	
	4-5
	Support of 64-QAM TX
	
	4-6
	
	
	
	
	
	
	TBD
	

	
	4-6
	Support of rate matching and TBS scaling
	
	
	
	
	
	
	
	
	Mandatory
	

	
	4-7
	Support of transmit diversity
	(note: pending RAN4 specification)
	
	Yes
	single antenna port transmission is assumed by the UE
	No
	
	
	
	Optional
	

	
	4-8
	Support of low T2 min
	
	
	Yes
	Radio latency of V2X lower than 20ms cannot be guaranteed
	No
	
	
	
	Optional
	



