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1. Text proposals
==============================Start of text changes=====================================
11.1	Slot configuration
A slot format includes downlink symbols, uplink symbols, and flexible symbols. 
For each serving cell
If a UE is provided higher layer parameter tdd-UL-DL-ConfigurationCommon and the UE is not provided higher layer parameter tdd-UL-DL-ConfigurationCommon2, the UE sets the slot format per slot over a number of slots as indicated by higher layer parameter tdd-UL-DL-ConfigurationCommon. 
The higher layer parameter tdd-UL-DL-ConfigurationCommon provides
· 
A reference subcarrier spacing  by higher layer parameter referenceSubcarrierSpacing
· 
A slot configuration period of  msec by higher layer parameter dl-UL-TransmissionPeriodicity
· 
A number of slots  with only downlink symbols by higher layer parameter nrofDownlinkSlots
· 
A number of downlink symbols  by higher layer parameter nrofDownlinkSymbols
· 
A number of slots  with only uplink symbols by higher layer parameter nrofUplinkSlots
· 
A number of uplink symbols  by higher layer parameter nrofUplinkSymbols









A value  msec is valid only for . A value  msec is valid only for  or . A value  msec is valid only for , or , or .











A slot configuration period of  msec includes  slots with  subcarrier spacing. From the  slots, a first  slots include only downlink symbols and a last  slots include only uplink symbols. The  symbols after the first  slots are downlink symbols. The  symbols before the last  slots are uplink symbols. The remaining  are flexible symbols. 

The first symbol every  periods is a first symbol in an even frame.


A UE expects that the reference subcarrier spacing  is smaller than or equal to the subcarrier spacing  for any of the configured DL BWP or UL BWP.
A format for a slot with extended CP is determined from a format for a slot with normal CP. A UE determines an extended CP symbol as downlink/uplink/flexible symbol if the overlapping normal CP symbols that are downlink/uplink/flexible symbols, respectively. A UE determines an extended CP symbol as flexible symbol if one of the overlapping normal CP symbols is flexible.
If the UE is provided higher layer parameters tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationCommon2, the UE sets the slot format per slot over a first number of slots as indicated by higher layer parameter tdd-UL-DL-ConfigurationCommon and the UE sets the slot format per slot over a second number of slots as indicated by tdd-UL-DL-ConfigurationCommon2. 
The higher layer parameter tdd-UL-DL-ConfigurationCommon2 provides
· 
A reference subcarrier spacing  by higher layer parameter referenceSubcarrierSpacing;
· 
A slot configuration period of  msec by higher layer parameter dl-UL-TransmissionPeriodicity;
· 
A number of slots  with only downlink symbols by higher layer parameter nrofDownlinkSlots;
· 
A number of downlink symbols  by higher layer parameter nrofDownlinkSymbols;
· 
A number of slots  with only uplink symbols by higher layer parameter nrofUplinkSlots;
· 
A number of uplink symbols  by higher layer parameter nrofUplinkSymbols.

A UE expects .









A value  msec is valid only for . A value  msec is valid only for  or . A value  msec is valid only for , or , or .











A slot configuration period of  slots includes first  slots and second  slots. From the  slots, a first  slots include only downlink symbols and a last  include only uplink symbols. The  symbols after the first  slots are downlink symbols. The  symbols before the last  slots are uplink symbols. The remaining  are flexible symbols. 

A UE expects that  divides 20 msec.

The first symbol every  periods is a first symbol in an even frame.
If the UE is additionally provided higher layer parameter tdd-UL-DL-ConfigDedicated, the parameter tdd-UL-DL-ConfigDedicated overrides only flexible symbols per slot over the number of slots as provided by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationCommon2. 
The higher layer parameter tdd-UL-DL-ConfigDedicated provides
· A set of slot configurations by higher layer parameter slotSpecificConfigurationsToAddModList;
· For each slot configuration from the set of slot configurations
· A slot index for a slot provided by higher layer parameter slotIndex;
· A set of symbols for a slot by higher layer parameter symbols where 
	if symbols = allDownlink, all symbols in the slot are downlink;
	if symbols = allUplink, all symbols in the slot are uplink;
if symbols = explicit and higher layer parameter nrofDownlinkSymbols provides a number of downlink first symbols in the slot and higher layer parameter nrofUplinkSymbols provides a number of uplink last symbols in the slot. If nrofDownlinkSymbols is not provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided, there are no uplink last symbols in the slot. The remaining symbols in the slot are flexible. 
For each slot having a corresponding index provided by higher layer parameter slotIndex, the UE applies a format provided by the corresponding higher layer parameter symbols. The UE does not expect tdd-UL-DL-ConfigDedicated to indicate as uplink or as downlink a symbol that tdd-UL-DL-ConfigurationCommon or, when provided, tdd-UL-DL-ConfigurationCommon2 indicates as a downlink or as an uplink symbol, respectively.

For each slot configuration provided by tdd-UL-DL-ConfigDedicated, a reference subcarrier spacing is the reference subcarrier spacing  provided by tdd-UL-DL-ConfigurationCommon.
A slot configuration period and a number of downlink symbols, uplink symbols, and flexible symbols in each slot of the slot configuration period are determined from higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2 and tdd-UL-DL-ConfigDedicated and are common to each configured BWP. 
If a UE is not configured to monitor PDCCH for DCI format 2_0, tThe UE considers symbols in a slot indicated as downlink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated to be available for receptions and considers symbols in a slot indicated as uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or by tdd-UL-DL-ConfigDedicated to be available for transmissions. 
If a UE is not configured to monitor PDCCH for DCI format 2_0, fFor a set of symbols of a slot that are indicated as flexible by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or UL-DL-configuration-dedicated, when provided to a UE, or when tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and UL-DL-configuration-dedicated are not provided to the UE
-	The UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 1_0 or a DCI format 1_1 or a DCI format 0_1. 
-	The UE transmits PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3. 	Comment by Ye, Sigen (Nokia - US/Murray Hill): DCI format 1_0 and 1_1 trigger PUCCH, so they should be included here. The format for PDCCH order to trigger PRACH is not finalized yet, which should be included later if it uses a different format.
If agreed, this should be a universal change.
-	If the UE is configured by higher layers to receive a PDCCH, or a PDSCH, or a CSI-RS in the set of symbols of the slot, the UE receives the PDCCH, the PDSCH, or the CSI-RS if 
· the UE does not detect a DCI format 0_0, or DCI format 0_1, or DCI format 2_3 that indicates to the UE to transmit a PUSCH, a PUCCH, a PRACH, or a SRS in the set of symbols of the slot, or
· the UE detects a DCI format 0_0, or DCI format 0_1, or DCI format 2_3 that indicates to the UE to transmit a PUSCH, a PUCCH, a PRACH, or a SRS in the set of symbols of the slot and a number of symbols between a last symbol of a control resource set where the UE detects the DCI format 0_0, or DCI format 0_1, or DCI format 2_3 and a first symbol in the set of symbols is smaller than the PUSCH preparation time N2 for the corresponding PUSCH timing capability [6, TS 38.214]. The PUSCH preparation time N2 here and hereafter in subclause 11.1 corresponds to the subcarrier spacing of the downlink with which the PDCCH carrying the corresponding DCI format 2_0 is transmitted.
Otherwise, the UE does not receive the PDCCH, or the PDSCH, or the CSI-RS in the set of symbols of the slot. 
-	If the UE is configured by higher layers to transmit a periodic SRS, or a PUCCH, or a PUSCH, or a PRACH in the set of symbols in the slot, the UE transmits the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH in the set of symbols of the slot if 
· the UE does not detect a DCI format 1_0 or DCI format 1_1 that indicates to the UE to receive PDSCH or CSI-RS in the set of symbols in the slot, or 
· the UE detects a DCI format 1_0 or DCI format 1_1 that indicates to the UE to receive PDSCH or CSI-RS in the set of symbols in the slot and a number of symbols between a last symbol of a control resource set where the UE detects the DCI format 1_0 or DCI format 1_1 and a first symbol in the set of symbols is smaller than the PUSCH preparation time N2 for the corresponding PUSCH timing capability. 
Otherwise, the UE does not transmit the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH in the set of symbols of the slot. 
For a set of symbols of a slot that are indicated to a UE as uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to the UE, the UE does not receive PDCCH, PDSCH, or CSI-RS in the set of symbols of the slot.
For a set of symbols of a slot that are indicated to a UE as downlink by higher layer parameters tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to the UE, the UE does not transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot.
For a set of symbols of a slot that are indicated to a UE by higher layer parameter ssb-PositionsInBurst in SystemInformationBlockType1 or ssb-PositionsInBurst in ServingCellConfigCommon, when provided to the UE, for reception of SS/PBCH blocks, the UE does not transmit PUSCH, PUCCH, PRACH in the slot if a transmission would overlap with any symbol from the set of symbols and the UE does not transmit SRS in the set of symbols of the slot. The UE does not expect the set of symbols of the slot to be indicated as uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to the UE.
For a set of symbols of a slot indicated to a UE by higher layer parameter prach-ConfigurationIndex in RACH-ConfigCommon for PRACH transmissions, the UE does not receive PDSCH or CSI-RS in the slot if a reception would overlap with any symbol from the set of symbols. The UE does not expect the set of symbols of the slot to be indicated as downlink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated. 
For a set of symbols of a slot indicated to a UE by higher layer parameters pdcch-ConfigSIB1 in MasterInformationBlock for a control resource set for Type0-PDCCH common search space, the UE does not expect the set of symbols to be indicated as uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL- ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated.
If a UE is scheduled by a DCI format 1_1 to receive PDSCH over multiple slots, and if higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to the UE, indicate that, for a slot from the multiple slots, at least one symbol from a set of symbols where the UE is scheduled PDSCH reception in the slot is an uplink symbol, the UE does not receive the PDSCH in the slot. 
If a UE is scheduled by a DCI format 0_1 to transmit PUSCH over multiple slots, and if higher layer parameter tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-Configuration-Common2, or tdd-UL-DL-ConfigDedicated, when provided to a UE, indicates that, for a slot from the multiple slots, at least one symbol from a set of symbols where the UE is scheduled PUSCH transmission in the slot is a downlink symbol, the UE does not transmit the PUSCH in the slot.
[bookmark: _Ref500453000][bookmark: _Toc510987673]11.1.1	UE procedure for determining slot format
This subclause applies for a serving cell that is included in a set of serving cells configured to a UE by higher layer parameters slotFormatCombToAddModList and slotFormatCombToReleaseList.









If a UE is configured by higher layers with parameter SlotFormatIndicator, the UE is provided with a SFI-RNTI by higher layer parameter sfi-RNTI and with a payload size of DCI format 2_0 by higher layer parameter dci-PayloadSize. The UE is also provided in one or more serving cells with a configuration for a search space set  and a corresponding control resource set  for monitoring  PDCCH candidates for DCI format 2_0 with a CCE aggregation level of  CCEs as described in Subclause 10.1. The  PDCCH candidates are the first  PDCCH candidates for CCE aggregation level  for search space set  in control resource set .
For each serving cell in the set of serving cells, the UE can be provided: 
-	an identity of the serving cell by higher layer parameter servingCellId
-	a location of a SFI-index field in DCI format 2_0 by higher layer parameter positionInDCI
-	a set of slot format combinations by higher layer parameter slotFormatCombinations, where each slot format combination in the set of slot format combinations includes 
· one or more slot formats indicated by a respective higher layer parameter slotFormats for the slot format combination, and 
· a mapping for the slot format combination provided by slotFormats to a corresponding SFI-index field value in DCI format 2_0 provided by higher layer parameter slotFormatCombinationId


-	for unpaired spectrum operation, a reference subcarrier spacing  by higher layer parameter subcarrierSpacing and, when a secondary UL carrier is configured for the serving cell, a reference subcarrier spacing  by higher layer parameter subcarrierSpacing2 for the secondary UL carrier


-	for paired spectrum operation, a reference subcarrier spacing  for a DL BWP by higher layer parameter subcarrierSpacing and a reference subcarrier spacing  for an UL BWP by higher layer parameter subcarrierSpacing2

A SFI-index field value in a DCI format 2_0 indicates to a UE a slot format for each slot in a number of slots for each DL BWP or each UL BWP starting from a slot where the UE detects the DCI format 2_0. The SFI-index field includes  bits where maxSFIindex is the maximum value of the values provided by corresponding higher layer parameters slotFormatCombinationId. A slot format is identified by a corresponding format index as provided in Table 11.1.1-1 where ‘D’ denotes a downlink symbol, ‘U’ denotes an uplink symbol, and ‘X’ denotes a flexible symbol.

If a PDCCH monitoring periodicity for DCI format 2_0, provided to a UE for the search space set  by higher layer parameter monitoringSlotPeriodicityAndOffset, is smaller than a duration of a slot format combination the UE obtains at a PDCCH monitoring occasion for DCI format 2_0 by a corresponding SFI-index field value, and the UE receives more than one DCI format 2_0 messages indicating the slot format for a slot, the UE expects a same format for each slot of the slot format combination that occurs at or after the next PDCCH monitoring occasions for DCI format 2_0 to be indicated by corresponding SFI-index field values the same format being indicated in these multiple DCI format 2_0 messages. A slot format value of 255 indicates a same format for each slot of the slot format combination that occurs at or after the next PDCCH monitoring occasions for DCI format 2_0 providing the slot format value of 255.
A UE does not expect to be configured to monitor PDCCH for DCI format 2_0 on a second serving cell that uses larger subcarrier spacing than the serving cell.
 
[bookmark: _Hlk512253773]Table 11.1.1-1: Slot formats for normal cyclic prefix
	Format
	Symbol number in a slot

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13

	0
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D

	1
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	2
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X

	3
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X

	4
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X

	5
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X

	6
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X
	X

	7
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X
	X
	X

	8
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U

	9
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U

	10
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	11
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	12
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	13
	X
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	14
	X
	X
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U

	15
	X
	X
	X
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U

	16
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X

	17
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X

	18
	D
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X

	19
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U

	20
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U

	21
	D
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U

	22
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U

	23
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U

	24
	D
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U

	25
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U
	U

	26
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U
	U

	27
	D
	D
	D
	X
	X
	X
	X
	X
	X
	X
	X
	U
	U
	U

	28
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	U

	29
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	U

	30
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X
	U

	31
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	U
	U

	32
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	U
	U

	33
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X
	U
	U

	34
	D
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	35
	D
	D
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	36
	D
	D
	D
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	37
	D
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	38
	D
	D
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	39
	D
	D
	D
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U

	40
	D
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U
	U

	41
	D
	D
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U
	U

	42
	D
	D
	D
	X
	X
	X
	U
	U
	U
	U
	U
	U
	U
	U

	43
	D
	D
	D
	D
	D
	D
	D
	D
	D
	X
	X
	X
	X
	U

	44
	D
	D
	D
	D
	D
	D
	X
	X
	X
	X
	X
	X
	U
	U

	45
	D
	D
	D
	D
	D
	D
	X
	X
	U
	U
	U
	U
	U
	U

	46
	D
	D
	D
	D
	D
	X
	U
	D
	D
	D
	D
	D
	X
	U

	47
	D
	D
	X
	U
	U
	U
	U
	D
	D
	X
	U
	U
	U
	U

	48
	D
	X
	U
	U
	U
	U
	U
	D
	X
	U
	U
	U
	U
	U

	49
	D
	D
	D
	D
	X
	X
	U
	D
	D
	D
	D
	X
	X
	U

	50
	D
	D
	X
	X
	U
	U
	U
	D
	D
	X
	X
	U
	U
	U

	51
	D
	X
	X
	U
	U
	U
	U
	D
	X
	X
	U
	U
	U
	U

	52
	D
	X
	X
	X
	X
	X
	U
	D
	X
	X
	X
	X
	X
	U

	53
	D
	D
	X
	X
	X
	X
	U
	D
	D
	X
	X
	X
	X
	U

	54
	X
	X
	X
	X
	X
	X
	X
	D
	D
	D
	D
	D
	D
	D

	55
	D
	D
	X
	X
	X
	U
	U
	U
	D
	D
	D
	D
	D
	D

	56 – 254 
	Reserved

	255
	When slot format 255 is received for a slot, the UE will follow higher layer configurations and DCI to determine the slot format 
Indicates ‘D’ or ‘U’ for flexible symbols in tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated with receptions or with transmissions configured by higher layers, respectively 
Indicates same slot format as a slot format in the previous DCI format 2_0 transmission












For unpaired spectrum operation for a UE on a serving cell, the UE is provided by higher layer parameter subcarrierSpacing a reference subcarrier spacing configuration of  for each slot format in a combination of slot formats indicated by a SFI-index field value in DCI format 2_0. The UE expects that for reference subcarrier spacing configuration of  and for an active DL BWP and UL BWP pair with subcarrier spacing configuration of , it is . Each slot format in the combination of slot formats indicated by the SFI-index field value in DCI format 2_0 is applicable to  consecutive slots in the active DL BWP and UL BWP pair where the first slot starts at a same time as a first slot for the reference subcarrier spacing configuration of  and each downlink or flexible or uplink symbol for the reference subcarrier spacing configuration of  corresponds to  consecutive downlink or flexible or uplink symbols for the subcarrier spacing configuration . 








For paired spectrum operation for a UE on a serving cell, the SFI-index field in DCI format 2_0 indicates a combination of slot formats that includes a combination of slot formats for a reference DL BWP and a combination of slot formats for a reference UL BWP of the serving cell. The UE is provided by higher layer parameter subcarrierSpacing a reference subcarrier spacing configuration of  for the combination of slot formats indicated by the SFI-index field value in DCI format 2_0 for the reference DL BWP of the serving cell. The UE is provided by higher layer parameter subcarrierSpacing2 a reference subcarrier spacing configuration of  for the combination of slot formats indicated by the SFI-index field value in DCI format 2_0 for the reference UL BWP of the serving cell. If  and for each  values provided by a value of higher layer parameter slotFormats, where the value of slotFormats is determined by a value of slotFormatCombinationId in slotFormatCombination and the value of slotFormatCombinationId is set by the value of the SFI-index field value in DCI format 2_0, the first  values for the combination of slot formats are applicable to the reference DL BWP and the next value is applicable to the reference UL BWP. If  and for each  values provided by higher layer parameter slotFormats, the first value for the combination of slot formats is applicable to the reference DL BWP and the next  values are applicable to the reference UL BWP. 














The UE is provided with a reference subcarrier spacing configuration of  so that for an active DL BWP with subcarrier spacing configuration of , it is . The UE is provided with a reference subcarrier spacing configuration of  so that for an active UL BWP with subcarrier spacing configuration of , it is . Each slot format for a combination of slot formats indicated by the SFI-index field value in DCI format 2_0 for the reference DL BWP, by indicating a value for slotFormatCombinationId that is mapped to a value of slotFormats in  slotFormatCombination, is applicable to  consecutive slots for the active DL BWP where the first slot starts at a same time as a first slot in the reference DL BWP and each downlink or flexible symbol for the reference subcarrier spacing configuration of  corresponds to  consecutive downlink or flexible symbols for the subcarrier spacing configuration . Each slot format for the combination of slot formats for the reference UL BWP is applicable to  consecutive slots for the active UL BWP where the first slot starts at a same time as a first slot in the reference UL BWP and each uplink or flexible symbol for the reference subcarrier spacing configuration of  corresponds to  consecutive uplink or flexible symbols for the subcarrier spacing configuration .




For unpaired spectrum operation with a second UL carrier for a UE on a serving cell, the SFI-index field value in DCI format 2_0 indicates a combination of slot formats that includes a combination of slot formats for a reference first UL carrier of the serving cell and a combination of slot formats for a reference second UL carrier of the serving cell. The UE is provided by higher layer parameter subcarrierSpacing a reference subcarrier spacing configuration of  for the combination of slot formats indicated by the SFI-index field in DCI format 2_0 for the reference first UL carrier of the serving cell. The UE is provided by higher layer parameter subcarrierSpacing2 a reference subcarrier spacing configuration of  for the combination of slot formats indicated by the SFI-index field value in DCI format 2_0 for the reference second UL carrier of the serving cell. For each  values of higher layer parameter slotFormats, the first  values for the combination of slot formats are applicable to the reference first UL carrier and the next value is applicable to the reference second UL carrier. 





The UE expects to be provided with a reference subcarrier spacing configuration of  so that for an active UL BWP in the second UL carrier with subcarrier spacing configuration of , it is . Each slot format for a combination of slot formats indicated by the SFI-index field in DCI format 2_0 for the reference first UL carrier is applicable to  consecutive slots for the active DL BWP and UL BWP pair in the first UL carrier where the first slot starts at a same time as a first slot in the reference first UL carrier. Each slot format for the combination of slot formats for the reference second UL carrier is applicable to  consecutive slots for the active UL BWP in the second UL carrier where the first slot starts at a same time as a first slot in the reference second UL carrier.




If a BWP in the serving cell is configured with  and with extended CP, the UE expects , or , or . A format for a slot with extended CP is determined from a format for a slot with normal CP. A UE determines an extended CP symbol as downlink/uplink/flexible symbol if the overlapping normal CP symbols that are downlink/uplink/flexible symbols, respectively. A UE determines an extended CP symbol as flexible symbol if one of the overlapping normal CP symbols is flexible.




A reference subcarrier spacing configurations of , or , or , or  is either 0, or 1, or 2 for frequency range 1 and is either 2 or 3 for frequency range 2. 
For a set of symbols of a slot, a UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink and to detect a DCI format 1_0 or a DCI format 1_1 indicating to the UE to receive PDSCH or CSI-RS in the set of symbols of the slot.
For a set of symbols of a slot, a UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols in the slot as downlink and to detect a DCI format 0_0, or a DCI format 0_1, or a DCI format 2_3 indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot. 
For a set of symbols of a slot that are indicated as downlink/uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to a UE, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink/downlink, respectively, or as flexible.
For a set of symbols of a slot indicated to a UE by higher layer parameter ssb-PositionsInBurst in SystemInformationBlockType1 or ssb-PositionsInBurst in ServingCellConfigCommon for reception of SS/PBCH blocks, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.
For a set of symbols of a slot indicated to a UE by higher layer parameter prach-ConfigurationIndex in RACH-ConfigCommon for PRACH transmissions, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as downlink.
For a set of symbols of a slot indicated to a UE by higher layer parameters pdcch-ConfigSIB1 in MasterInformationBlock for a control resource set for Type0-PDCCH common search space, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.
For a set of symbols of a slot indicated to a UE as flexible by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated, when provided to the UE, or when higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated are not provided to the UE, and if the UE detects a DCI format 2_0 providing a format for the slot using a slot format value other than 255 
-	If one or more symbols from the set of symbols are symbols in a control resource set configured to the UE for PDCCH monitoring, the UE receives PDCCH in the control resource set only if an SFI-index field value in DCI format 2_0 indicates that the one or more symbols are downlink symbols. 
-	If an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as flexible and the UE detects a DCI format 1_0 or DCI format 1_1indicating to the UE to receive PDSCH or CSI-RS in the set of symbols of the slot, the UE receives PDSCH or CSI-RS in the set of symbols of the slot. 
-	If an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as flexible and the UE detects a DCI format 0_0, or DCI format 0_1, or DCI format 2_3 indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot the UE transmits the PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot. 
-	If an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as flexible, and the UE does not detect a DCI format 1_0 or DCI format 1_1 indicating to the UE to receive PDSCH or CSI-RS, or the UE does not detect a DCI format 0_0, or DCI format 0_1, or DCI format 2_3 indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot, the UE does not transmit or receive in the set of symbols of the slot.
-	If the UE is configured by higher layers to receive PDSCH or CSI-RS in the set of symbols of the slot, the UE receives the PDSCH or the CSI-RS in the set of symbols of the slot only if an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as downlink.
-	If the UE is configured by higher layers to transmit PUCCH, or PUSCH, or PRACH in the set of symbols of the slot, the UE transmits the PUCCH, or the PUSCH, or the PRACH in the slot only if an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as uplink.
-	If the UE is configured by higher layers to transmit periodic SRS in the set of symbols of the slot, the UE transmits the periodic SRS only in a subset of symbols from the set of symbols of the slot indicated as uplink symbols by an SFI-index field value in DCI format 2_0.
-	A UE does not expect to detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the slot as downlink and also detect a DCI format 0_0, or DCI format 0_1, or DCI format 2_3 indicating to the UE to transmit SRS, PUSCH, PUCCH, or PRACH, in one or more symbols from the the set of symbols of the slot.
-	A UE does not expect to detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the slot as downlink if the set of symbols of the slot is in the first RRC configured PUSCH transmission opportunity after the activation DCI.
-	A UE does not expect to detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the slot as uplink and also detect a DCI format 1_0 or DCI format 1_1 indicating to the UE to receive PDSCH or CSI-RS in one or more symbols from the set of symbols of the slot.
If a UE is configured by higher layers to receive a CSI-RS or a PDSCH in a set of symbols of a slot and the UE detects a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a subset of symbols from the set of symbols as uplink or flexible, or the UE detects a DCI format [xxx] indicating the UE to transmit PUSCH, PUCCH, SRS, or PRACH in at least one symbol in the set of the symbols, the UE cancels the CSI-RS reception in the set of symbols of the slot or cancels the PDSCH reception in the slot. 	Comment by Qualcomm: DCI cancels RRC DL
If a UE is configured by higher layers to transmit periodic SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a subset of symbols from the set of symbols as downlink or flexible, or the UE detects a DCI format [xxx] indicating the UE to receive CSI-RS or PDSCH in at least one symbol in the set of symbols, then 	Comment by Qualcomm: DCI cancels RRC UL
-	the UE does not expect to cancel the transmission in symbols from the subset of symbols that occur, relative to a last symbol of a control resource set where the UE detects the DCI format 2_0, after a number of symbols that is smaller than the PUSCH preparation time N2 for the corresponding PUSCH timing capability [6, TS 38.214];
-	the UE cancels the PUCCH, or PUSCH, or PRACH transmission in the remaining symbols of the slot and cancels the periodic SRS transmission in the subset of symbols of the slot. 
A UE assumes that flexible symbols in a control resource set configured to the UE for PDCCH monitoring are downlink symbols if the UE does not detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the slot as flexible or uplink and the UE does not detect a DCI format 0_0, or DCI format 0_1, or DCI format 1_0, or DCI format 1_1, or DCI format 2_3 indicating to the UE to transmit SRS, PUSCH, PUCCH, or PRACH. 
For a set of symbols of a slot that are indicated as flexible by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated, when provided to a UE, or when higher layer parameters tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated are not provided to the UE, and if the UE does not detect a DCI format 2_0 
-	The UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 1_0 or DCI format 1_1. 
-	The UE transmits PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 0_0, or DCI format 0_1, or DCI format 2_3. 
-	The UE receives PDCCH as described in Subclause 11.1.
-	If the UE is configured by higher layers to receive PDSCH or CSI-RS in the set of symbols of the slot, the UE does not receive the PDSCH or the CSI-RS in the set of symbols of the slot. 
-	If the UE is configured by higher layers to transmit periodic SRS, or PUCCH, or PUSCH, or PRACH in the set of symbols of the slot, the UE
· does not transmit the PUCCH, or the PUSCH, or the PRACH in the slot and does not transmit the SRS in symbols from the set of symbols in the slot, if any, starting from a symbol that is a number of symbols equal to the PUSCH preparation time N2 for the corresponding PUSCH timing capability after a last symbol of a control resource set where the UE is configured to monitor PDCCH for DCI format 2_0
· is not expected to cancel the transmission of the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH in symbols from the set of symbols in the slot, if any, starting before a symbol that is a number of symbols equal to the PUSCH preparation time N2 for the corresponding PUSCH timing capability after a last symbol of a control resource set where the UE is configured to monitor PDCCH for DCI format 2_0  

=============================End of text changes=====================================
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