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1. Overall Description:

RAN1 would like to thank RAN2 for the review of NR UE feature list and their LS on Type 3 UE capabilities.

Based on the UE features and the corresponding signalling granularity and provided by RAN2, RAN1 discussed those signalling granularities and would like to provide RAN1 feedback to RAN2 as inserted in the table below.
	#  (in L1 feature list)
	Feature (defined in 36.331)
	Signalling granularity:

1) per UE
2) per band outside band comb.
3) per band comb.

4) per band per band comb.
5) per CC per band per band comb.
	RAN2 comments

	1-10
	scellWithoutSSB
	1)
	Could be per UE as there is no band dependency

	1-11
	csi-RS-MeasSCellWithoutSSB
	1)
	Could be per UE as there is no band dependency

	2-15a
	srs-AssocCSI-RS
	4)
	Could be per UE as it is related to baseband.

	3-1a
	type1-3-CSS
	1)
	Could be per UE as it is related to baseband.

	3-5/3-5a
	pdcchMonitoringAnyOccasions
	1)
	Could be per UE as it is related to baseband.

	5-1a
	ue-SpecificUL-DL-Assignment
	1)
	Could be per UE as it is related to baseband.

	6-10
	crossCarrierScheduling (DL/UL) for the same numerology
	1)
	As long as the combination(s) of SCS supported for cross carrier scheduling. Would it be acceptable to define as per UE?

	6-10a (New)
	crossCarrierScheduling (DL/UL) for different numerologies
	4)
	

	6-21
	searchSpaceSharingCA-DL/UL
	3)
	Could be per UE as it is related to baseband.

	2-53
	supportedSRS-Resources
	4)
	Could be per UE as there is no band dependency

	2-55
	srs-TxSwitch
	4)
	Could be per UE as it is related to baseband.

	2-57
	lowLatencyCSI-Feedback
	4)
	Could be per UE as it is related to baseband.

	6-7
	twoPUCCH-Group
	3)
	A it is the max capability for UE in CA, per UE or per BC signalling seems reasonable.

	6-8
	diffNumerologyAcrossPUCCH-Group
	3)
	As long as the combination(s) of SCS supported for this feature. Would it be acceptable to define as per UE?

	6-9
	diffNumerologyWithinPUCCH-Group
	3)
	As long as the combination(s) of SCS supported for this feature. Would it be acceptable to define as per UE?

	6-11
	supportedNumberTAG
	1)
	Given that the max number of 4 per UE in the spec, per-UE signalling seems reasonable.

	6-18
	dynamicSwitchSUL
	1)
	Could be per UE as it is related to baseband.

	6-19
	timeDurationForQCL
	
	Could be per UE as it is related to baseband.

	6-22
	pdsch/pusch-DifferentTB-PerSlot
	1)
	Could be per UE as it is related to baseband.


2. Actions:
To RAN WG2 and RAN WG4:

RAN1 respectfully askes RAN2 to consider the above reassessment of the signalling granularity when implementing the above UE features in their specification.
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