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1 Introduction

In RAN#80 meeting, one new WID for enhancement of NR-MIMO has been endorsed for Rel-16. In this WID [1], the objective of enhancing multi-beam operation has been listed as follows:
· Enhancements on multi-beam operation, primarily targeting FR2 operation:

· Perform study and, if needed, specify enhancement(s) on UL and/or DL transmit beam selection specified in Rel-15 to reduce latency and overhead 
· Specify UL transmit beam selection for multi-panel operation that facilitates panel-specific beam selection
· Specify a beam failure recovery for SCell based on the beam failure recovery specified in Rel-15

· Specify measurement and reporting of either L1-RSRQ or L1-SINR
In this contribution, some potential enhancements on multi-beam operation including multi-panel/TRP based beam measurement, group based beam reporting, DL beam indication, UE panel activation/de-activation and DL/UL simultaneous transmission are discussed for NR Rel-16.   
2 Multi-beam measurement in multi-panel/TRP case
Consideration on constraints of TRP antenna panels should be taken for selecting Tx beam(s) for downlink, like the maximum number of SRS resource sets that can be configured for UL beam management in NR Rel-15. For instance, Tx beams generated from one Tx panel cannot be transmitted simultaneously.  Therefore, enhanced signaling or configuration would allow gNB to inform this kind of information of UE for beam reporting. 
· For one TRP, there may have more than one TRP antenna group (i.e., multiple Tx panels), but these multiple panels often share the same boresight and similar large-scale channel properties.  If beam management is done for each individual panel, the overheads of beam measurement and reporting per each TRP antenna group (i.e, per each Tx panel) is very high and NOT necessary. Therefore, in general, these TRP antenna groups from one same TRP can be virtualized as one group e.g. represented by one resource set, in which no more than N beams can be simultaneously transmitted, where N depends on gNB capability. Furthermore, in multi-TRP case, gNB can configure multiple groups, respectively, each of which is associated with one TRP.
· When a UE selects beams for simultaneous receiving in group based beam reporting, the selection rules should follow the constraint that the number of these beams (to be reported for simultaneous receiving) from one same gNB antenna groups can NOT be more than N.  
Observation 1: Information on simultaneous transmission capability from gNB can be useful for multi-beam/panel/TRP enhancements. 
3 Group based beam reporting

In Rel-15, the following two alternative criteria for group based beam reporting were discussed and agreed for down-selection or merging.
	Alt 1: UE reports information about TRP Tx Beam(s) that can be received using selected UE Rx beam set(s) where a Rx beam set refers to a set of UE Rx beams that are used for receiving a DL signal. 
· NOTE: Different TRP Tx beams reported for the same Rx beam set can be received simultaneously at the UE.
· NOTE: Different TRP TX beams reported for different UE Rx beam set may not be possible to be received simultaneously at the UE

 Alt 2:UE reports information about TRP Tx Beam(s) per UE antenna group basis where UE antenna group refers to receive UE antenna panel or subarray. 

· NOTE: Different TX beams reported for different antenna groups can be received simultaneously at the UE.

· NOTE: Different TX beams reported for the same UE antenna group may not be possible to be received simultaneously at the UE


As a compromise, one simplified group-based beam reporting has been specified as highlighted part in Rel-15.

· From the perspective of Alt-1, the UE reports one group with N=2 Tx beams; 

· From the perspective of Alt-2, the UE reports N=2 groups with one Tx beam per each group. 

	TS38.214：   5.2.1.4.2
Report Quantity Configurations
If the UE is configured with the higher layer parameter groupBasedBeamReporting set to 'enabled', the UE is not required to update measurements for more than 64 [CSI-RS and or SSB] resources, and the UE shall report in a single reporting instance two different [CRI or SSBRI] for each report setting, where [CSI-RS and or SSB] resources can be received simultaneously by the UE either with a single spatial domain receive filter, or with multiple simultaneous spatial domain receive filters.


Group-based reporting that informs gNB which pairs of multiple beams can be received together should be regarded as one essential solution for supporting the multi-beam operation. The current group based reporting with only N=2 Tx beams to be reported significantly restricts system flexibility in multi-panel/TRP cases, and consequently the following part can be considered as further discussion or potential enhancements.
· Support more Tx beams and/or more groups in group based reporting according to the requirements of multi-beam operation in Rel-16 NR-MIMO.
· Studying pros and cons of Alt1 and Alt2 in multi-panel and multi-TRP cases, and subsequently making down-selection or merging accordingly.  
· Study how to group Tx beams considering the criteria of spatial multiplexing besides being simultaneously received. Specifically, the current wording “received simultaneously” means two cases in the spec:
· Multiple SSB/CSI-RS resources (corresponding to different TRP Tx beams) can be received by multiple simultaneous spatial domain receive filters (e.g., different TXRUs),
· Multiple SSB/CSI-RS resources (corresponding to different TRP Tx beams) can be received by a single spatial domain receive filter (e.g., one same TXRU using the same receive analog beam).
The former means that the signals carried by different panel/TRP beams can be spatially multiplexed for multi-layer transmission but the latter cannot. However, the current spec does not distinguish between these two in reporting.    
Proposal 1:  Extension of Rel-15 group based beam reporting should be considered to support more Tx beams and/or more groups to be reported according to the requirements for supporting multi-panel/TRP in Rel-16 NR-MIMO.
· Study pros and cons of Alt1 and Alt2 in multi-panel and multi-TRP case, and subsequently making down-selection or merging accordingly.  
· Study to enhance group based beam reporting considering criteria related to spatial multiplexing. 
4 DL beam indication
In NR Rel-15, one following agreement for indicating one TCI state, which refers to one or more RS sets associated with respective DMRS port groups, has been reached.
· Specifically, each RS set contains one or two reference RSs providing QCL parameters for one or two QCL types for each DMRS port group
	Agreements:
· Support the QCL indication of DM-RS for PDSCH via DCI signaling:

· The N-bit indicator field in the agreed WF R1-1714885 is extended to support:

· Each state refers to one or two RS sets, which indicates a QCL relationship for one or two DMRS port group (s), respectively

· Each RS set refers to one or more RS(s) which are QCLed with DM-RS ports within corresponding DM-RS group

· Note: The RSs within a RS set may be of different types

· If there are more than one RS per RS set, each of them may be associated with different QCL parameters, e.g. one RS may be associated with spatial QCL while another RS may be associated with other QCL parameters, etc

· Configuration of RS set for each state can be done via higher layer signaling

· E.g., RRC/RRC + MAC CE


The above agreement should be considered as working assumption to be used for a starting point for supporting multi-beam indication in DL, and the following details on how to specify this framework and saving indication and RS overheads should be studied in Rel-16 NR-MIMO.
· Study how to associate one TCI state with one or multiple RS sets, e.g., through RRC or MAC-CE, considering backward compatibility;

· Study how to save TRS overhead for multi-beam scenarios. Specifically, all TRSs associated with TCI states due to dynamic beam indication should be transmitted for the subsequent PDSCH transmission, but currently periodic TRS can be configured or aperiodic TRS has to be complemented with periodic TRS, which means that all periodic TRS associated with TCI states in RRC configured TCI pool have to be transmitted. The overhead of TRS transmission can be huge.    
· Study lower latency beam indication and its performance gain – DCI based beam indication is now limited to scheduling offset >= threshold which may be too restrictive on the use cases of dynamic beam indication. Beam indication considering previous DCI indication in dynamic sliding window can be considered to avoid scheduling delay.
Proposal 2:  For DL beam indication for multi-beam operation, the Rel-15 agreed framework of supporting one TCI states associating with one or more RS sets should be considered as working assumption for a starting point. 

· Study how to associate one DCI-indicated TCI state with one or multiple RS sets, e.g., through RRC or MAC-CE;
· Study how to save TRS overhead considering the flexibility of beam indication and demodulation performance of PDSCH.
· Study lower latency beam indication and its performance gain
5 UE panel activation/de-activation 
In order to ensure multi-beam operation, multiple TXRUs including multiple Tx/Rx panels should be supported, but this is power-consuming if it keeps multiple antenna groups/panels on even they are not used at the UE side.  On the other hand, it takes time to power up an antenna group for usage if it is in sleep mode.  In Rel-15 NR, the standard does not well support any scheme to enable UE or gNB to efficiently turn on-off or activate/deactivate any antenna group. It lacks coordination between UE and gNB for antenna group activation/deactivation, and consequently the following part can be considered as further discussion or potential enhancements.

· Study antenna group activation or deactivation mechanism, including the request signalling by UE and activation (i.e., initialized by UE side) or antenna group activation/deactivation signalling by gNB
· Study antenna-group-specific beam measurement/indication so that the gNB knows the channel quality associated with specific antenna group.
· beam/CSI measurement and reporting can be based on either activated or all antenna group(s) to facilitate antenna group selection. A mechanism can be designed to wake up antenna groups periodically/aperiodically for measurement to select antenna groups.
Proposal 3:  In order to improve power efficiency for multi-beam/panel operation, it should be considered to support activating or deactivating UE antenna group(s). 

· Study antenna group activation or deactivation mechanism
· Study antenna-group-specific beam measurement/indication 

6  DL/UL simultaneous transmission
In NR Rel-15, only one DL Tx beam transmission is considered, and also UL transmission other than PUSCH non-codebook transmission is also only based on one UL Tx beam. With support of multi-beam operation for UL and DL transmission, DL/UL channels or RSs from same or different CCs can be considered to be simultaneously received or transmitted with different spatial QCL parameters or spatial relations, according to UE capability.  Furthermore, considering constraints of antenna group(s), different spatial QCL parameters or spatial relations should be associated with respective antenna groups of UE side as one condition. 
Besides, in the case of non-ideal backhaul, dynamic beam indication for transmission/reception sharing the same antenna group among multiple TRPs is very difficult considering the constraint of simultaneous transmission/reception. Consequently, in NR-NR DC, the MCG and SCG can be associated with respective antenna group(s) after initially beam measurement and reporting, and subsequently beam management for MCG or SCG is performed only based on its associated antenna groups until re-associating. 
Proposal 4:  In multi-beam operation, DL/UL simultaneous transmission with different spatial QCL parameters or spatial relation through associating respective antenna groups should be considered. 

· Study mechanism or collision rules of simultaneous transmission, according to UE capability,
· Study method of associating cell group or transmission resources, e.g., MCG/SCG, with antenna group(s).
7 Conclusion

In this contribution, we provide the observations and proposals for enhancements on multi-beam operation.
Observation 1: Information on simultaneous transmission capability from gNB can be useful for multi-beam/panel/TRP enhancements. 

Proposal 1:  Extension of Rel-15 group based beam reporting should be considered to support more Tx beams and/or more groups to be reported according to the requirements for supporting multi-panel/TRP in Rel-16 NR-MIMO.
· Study pros and cons of Alt1 and Alt2 in multi-panel and multi-TRP case, and subsequently making down-selection or merging accordingly.  
· Study to enhance group based beam reporting considering criteria related to spatial multiplexing. 
Proposal 2:  For DL beam indication for multi-beam operation, the Rel-15 agreed framework of supporting one TCI states associating with one or more RS sets should be considered as working assumption for a starting point. 

· Study how to associate one DCI-indicated TCI state with one or multiple RS sets, e.g., through RRC or MAC-CE;
· Study how to save TRS overhead considering the flexibility of beam indication and demodulation performance of PDSCH.
Proposal 3:  In order to improve power efficiency for multi-beam/panel operation, it should be considered to support activating or deactivating UE antenna group(s). 

· Study antenna group activation or deactivation mechanism
· Study antenna-group-specific beam measurement/indication 

Proposal 4:  In multi-beam operation, DL/UL simultaneous transmission with different spatial QCL parameters or spatial relation through associating respective antenna groups should be considered. 

· Study mechanism or collision rules of simultaneous transmission, according to UE capability,
· Study method of associating cell group or transmission resources, e.g., MCG/SCG, with antenna group(s).
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