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1. Overall Description:
RAN1 thanks RAN4 for the liaison statement “LS on clarification of useServingCellTimingForSync” R1-1808176 (R4-1809409) and provides the following answer.

[bookmark: _Hlk513649241]Answer:  
[bookmark: _GoBack]From RAN1 perspective, the information about useServingCellTimingForSync would be useful for achieving target cell timing. RAN4 has described that tolerance of frame boundary alignment is “min(2 SSB symbols, 1 data symbol)”. In that agreement, the purpose and the meaning of “SSB symbol” seems pretty clear. However, the interpretation of “data symbol” is confused a little bit. 
From RAN1 perspective, the SCS of data symbol could be a ‘Cell specific information’ or ‘UE-specific information’. For instance, if ‘data symbol’ means the PDCCH/PSCH for initial bandwidth part, it is a ‘cell specific parameter’ carried by MIB. On the other hand, in the other case (i.e. other active bandwidth part), the subcarrier spacing of ‘data symbol’ could be a ‘UE-specific parameter’ indicated by UE-specific RRC signalling. 
For this reason, RAN1 respectfully asks RAN4 to clarify the meaning of “data symbol” in their further work.

2. Actions:
To RAN4 group 
ACTION: 	RAN1 respectfully asks RAN4 to clarify the meaning of “data symbol” in their further work.

3. Date of Next RAN1 Meetings:
TSG-RAN1 Meeting #94bis		8th – 12th October 2018		Chengdu, China
TSG-RAN1 Meeting #95			12th – 16th November 2018	Spokane, US





