Page 4
Draft prETS 300 ???: Month YYYY
3GPP TSG-RAN WG1 Meeting #94bis	R1-1811515
Chengdu, People's Republic of China, October 8th – 12th 2018

Agenda Item:	6.1.5.3.1
Source:	Ericsson
Title:	Maintenance issues for TDD DL aspects for Rel-15 NB-IoT
Document for:	Discussion and Decision

1	Introduction
Currently it is captured in Section 10.2.3.4 TS36.211 that
“

For NPDSCH carrying BCCH, the  is mapped to  subframes in sequence and then repeated until  subframes have been transmitted, where 
-	 for mapping NPDSCH carrying SystemInformationBlockType1-NB to subframe #3 for frame structure type 2;
-	 otherwise. 

”.
Frame structure type 2 is used for NB-IoT TDD, and additional SIB1-NB repetition in subframe#3 only applies for FDD. Therefore, it is proposed to correct the text. 

[bookmark: _Ref178064866]2	Text Proposal
----------------------------------------------------------------- Text start -----------------------------------------------------------------
[bookmark: _Toc454818195]10.2.3.4	Mapping to resource elements
------------------------------------------------------------Unchanged text omitted ----------------------------------------------------

For NPDSCH carrying BCCH, the  is mapped to  subframes in sequence and then repeated until  subframes have been transmitted, where 
-	 for mapping NPDSCH carrying SystemInformationBlockType1-NB to subframe #3 for frame structure type 21;
-	 otherwise. 
------------------------------------------------------------Unchanged text omitted ----------------------------------------------------
[bookmark: _In-sequence_SDU_delivery][bookmark: _Ref174151459][bookmark: _Ref189809556]------------------------------------------------------------------Text end ------------------------------------------------------------------
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