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1. Overall Description:

In RAN2 #103 meeting, RAN2 agreed the CR in R2-1813195 attached with this LS to introduce the sensing and reporting mechanism for Mode 3 UEs based on the following agreements:
Agreements

1: 
No need for eNB configuration to restrict the specific subframes whose sensing results can be reported. No need for eNB configuration to restrict the number of the available resources that can be reported.

2:
The UE indicates the absolute value of n+T1 as the reference point.

3:
Use MeasurmentReport message to carry sensing result report.

4: 
A Mode 3 UE performs sensing, only if the UE is configured with sensing and reporting by the eNB. 
RRC dedicated signalling configures whether the Mode 3 UE does sensing and reporting.

5: 
Network configures L_subCH, P_rxvpTX, C_resel and prio_TX, while leave n, T1 and T2 to UE implementation.

6: 
RAN2 clarify that “UE is configured by NW to do reporting of the sensing result on the configured TX pool of the carriers taking ongoing V2X service into account.” There is no impact on the specification.

7: 
Apply periodical trigger for mode-3 sensing report procedure as the baseline. 

It is noted by RAN2 that with this mechanism introduced, sensing can be performed also by Mode 3 UEs in Rel-15 eV2X, which is different from Rel-14 V2X where sensing is only allowed for Mode 4 UEs. 
2. Actions:

RAN2 respectfully ask RAN1 to take above information into account, and make necessary changes in their specifications (if any). 
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #104
12 - 16 November 2018
Spokane, USA
TSG-RAN2 Meeting #105
25 February - 1 March 2019
Athens, Greece
