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--------------------------------------- Start of Text Proposal ----------------------------------------------
< Unchanged parts are omitted >
9.2.5	UE procedure for reporting multiple UCI types
< Unchanged parts are omitted >

For each PUCCH resource in the set  that satisfies the aforementioned timing conditions, when applicable,
· the UE transmits a PUCCH using the PUCCH resource if the PUCCH resource does not overlap in time with a PUSCH transmission
· the UE multiplexes HARQ-ACK information and/or CSI reports in a PUSCH if the PUCCH resource overlaps in time with a PUSCH transmission, as described in Subclause 9.3, and does not transmit SR. In case the PUCCH resource overlaps in time with multiple PUSCH transmissions, the PUSCH for multiplexing HARQ-ACK information and/or CSI is selected as described in Subclause 9. If the PUSCH transmission by the UE is not in response to a DCI format detection and the UE multiplexes only CSI reports, the timing conditions are not applicable
· the UE does not expect the resource to overlap with a second resource of a PUCCH transmission over multiple slots if the resource is obtained from a group of resources that do not overlap with the second resource
· and the UE does not expect the first resource to overlap with a second resource overlapping with a third resource of a PUCCH transmission over multiple slots, if the first resource is obtained from a group of resource that do not overlap with either second or third resource
< Unchanged parts are omitted >
--------------------------------------------- End of Text Proposal --------------------------------------------
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