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	Reason for change:
	The maximum number of Tx/Rx beam switching in one slot is reported by UE feature 2-27, but there is no description on how the Rx/Tx beam switching will be counted at UE side. In other words, gNB does not know how not to exceed UE capability. 

	
	

	Summary of change:
	Adding descriptions on how the Tx/Rx beam switching will be counted at UE side.

	
	

	Consequences if not approved:
	How to count Tx/Rx beam switching is not aligned between gNB and UE, and UE feature 2-27 does not provide useful information to gNB. 
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[bookmark: _Toc525748062][bookmark: _Toc446967021]5.1.5	Antenna ports quasi co-location
< Unchanged parts are omitted >
Within a given slot, a UE is not expected to be configured with a number of spatial domain filter changes that is larger than the reported UE capability maxNumberRxTxBeamSwitchDL. When counting the number of spatial domain filter changes within a slot, the following are assumed:
· If a UE is configured with SS-PBCH block(s) for L1-RSRP measurement, the UE should apply the same spatial domain filter to receive all OFDM symbols carrying one SS-PBCH block. 
· If a UE is configured with a CSI-RS resource set with high layer parameter repetition set to be “ON”, the UE is assumed to apply different spatial domain filters to receive different CSI-RS resources in the CRI-RS resource set.
· [bookmark: _GoBack]If a UE is configured with CSI-RS resource that has no TCI state configured or SRS resource that has no spatial relation configured, the UE is assumed to apply a spatial domain reception/transmission filter that is different from those already used in the current slot. 

< Unchanged parts are omitted >
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