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12
Bandwidth part operation
----------------------------------------------  UNCHANGED 
TEXT IS OMITTED ---------------------------------------------
A UE expects to detect a DCI format 0_1 indicating active UL BWP change, or a DCI format 1_1 indicating active DL BWP change, only if a corresponding PDCCH is received within the first 3 symbols of a slot. 
For paired spectrum operation, a UE does not expect to detect a DCI foramt 1_1 indicating active DL BWP change for a cell during a time for the active DL BWP change required by the UE [TS 38.133] in the other cell after the UE detects a DCI foramt 1_1 indicating active DL BWP change for the other cell.
For paired spectrum operation, a UE does not expect to detect a DCI foramt 0_1 indicating active UL BWP change for a cell during a time for the active UL BWP change required by the UE [TS 38.133] in the other cell after the UE detects a DCI foramt 0_1 indicating active UL BWP change for the other cell.

For unpaired spectrum operation, a UE does not expect to detect a DCI foramt 0_1 or a DCI format 1_1 indicating active UL or DL BWP change for a cell during a time for the active UL or DL BWP change required by the UE [TS 38.133] in the other cell after the UE detects a DCI foramt 0_1 or DCI foramt 1_1 indicating active UL or DL BWP change for the other cell.
----------------------------------------------  UNCHANGED 
TEXT IS OMITTED ---------------------------------------------

For a cell where a UE changes an active DL BWP due to a BWP inactivity timer expiration and for accommodating a delay in the active DL BWP change or the active UL BWP change required by the UE [TS 38.133], the UE is not required to receive or transmit in the cell during a time duration from the beginning of a subframe for FR1, or of half of a subframe for FR2, that is immediatelly after the BWP inactivity timer expires until the beginning of a slot where the UE can receive or transmit.
If a UE’s BWP inacitivity timer for a cell expires during a time for the active DL BWP change required by the UE [TS 38.133] on the other cell, the UE delays the active DL BWP change triggered by the BWP inactivity timer expiration until the completion of the ongoing BWP change of the other cell.
----------------------------------------------  UNCHANGED 
TEXT IS OMITTED ---------------------------------------------
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