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[bookmark: _Toc517439466]5.1.6.3	PT-RS reception procedure
< Unchanged parts are omitted >
[bookmark: _Hlk500844944][bookmark: _Hlk500442245]If a UE is configured with the higher layer parameter phaseTrackingRS in DMRS-DownlinkConfig,
-	the higher layer parameters timeDensity and frequencyDensity in PTRS-DownlinkConfig indicate the threshold values ptrs-MCSi, i=1,2,3 and NRB,i , i=0,1, as shown in Table 5.1.6.3-1 and Table 5.1.6.3-2, respectively. 
-	if either or both of the additional higher layer parameters timeDensity and frequencyDensity are configured, and the RNTI equals MCS-C-RNTI, C-RNTI or CS-RNTI, the UE shall assume the PT-RS antenna ports' presence and pattern are a function of the corresponding scheduled MCS of the corresponding codeword and scheduled bandwidth in corresponding bandwidth part as shown in Table 5.1.6.3-1 and Table 5.1.6.3-2, 
-	if the higher layer parameter timeDensity given by PTRS-DownlinkConfig is not configured, the UE shall assume LPT-RS = 1.
-	if the higher layer parameter frequencyDensity given by PTRS-DownlinkConfig is not configured, the UE shall assume KPT-RS = 2.
-	otherwise, if neither of the additional higher layer parameters timeDensity and frequencyDensity are configured and the RNTI equals MCS-C-RNTI, C-RNTI or CS-RNTI, or the UE is scheduled with MCS-C-RNTI, the UE shall assume the PT-RS is present with LPT-RS = 1, KPT-RS = 2, and the UE shall assume PT-RS is not present when
-	the scheduled MCS from Table 5.1.3.1-1 is smaller than 10, or
-	the scheduled MCS from Table 5.1.3.1-2 is smaller than 5, or 
-	the scheduled MCS from Table 5.1.3.1-3 is smaller than 15, or
-	the number of scheduled RBs is smaller than 3, or
-	otherwise, if the RNTI equals RA-RNTI, SI-RNTI, or P-RNTI, the UE shall assume PT-RS is not present 
< Unchanged parts are omitted >

[bookmark: _Toc525748127][bookmark: _Toc528571734]6.2.3	UE PT-RS transmission procedure
If a UE is not configured with the higher layer parameter phaseTrackingRS in DMRS-UplinkConfig, the UE shall not transmit PT-RS. The PTRS may only be present if RNTI equals MCS-C-RNTI, C-RNTI, CS-RNTI, SP-CSI-RNTI.
[bookmark: _Toc525748128][bookmark: _Toc528571735]6.2.3.1	UE PT-RS transmission procedure when transform precoding is not enabled
When transform precoding is not enabled and if a UE is configured with the higher layer parameter phaseTrackingRS in DMRS-UplinkConfig , and RNTI equals C-RNTI, CS-RNTI and SP-CSI-RNTI,
-	the higher layer parameters timeDensity and frequencyDensity in PTRS-UplinkConfig indicate the threshold values ptrs-MCSi, i=1,2,3 and NRB,i , i=0,1, as shown in Table 6.2.3.1-1 and Table 6.2.3.1-2,  respectively. 
-	if either or both higher layer parameters timeDensity and/or frequencyDensity in PTRS-UplinkConfig are configured, the UE shall assume the PT-RS antenna ports' presence and pattern are a function of the corresponding scheduled MCS and scheduled bandwidth in a corresponding bandwidth part as shown in Table 6.2.3.1-1 and Table 6.2.3.1-2, respectively, 
-	if the higher layer parameter timeDensity is not configured, the UE shall assume LPT-RS = 1.
-	if the higher layer parameter frequencyDensity is not configured, the UE shall assume KPT-RS = 2. 
-	if none of the higher layer parameters timeDensity and frequencyDensity in PTRS-UplinkConfig are configured, the UE shall assume LPT-RS = 1 and KPT-RS = 2 and the UE shall assume PT-RS is not present when
-	the scheduled MCS from Table 5.1.3.1-1 is smaller than 10, or
-	the scheduled MCS from Table 5.1.3.1-2 is smaller than 5, or 
-	the scheduled MCS from Table 5.1.3.1-3 is smaller than 15, or
-	the number of scheduled RBs is smaller than 3

Table 6.2.3.1-1: Time density of PT-RS as a function of scheduled MCS
	Scheduled MCS
	
Time density()

	IMCS < ptrs-MCS1 
	PT-RS is not present

	
ptrs-MCS1  IMCS < ptrs-MCS2
	4

	
ptrs-MCS2  IMCS < ptrs-MCS3
	2

	
ptrs-MCS3  IMCS < ptrs-MCS4
	1



Table 6.2.3.1-2: Frequency density of PT-RS as a function of scheduled bandwidth
	Scheduled bandwidth
	
Frequency density ()

	NRB < NRB0
	PT-RS is not present

	
NRB0  NRB < NRB1
	2

	
 NRB1  NRB 
	4



When transform precoding is not enabled and if a UE is configured with the higher layer parameter phaseTrackingRS in DMRS-UplinkConfig , and RNTI equals MCS-C-RNTI, the UE shall assume the PT-RS is present with LPT-RS = 1, KPT-RS = 2, and the UE shall assume PT-RS is not present when
-	the scheduled MCS from Table 5.1.3.1-1 is smaller than 10, or
-	the scheduled MCS from Table 5.1.3.1-2 is smaller than 5, or 
-	the scheduled MCS from Table 5.1.3.1-3 is smaller than 15, or
-	the number of scheduled RBs is smaller than 3
< Unchanged parts are omitted >
[bookmark: _Toc525748129][bookmark: _Toc528571736]6.2.3.2	UE PT-RS transmission procedure when transform precoding is enabled
When transform precoding is enabled and if a UE is configured with the higher layer parameter dft-S-OFDM in PTRS-UplinkConfig, and RNTI equals C-RNTI, CS-RNTI and SP-CSI-RNTI,
-	the UE shall be configured with the higher layer parameters sampleDensity and the UE shall assume the PT-RS antenna ports' presence and PT-RS group pattern are a function of the corresponding scheduled bandwidth in a corresponding bandwidth part, as shown in Table 6.2.3.2-1. The UE shall assume no PT-RS is present when the number of scheduled RBs is less than NRB0 if NRB0 > 1 or if the RNTI equals TC-RNTI.
-	and the UE may be configured PT-RS time density LPT-RS = 2 with the higher layer parameter timeDensity. Otherwise, the UE shall assume LPT-RS = 1.
-	if the higher layer parameter sampleDensity indicates that the sample density thresholds NRB,i = NRB,i+1, then the associated row where both these thresholds appear in Table 6.2.3.2-1 is disabled.
Table 6.2.3.2-1: PT-RS group pattern as a function of scheduled bandwidth
	Scheduled bandwidth
	Number of PT-RS groups
	Number of samples 
per PT-RS group

	
NRB0 NRB < NRB1
	2
	2

	
NRB1  NRB < NRB2
	2
	4

	
NRB2  NRB < NRB3
	4
	2

	
NRB3  NRB < NRB4
	4
	4

	
NRB4  NRB
	8
	4



When transform precoding is enabled and if a UE is configured with the higher layer parameter dft-S-OFDM in PTRS-UplinkConfig, and RNTI equals MCS-C-RNTI, the UE is not expected to be scheduled with MCS-C-RNTI.
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