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[bookmark: _Toc290330930][bookmark: _Toc290330802][bookmark: _Toc216859951][bookmark: _Toc383690639]
9	UE procedure for reporting control information
< Unchanged parts are omitted >
If a UE would transmit on a serving cell a PUSCH without UL-SCH that overlaps with a PUCCH transmission on the serving cell that includes positive SR information, the UE does not transmit the PUSCH. 
If a UE would transmit CSI reports on overlapping physical channels, the UE applies the priority rules described in TS 38 .214 for the multiplexing of CSI reports.
If a UE has overlapping resources for PUCCH transmissions in a slot and at least one of the PUCCH transmissions is with repetitions over multiple slots, the UE first follows the procedures described in Subclause 9.2.6 for resolving the overlapping among the resources for the PUCCH transmissions.

< Unchanged parts are omitted >
[bookmark: _Toc517265066]9.2.5	UE procedure for reporting multiple UCI types
This Subclause is applicable to the case that a UE has overlapping resources for PUCCH transmissions or for PUCCH and PUSCH transmissions and each PUCCH transmission is over a single slot. AnyThe case that a PUCCH transmission is with repetitions over multiple slots is described in Subclause 9.2.6.
< Unchanged parts are omitted >

9.2.6	PUCCH repetition procedure
< Unchanged parts are omitted >


If a UE would transmit a first PUCCH over a first number of  more than one slots and at least a second PUCCH over one or more a second number of  slots, and the transmissions of the first PUCCH and any of the second PUCCHs would overlap in a third number of slots then, for the third number of slots and with UCI type priority of HARQ-ACK > SR > CSI with higher priority > CSI with lower priority
-	the UE does not expect the first PUCCH and any of the second PUCCHs to start at a same slot and include a UCI type with same priority 
-	if the first PUCCH and any of the second PUCCHs include a UCI type with same priority, the UE transmits the PUCCH starting at an earlier slot and does not transmit the PUCCH starting at a later slot
-	if the first PUCCH and any of the second PUCCHs do not include a UCI type with same priority, the UE transmits the PUCCH that includes the UCI type with higher priority and does not transmit the PUCCHs that includes the UCI type with lower priority  
< Unchanged parts are omitted >
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