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	Reason for change:
	In TS 38.212, only the case of the size of DCI format 2_2 and 2_3 less than DCI format 1_0 in CSS is described. 

	
	

	Summary of change:
	Exclude the case that the size of DCI format 2_2 and 2_3 is larger than DCI format 1_0.

	
	

	Consequences if not approved:
	The payload sizes for DCI format 2_2 and 2_3 are not known, if the size of DCI format 2_2 and 2_3 larger than DCI format 1_0 in CSS.

	
	

	Clauses affected:
	7.3.1.3.3 and 7.3.1.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isolated impact analysis:

A UE implementation based on 15.3.0 version of TS38.212 only implements the case of the size of DCI format 2_2 and 2_3 less than DCI format 1_0 in CSS (because 15.3.0 version of TS38.212 does not specify any behavior for the case of the size of DCI format 2_2 and 2_3 larger than DCI format 1_0 in CSS). Therefore, UE behavior will not be impacted by the CR.
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----------------------------------------------- Start of Text Proposal --------------------------------------------7.3.1.3 DCI formats for other purposes
< Unchanged parts are omitted >
[bookmark: _Toc524727102]7.3.1.3.3	Format 2_2
< Unchanged parts are omitted >
The number of information bits in format 2_2 shall be equal to or less than the payload size of format 1_0 monitored in common search space in the same serving cell. If the number of information bits in format 2_2 is less than the payload size of format 1_0 monitored in common search space in the same serving cell, zeros shall be appended to format 2_2 until the payload size equals that of format 1_0 monitored in common search space in the same serving cell.
[bookmark: _Toc524727103]7.3.1.3.4	Format 2_3
< Unchanged parts are omitted >
The number of information bits in format 2_3 shall be equal to or less than the payload size of format 1_0 monitored in common search space in the same serving cell. If the number of information bits in format 2_3 is less than the payload size of format 1_0 monitored in common search space in the same serving cell, zeros shall be appended to format 2_3 until the payload size equals that of format 1_0 monitored in common search space in the same serving cell.
< Unchanged parts are omitted >
----------------------------------------------- End of Text Proposal --------------------------------------------
