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1. Overall Description:

Regarding the support of LTE eV2X mode 3 sensing, it has been identified in RAN1 that there is an incompatibility between RAN1 specification TS36.213 and RAN2 specification TS36.331. When defining the RRC parameter (sensingReselectionCounter) and the corresponding higher layer parameter SL_RESOURCE_RESELECTION_COUNTER used for mode 3 sensing, TS36.331 refers to Subclause 14.1.1.4B in TS36.213 for describing how the parameter is used. However, the Subclause 14.1.1.4B in TS36.213 is currently used by RAN1 to dedicatedly specify mode 4 operations. In addition, SL_RESOURCE_RESELECTION_COUNTER in Subclause 14.1.1.4B refers back to TS36.321 where the parameter value is generated by the UE instead of being indicated by the RRC signalling. Therefore, it was not agreeable by RAN1 to incorporate the corresponding specification for mode 3 sensing into Subclause 14.1.1.4B.
It was agreed in RAN1 #95 to incorporate the changes for the RAN 1 support of mode 3 sensing, including the use of related higher layer parameters, in Subclause 14.1.1.6 in TS36.213. The details can be found in the RAN1 agreed CR (R1-1814383). 
2. Actions:

To TSG RAN WG2
RAN1 respectfully asks RAN2 to take above RAN1 agreement into account, and to accordingly update the RAN2 specification. 
3. Date of Next TSG-RAN WG1 Meetings:
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