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1. Overall Description:

RAN1 would like to provide further response to questions asked regarding handling of TA in synchronous intra-band MR-DC.

Based on the fact the no RAN4 requirement on maximum transmission timing requirement for synchronous intra-band EN-DC is specified as described in TS38.133 section 7.5.3, RAN1 recommends the following solution to handling of TA in synchronous intra-band MR-DC.

· Allow independent signalling of TA for LTE and NR in synchronous intra-band MR-DC. 
· In case, the transmission timing of LTE and NR are determined to be different, the UE uses the transmission timing of the LTE for NR signals (as well as LTE signals).

RAN1 plans to capture relevant UE behaviour when the uplink transmission timing determined from the timing advanced adjustment from TAGs from MCS and SCG are different in RAN1 specifications.

RAN1 would like kindly ask RAN2 to consider the above in their further work.


2. Actions:
To RAN2: 	RAN1 would like kindly ask RAN2 to consider the above in their further work.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting Ad-hoc 1901 	20 – 25 Jan 2019			Taipei, Taiwan
TSG-RAN WG1 Meeting #96 	25 Feb – 1 Mar 2019		Athens, Greece
TSG-RAN WG1 Meeting #96bis 	8 – 12 Apr 2019			China, China

