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	Reason for change:
	There are 4 issues for the sentence “The SRS resources in different SRS resource sets can be transmitted simultaneously.”
1) It is not clear whether SRS in different sets with different usage can be simultaneously transmitted or not.
2) It is not aligned with the text for collision handling for SRS with different time domain behavior – whether SRS in different sets with different time domain behavior can be simultaneously transmitted or not.
3) It is out of Rel-15 scope – it defines multi-panel transmission behavior.
4) A Rel-15 UE that cannot support multi-panel transmission will report it can only support 1 SRS resource set – gNB can only schedule SRS with only 1 time domain behavior. 

	
	

	Summary of change:
	Remove sentence “The SRS resources in different SRS resource sets can be transmitted simultaneously.”

	
	

	Consequences if not approved:
	Current spec is confused on whether some SRS resources can be transmitted simultanesouly or not.
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	Other comments:
	


[bookmark: _Toc525748122]6.2.1	UE sounding procedure

The UE can be configured with one or more Sounding Reference Signal (SRS) resource sets as configured by the higher layer parameter SRS-ResourceSet. For each SRS resource set, a UE may be configured with SRS resources (higher layer parameter SRS-Resource), where the maximum value of K is indicated by [SRS_capability [13, 38.306]]. The SRS resource set applicability is configured by the higher layer parameter usage in SRS-ResourceSet. When the higher layer parameter usage is set to 'BeamManagement', only one SRS resource in each of multiple SRS sets can be transmitted at a given time instant. The SRS resources in different SRS resource sets can be transmitted simultaneously.
<Unchanged part omitted>
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