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11.1	Slot configuration
[bookmark: _GoBack]<unchanged parts omitted >
If a UE is configured with multiple serving cells in a band combination, the UE is not capable of simultaneous reception and transmission in the serving cells in the band combination, and the UE is not configured to monitor PDCCH for DCI format 2_0 for the reference cell,
· if a symbol in the reference cell is indicated as downlink by TDD-UL-DL-ConfigurationCommon, or TDD-UL-DL-ConfigDedicated, or if the UE receives or monitors any DL transmissions in the symbol, the UE shall not transmit any UL transmissions on another cell in the band combination in the symbol;
· else if a symbol in the reference cell is indicated as uplink by TDD-UL-DL-ConfigurationCommon, or TDD-UL-DL-ConfigDedicated, or if the UE transmits any UL transmissions in the symbol, the UE shall not receive or monitor any downlink transmissions on another cell in the band combination in the symbol
· otherwise, the UE shall not transmit any UL transmissions on another cell in the band combination in the symbol.
The reference cell is the PCell if the PCell belongs to the band combination, or the serving cell with the smallest cell index across the serving cells in the band combination otherwise.

<unchanged parts omitted >

[bookmark: _Ref500453000][bookmark: _Toc517265076]11.1.1	UE procedure for determining slot format
<unchanged parts omitted >
If a UE is configured with multiple serving cells in a band combination, the UE is not capable of simultaneous reception and transmission in the serving cells in the band combination, and the UE is configured to monitor PDCCH for DCI format 2_0 for the reference cell,
· if a symbol in the reference cell is indicated as downlink by TDD-UL-DL-ConfigurationCommon, or TDD-UL-DL-ConfigDedicated, or DCI format 2_0, or if the UE receives or monitors any DL transmissions in the symbol, the UE shall not transmit any UL transmissions on another cell in the band combination in the symbol;
· else if a symbol in the reference cell is indicated as uplink by TDD-UL-DL-ConfigurationCommon, or TDD-UL-DL-ConfigDedicated, or DCI format 2_0, or if the UE transmits any UL transmissions in the symbol, the UE shall not receive or monitor any downlink transmissions on another cell in the band combination in the symbol
· otherwise, the UE shall not transmit any UL transmissions on another cell in the band combination in the symbol.
The reference cell is the PCell if the PCell belongs to the band combination, or the serving cell with the smallest cell index across the serving cells in the band combination otherwise.
<unchanged parts omitted >

