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1. Overall Description:
RAN1 would like to thank RAN2 for their LS in R1-1812111 (R2-1816055) providing the update on approach for the ssb-PositionsInBurst related agreements. RAN1 discussed the possibility to introduce another, different, bitmap via dedicated UE RRC signalling and made following observations.

Like indicated by RAN2, RAN1 also considers that this new parameter, if introduced, should be only be applicable to the rate matching behaviour covering the dedicated PDSCH (identified by the RNTI used to scramble the CRC of the scheduling PDCCH). Rate matching of PDSCH that deliver broadcast type of information (identified by the RNTI used to scramble the CRC of the scheduling PDCCH) should be only based on the information provided by ssb-PositionsInBurst. It is also RAN1 understanding that in case this parameter is not provided to the UE, the rate matching behaviour of the dedicated PDSCH should be the same as for broadcast PDSCH.
 

2. Actions:
To RAN2:
ACTION: 	RAN1 respectfully asks RAN2 to take the above information in to account, and if RAN2 chooses to introduce the new bitmap, inform RAN1 so that RAN1 can update the specification accordingly. 

3. Date of Next RAN1 Meetings:
TSG RAN1 AH-1901			 21 – 25 January, 2019		Taipei
TSG RAN1 Meeting #96		 25 February – 01 March, 2018	Athens

