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[bookmark: _Toc4424240]
4	Synchronization procedures
[bookmark: _Toc4424241]4.1	Cell search
*** Unchanged text is omitted ***
From the above cases, if the SCS of SS/PBCH blocks is not provided by ssbSsubcarrierSpacing, the applicable cases for a cell depend on a respective frequency band, as provided in [8-1, TS 38.101-1] and [8-2, TS 38.101-2]. A same case applies for all SS/PBCH blocks on the cell. If a 30 kHz SS/PBCH block SCS is indicated by ssbSsubcarrierSpacing, Case B applies for frequency bands with only 15 kHz SS/PBCH block SCS as specified in [8-1, TS 38.101-1], and the case specified for 30 kHz SS/PBCH block SCS in [8-1, TS 38.101-1] applies for frequency bands with 30 kHz SS/PBCH block SCS or both 15 kHz and 30 kHz SS/PBCH block SCS as specified in [8-1, TS 38.101-1]. For a UE configured to operate with carrier aggregation over a set of cells in a frequency band of FR2 or with frequency-contiguous carrier aggregation over a set of cells in a frequency band of FR1, if the UE is provided SCS values by ssbSsubcarrierSpacing for receptions of SS/PBCH blocks on any cells from the set of cells, the UE expects the SCS values to be same. 
[bookmark: _Toc4424242]*** Unchanged text is omitted ***

4.2	Transmission timing adjustments
*** Unchanged text is omitted ***
















[bookmark: _Hlk531876341]For a timing advance command received on uplink slot  and for a transmission other than a PUSCH scheduled by a RAR UL grant as described in Subclause 8.3, the corresponding adjustment of the uplink transmission timing applies from the beginning of uplink slot  where ,  is a time duration in msec of  symbols corresponding to a PDSCH reception time for UE processing capability 1 when additional PDSCH DM-RS is configured,  is a time duration in msec of  symbols corresponding to a PUSCH preparation time for UE processing capability 1 [6, TS 38.214],  is the maximum timing advance value in msec that can be provided by a TA command field of 12 bits,  is the number of slots per subframe, and  is the subframe duration of 1 msec.  and  are determined with respect to the minimum SCS among the SCSs of all configured UL BWPs for all uplink carriers in the TAG and of all configured DL BWPs for the corresponding downlink carriers. Slot  and  are determined with respect to the minimum SCS among the SCSs of all configured UL BWPs for all uplink carriers in the TAG.  is determined with respect to the minimum SCS among the SCSs of all configured UL BWPs for all uplink carriers in the TAG and for all configured initial active UL BWPs provided by initialUuplinkBWP. The uplink slot  is the last slot among uplink slot(s) overlapping with the slot(s) of PDSCH reception assuming , where the PDSCH provides the timing advance command and  is defined in [4, TS 38.211].
*** Unchanged text is omitted ***
[bookmark: _Ref500595654][bookmark: _Toc4424245]6	Link recovery procedures






[bookmark: _GoBack]A UE can be provided, for each BWP of a serving cell, a set  of periodic CSI-RS resource configuration indexes by failureDetectionResources and a set  of periodic CSI-RS resource configuration indexes and/or SS/PBCH block indexes by candidateBeamRSList for radio link quality measurements on the BWP of the serving cell. If the UE is not provided failureDetectionResources, the UE determines the set  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-state for respective CORESETs that the UE uses for monitoring PDCCH and, if there are two RS indexes in a TCI state, the set  includes RS indexes with QCL-TypeD configuration for the corresponding TCI states. The UE expects the set  to include up to two RS indexes. The UE expects single port RS in the set . 
*** Unchanged text is omitted ***
[bookmark: _Toc4424246]7	Uplink Power control
Uplink power control determines a power for PUSCH, PUCCH, SRS, and PRACH transmissions. 
A UE does not expect to simultaneously maintain more than four pathloss estimates per serving cell for all PUSCH/PUCCH/SRS transmissions as described in Subcalauses 7.1.1, 7.2.1, and 7.3.1.





A PUSCH/PUCCH/SRS/PRACH transmission occasion  is defined by a slot index  within a frame with system frame number , a first symbol  within the slot, and a number of consecutive symbols .

[bookmark: _Ref500774487][bookmark: _Toc4424248][bookmark: _Ref497117847]7.1.1	UE behaviour
*** Unchanged text is omitted ***







-	For a PUSCH (re)transmission configured by ConfiguredGrantConfig, ,  is provided by p0-NominalWithoutGrant, or  if p0-NominalWithoutGrant is not provided, and  is provided by p0 obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig that provides an index P0-PUSCH-AlphaSetId to a set ofs P0-PUSCH-AlphaSet for active UL BWP  of carrier  of serving cell 










-	For , a  value, applicable for all , is provided by p0-NominalWithGrant, or  if p0-NominalWithGrant is not provided, for each carrier  of serving cell  and a set of values are provided by a set of p0 in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP  of carrier  of serving cell 

-	If the UE is provided by SRI-PUSCH-PowerControl more than one values of p0-PUSCH-AlphaSetId and if DCI format 0_1 includes a SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in DCI format 0_1 [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values. If the PUSCH transmission is scheduled by a DCI format 0_1 that includes a SRI field, the UE determines the value of  from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value


-	If the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that does not include a SRI field, or if SRI-PUSCHPowerControl is not provided to the UE, , and the UE determines  from the value of the first pP0-PUSCHusch-AlphaSet in p0-AlphaSets

-	For 



-	For ,  is a value of msg3-Alpha, when provided; otherwise, 





-	For ,  is provided by alpha obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig providing an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP  of carrier  of serving cell 





-	For , a set of  values are provided by a set of alpha in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP  of carrier  of serving cell 

-	If the UE is provided SRI-PUSCH-PowerControl and more than one values of p0-PUSCH-AlphaSetId, and if DCI format 0_1 includes a SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in DCI format 0_1 [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values. If the PUSCH transmission is scheduled by a DCI format 0_1 that includes a SRI field, the UE determines the values of  from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value


-	If the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that does not include a SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, , and the UE determines  from the value of the first pP0-PUSCH-AlphaSet in p0-AlphaSets






-	 is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell  and  is a SCS configuration defined in [4, TS 38.211]



-	is a downlink pathloss estimate in dB calculated by the UE using reference signal (RS) index [image: ] for the active DL BWP, as described in Subclause 12, of carrier  of serving cell 
*** Unchanged text is omitted ***




-	If the PUSCH transmission is scheduled by a DCI format 0_0, and if the UE is provided a spatial setting by PUCCH-SpatialRrelationIinfo for a PUCCH resource with a lowest index for active UL BWP  of each carrier  and serving cell , as described in Subclause 9.2.2, the UE uses the same RS resource index  as for a PUCCH transmission in the PUCCH resource with the lowest index
*** Unchanged text is omitted ***


= referenceSignalPower – higher layer filtered RSRP, where referenceSignalPower is provided by higher layers and RSRP is defined in [7, TS 38.215] for the reference serving cell and the higher layer filter configuration provided by QuantityConfig is defined in [12, TS 38.331] for the reference serving cell
If the UE is not configured periodic CSI-RS reception, referenceSignalPower is provided by ss-PBCH-BlockPower. If the UE is configured periodic CSI-RS reception, referenceSignalPower is provided either by ss-PBCH-BlockPower or by powerControlOffsetSS providing an offset of the CSI-RS transmission power relative to the SS/PBCH block transmission power [6, TS 38.214]. If powerControlOffsetSS is not provided to the UE, the UE assumes an offset of 0 dB.
*** Unchanged text is omitted ***





-	 is the PUSCH power control adjustment state for active UL BWP  of carrier  of serving cell  and PUSCH transmission occasion  if the UE is provided tpc-Accumulation, where

-	 absolute values are given in Table 7.1.1-1



-	If the UE receives a random access response message in response to a PRACH transmission on active UL BWP  of carrier  of serving cell  as descrtibed in sSubclaluse 8


-	, where  and
*** Unchanged text is omitted ***
[bookmark: _Toc4424250]7.2.1	UE behaviour
*** Unchanged text is omitted ***





-	is a downlink pathloss estimate in dB calculated by the UE using RS resource index  as described in Subclause 7.1.1 for the active DL BWP  of carrier  of the primary cell  as described in Subclauase 12

-	If the UE is not provided pathlossReferenceRSs or before the UE is provided dedicated higher layer parameters, the UE calculates  using a RS resource obtained from the SS/PBCH block that the UE uses to obtain MIB




-	If the UE is provided a number of RS resource indexes, the UE calculates  using RS resource with index , where .  is a size for a set of RS resources provided by maxNrofPUCCH-PathlossReferenceRSs. The set of RS resources is provided by pathlossReferenceRSs. The set of RS resources can include one or both of a set of SS/PBCH block indexes, each provided by ssb-Index in PUCCH-PathlossReferenceRS when a value of a corresponding pucch-PathlossReferenceRS-Id maps to a SS/PBCH block index, and a set of CSI-RS resource indexes, each provided by csi-RS-Index when a value of a corresponding pucch-PathlossReferenceRS-Id maps to a CSI-RS resource index. The UE identifies a RS resource in the set of RS resources to correspond either to a SS/PBCH block index or to a CSI-RS resource index as provided by pucch-PathlossReferenceRS-Id in PUCCH-PathlossReferenceRS
*** Unchanged text is omitted ***

[bookmark: _Ref500079796][bookmark: _Toc4424252]7.3.1	UE behaviour






If a UE transmits SRS on active UL BWP  of carrier  of serving cell  using SRS power control adjustment state with index , the UE determines the SRS transmission power  in SRS transmission occasion  as 

 [dBm]
where,




-	 is the UE configured maximum output power defined in [8, TS 38.101-1], [8-2, TS38.101-2] and [TS 38.101-3] for carrier  of serving cell  in SRS transmission occasion 






-	 is provided by p0 for active UL BWP  of carrier  of serving cell  and SRS resource set  provided by SRS-ResourceSet and SRS-ResourceSetId; if p0 is not provided,  
*** Unchanged text is omitted ***




-	For the SRS power control adjustment state for active UL BWP  of carrier  of serving cell  and SRS transmission occasion 


-	, where  is the current PUSCH power control adjustment state as described in Subclause 7.1.1, if srs-PowerControlAdjustmentStates indicates a same power control adjustment state for SRS transmissions and PUSCH transmissions; or





-	 if the UE is not configured for PUSCH transmissions on active UL BWP  of carrier  of serving cell , or if srs-PowerControlAdjustmentStates indicates separate power control adjustment states between SRS transmissions and PUSCH transmissions, and if tpc-Accumulation is not provided, where 

-	The  values are given in Table 7.1.1-1

-	 is jointly coded with other TPC commands in a PDCCH with DCI format 2_3, as described in Subclause 11.4
[bookmark: _Toc4424254]*** Unchanged text is omitted ***

7.5	Prioritizations for transmission power reductions
*** Unchanged text is omitted ***
-	PRACH transmission on the PCell
-	PUCCH transmission with HARQ-ACK information and/or SR or PUSCH transmission with HARQ-ACK information
-	PUCCH transmission with CSI or PUSCH transmission with CSI
-	PUSCH transmission without HARQ-ACK information or CSI
-	SRS transmission, with aperiodic SRS having higher priority than semi-persistent and/or periodic SRS, or PRACH transmission on a serving cell other than the PCell 
In case of same priority order and for operation with carrier aggregation, the UE prioritizes power allocation for transmissions on the primary cell of the MCG or the SCG over transmissions on a secondary cell and prioritizes power allocation for transmissions on the PCell over transmissions on the PSCell. In case of same priority order and for operation with two UL carriers, the UE prioritizes power allocation for transmissions on the carrier where the UE is configured to transmit PUCCH. If PUCCH is not configured for any of the two UL carriers, the UE prioritizes power allocation for transmissions on the non-supplementary UL carrier.
[bookmark: _Toc4424257]7.6.1A	NE-DC




If a UE is configured with a MCG using NR radio access and with a SCG using E-UTRA radio access, the UE is configured a maximum power  for transmissions in FR1 on the MCG by p-NR and a maximum power  for transmissions on the SCG by p-MaxEUTRA. The UE determines transmission power for the MCG in FR1 as described Subclauses 7.1 through 7.5 using  as the maximum transmission power for . The UE determines transmission power for the MCG in FR2 as described Subclauses 7.1 through 7.5. 

If the UE is not provided TDDtdd-UL-DL-ConfigurationCommon for the MCG, the UE determines a transmission power for the SCG as described in [13, TS 36.213] using  as the maximum transmission power.


If at least one symbol of slot  of the MCG that is indicated as uplink or flexible by TDDtdd-UL-DL-ConfigurationCommon or TDDtdd-UL-DL-ConfigurationDedicated overlaps with subframe  of the SCG


-	for subframe , the UE determines a transmission power for the SCG as described in [13, TS 36.213] using  as the maximum transmission power 
otherwise 

-	the UE determines a transmission power for the SCG as described in [13, TS 36.213] using  as the maximum transmission power
[bookmark: _Toc4424260]*** Unchanged text is omitted ***
7.7.1	Type 1 PH report
*** Unchanged text is omitted ***




If the UE determines that a Type 1 power headroom report for an activated serving cell is based on a reference PUSCH transmission then, for PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell , the UE computes the Type 1 power headroom report as

	 [dB]






where  is computed assuming MPR=0 dB, A-MPR=0 dB, P-MPR=0 dB. TC = 0 dB. MPR, A-MPR, P-MPR and TC are defined in [8-1, TS 38.101-1], [8-2, TS38.101-2] and [8-3, TS 38.101-3]. The remaining parameters are defined in Subclause 7.1.1 where  and  are obtained using  and p0-PUSCH-AlphaSetId = 0,  is obtained using pusch-PathlossReferenceRS-Id = 0, and .
If a UE is configured with two UL carriers for a serving cell and the UE determines a Type 1 power headroom report for the serving cell based on a reference PUSCH transmission, the UE computes a Type 1 power headroom report for the serving cell assuming a reference PUSCH transmission on the UL carrier provided by pusch-Config. If the UE is provided pusch-Config for both UL carriers, the UE computes a Type 1 power headroom report for the serving cell assuming a reference PUSCH transmission on the UL carrier provided by pucch-Config. If pucch-Config is not provided to the UE for any of the two UL carriers, the UE computes a Type 1 power headroom report for the serving cell assuming a reference PUSCH transmission on the non-supplementary UL carrier. 
*** Unchanged text is omitted ***

[bookmark: _Toc4424266]8.3	PUSCH scheduled by RAR UL grant
*** Unchanged text is omitted ***
A UE is indicated by msg3-transformPrecoder whether or not the UE shall apply transform precoding, as described in [4, TS 38.211], for a PUSCH transmission scheduled by a RAR UL grant. 
For PUSCH transmission with frequency hopping scheduled by RAR UL grant, the frequency offset for the second hop [6, TS 38.214] is given in Table 8.3-1.
Table 8.3-1: Frequency offset for second hop of PUSCH transmission with frequency hopping scheduled by RAR UL grant or of Msg3 retransmission
	Number of PRBs in initial UL BWP
	
Value of  Hopping Bits
	Frequency offset for 2nd hop

	

	0
	

	
	1
	

	

	00
	

	
	01
	

	
	10
	

	
	11
	Reserved



A SCS for the PUSCH transmission is provided by SsubcarrierSpacing in BWP-UplinkCommon. A UE transmits PRACH and the PUSCH on a same uplink carrier of a same serving cell. 
A UE transmits a transport block in a PUSCH scheduled by a RAR UL grant in a corresponding RAR message using redundancy version number 0. For Msg3 PUSCH retransmissions, if any, of the transport block are scheduled by a DCI format 0_0 with CRC scrambled by a TC-RNTI provided in the corresponding RAR message [11, TS 38.321]. The UE always transmits the PUSCH scheduled by a RAR UL grant without repetitions.
[bookmark: _Ref505248562][bookmark: _Toc4424272][bookmark: _Ref494282908]*** Unchanged text is omitted ***

[bookmark: _Toc4424268]9	UE procedure for reporting control information
*** Unchanged text is omitted ***
If a UE would transmit on a serving cell a PUSCH without UL-SCH that overlaps with a PUCCH transmission on a serving cell that includes positive SR information, the UE does not transmit the PUSCH. 
If a UE would transmit CSI reports on overlapping physical channels, the UE applies the priority rules described in [6, TS 38 .214] for the multiplexing of CSI reports.
If a UE has overlapping resources for PUCCH transmissions in a slot and at least one of the PUCCH transmissions is with repetitions over multiple slots, the UE first follows the procedures described in Subclause 9.2.6 for resolving the overlapping among the resources for the PUCCH transmissions.
If a UE 
-	would multiplex UCI in a PUCCH transmission that overlaps with a PUSCH transmission, and 
-	the PUSCH and PUCCH transmissions fulfill the conditions in Subclause 9.2.5 for UCI multiplexing, 
the UE 
-	multiplexes only HARQ-ACK information, if any, from the UCI in the PUSCH transmission and does not transmit the PUCCH if the UE multiplexes aperiodic or semi-persistent CSI reports in the PUSCH;
-	multiplexes only HARQ-ACK information and CSI reports, if any, from the UCI in the PUSCH transmission and does not transmit the PUCCH if the UE does not multiplex aperiodic or semi-persistent CSI reports in the PUSCH.



A UE does not expect to multiplex in a PUSCH transmission in one slot with SCS configuration  UCI of same type that the UE would transmit in PUCCHs in different slots with SCS configuration  if . 
A UE does not expect a PUCCH resource that results from multiplexing overlapped PUCCH resources, if applicable, to overlap with more than one PUSCHs if each of the more than one PUSCHs includes an aperiodic CSI report.
A UE does not expect to detect a DCI format scheduling a PDSCH reception or a SPS PDSCH release and indicating a resource for a PUCCH transmission with corresponding HARQ-ACK information in a slot if the UE previously detects a DCI format scheduling a PUSCH transmission in the slot and if the UE multiplexes HARQ-ACK information in the PUSCH transmission. 
*** Unchanged text is omitted ***
[bookmark: _Toc4424269]9.1	HARQ-ACK codebook determination
If a UE receives a PDSCH without receiving a corresponding PDCCH, or if the UE receives a PDCCH indicating a SPS PDSCH release, the UE generates one corresponding HARQ-ACK information bit.
If a UE is not provided PDSCH-CodeBlockGroupTransmission, the UE generates one HARQ-ACK information bit per transport block. 
For a HARQ-ACK information bit, a UE generates an ACK if the UE detects a DCI format 1_0 that provides a SPS PDSCH release or correctly decodes a transport block, and generates a NACK if the UE does not correctly decode the transport block.
A UE does not expect to be indicated to transmit HARQ-ACK information for more than one SPS PDSCH receptions in a same PUCCH. 
In the following, the CRC for DCI format 1_0 is scrambled with a C-RNTI, an MCS-C-RNTI, or a CS-RNTI and the CRC for DCI format 1_1 is scrambled with a C-RNTI or an MCS-C-RNTI,.

[bookmark: _Ref500167871][bookmark: _Toc4424270]9.1.1	CBG-based HARQ-ACK codebook determination
If a UE is provided PDSCH-CodeBlockGroupTransmission for a serving cell, the UE receives a PDSCH scheduled by DCI format 1_1, that includes code block groups (CBGs) of a transport block. The UE is also provided maxCodeBlockGroupsPerTransportBlock indicating a maximum number [image: ] of CBGs for generating respective HARQ-ACK information bits for a transport block reception for the serving cell. 












For a number of  code blocks (CBs) in a transport block, the UE determines a number of CBGs  according to sub-clause 5.1.7.1 of [6, TS 38.214] and determines a number of HARQ-ACK bits for the transport block as . Each of the first  CBGs includes  CBs, where CBG , includes CBs , and each of the last  CBGs includes  CBs, where CBG , includes CBs . 


The UE generates  HARQ-ACK information bits through a one-to-one mapping with the  CBGs. If the UE receives two transport blocks, the UE concatenates the HARQ-ACK information bits for the second transport block after the HARQ-ACK information bits for the first transport block. The UE generates an ACK for the HARQ-ACK information bit of a CBG if the UE correctly received all code blocks of the CBG and generates a NACK for the HARQ-ACK information bit of a CBG if the UE incorrectly received at least one code block of the CBG. If the UE receives two transport blocks, the UE concatenates the HARQ-ACK information bits for CBGs of the second transport block after the HARQ-ACK information bits for CBGs of the first transport block.



The HARQ-ACK codebook includes the  HARQ-ACK information bits and, if  for a transport block, the UE generates a NACK value for the last  HARQ-ACK information bits for the transport block in the HARQ-ACK codebook. 
If the UE generates a HARQ-ACK codebook in response to a retransmission of a transport block, corresponding to a same HARQ process as a previous transmission of the transport block, the UE generates an ACK for each CBG that the UE correctly decoded in a previous transmission of the transport block. 



If a UE correctly detects each of the  CBGs and does not correctly detect the transport block for the  CBGs, the UE generates a NACK value for each of the  CBGs. 

9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel





For a serving cell , an active DL BWP, and an active UL BWP, as described in Subclause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP. The determination is based:

a)	on a set of slot timing values  associated with the active UL BWP


a)	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for DCI format 1_1 on serving cell ,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for DCI format 1_0


[bookmark: _Hlk508697304]b)	If the UE is configured to monitor PDCCH for DCI format 1_1 for serving cell ,  is provided by dl-DataToUL-ACK for DCI format 1_1


b)	on a set of row indexes  of a table that is provided either by a first set of row indexes of a table that is provided by PDSCHpdsch-TimeDomainResourceAllocationList in PDSCHpdsch-ConfigCommon or by Default PDSCH time domain resource allocation A [6, TS 38.214], or by the union of the first set of row indexes and a second set of row indexes, if provided by PDSCHpdsch-TimeDomainResourceAllocationList in PDSCH-Config, associated with the active DL BWP and defining respective sets of slot offsets , start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS 38.214]



c)	on the ratio  between the downlink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Downlink and BWP-Uplink for the active DL BWP and the active UL BWP, respectively
d)	if provided, on TDDtdd-UL-DL-ConfigurationCommon and TDDtdd-UL-DL-ConfigurationDedicated as described in Subclause 11.1.


For the set of slot timing values , the UE determines a set of  occasions for candidate PDSCH receptions or SPS PDSCH releases according to the following pseudo-code. A location in the Type-1 HARQ-ACK codebook for HARQ-ACK information corresponding to a SPS PDSCH release is same as for a corresponding SPS PDSCH reception.

Set  - index of occasion for candidate PDSCH reception or SPS PDSCH release

Set 

Set 


Set  to the cardinality of set 



Set k =0 – index of slot timing values , in descending order of the slot timing values, in set  for serving cell 

while  

if  

Set  – index of a DL slot within an UL slot

while  

Set  to the set of rows


Set  to the cardinality of 


Set  – index of row in set 




if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the PCell and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the PCell 
continue;
else 

while 





if the UE is provided TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL where  is the k-th slot timing value in set , 

;
end if

; 
end while
*** Unchanged text is omitted ***

[bookmark: _Toc4424288][bookmark: _Ref491451763][bookmark: _Ref491466492][bookmark: _Toc4424278][bookmark: _Ref498101660]9.2.1	PUCCH Resource Sets


If a UE does not have dedicated PUCCH resource configuration, provided by PUCCH-ResourceSet in PUCCH-Config, a PUCCH resource set is provided by pucch-ResourceCommon through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK information on PUCCH in an initial UL BWP of  PRBs. The PUCCH resource set includes sixteen resources, each corresponding to a PUCCH format, a first symbol, a duration, a PRB offset , and a cyclic shift index set for a PUCCH transmission. The UE transmits a PUCCH using frequency hopping. An orthogonal cover code with index 0 is used for a PUCCH resource with PUCCH format 1 in Table 9.2.1-1. The UE transmits the PUCCH using the same spatial domain transmission filter as for a PUSCH transmission scheduled by a RAR UL grant as described in Subclause 8.3. 
If a UE is not provided pdsch-HARQ-ACK-Codebook, the UE generates at most one HARQ-ACK information bit.The UE does not expect to generate more than one HARQ-ACK information bit prior to establishing RRC connection as described in [12, TS 38.331]. 
 *** Unchanged text is omitted ***
9.3   UCI reporting in physical uplink shared channel
*** Unchanged text is omitted ***
Table 9.3-2: Mapping of beta_offset values for CSI and the index signalled by higher layers
	


 or  


 or 
	




	0
	1.125

	1
	1.250

	2
	1.375

	3
	1.625

	4
	1.750

	5
	2.000

	6
	2.250

	7
	2.500

	8
	2.875

	9
	3.125

	10
	3.500

	11
	4.000

	12
	5.000

	13
	6.250

	14
	8.000

	15
	10.000

	16
	12.625

	17
	15.875

	18
	20.000

	19
	Reserved

	20
	Reserved

	21
	Reserved

	22
	Reserved

	23
	Reserved

	24
	Reserved

	25
	Reserved

	26
	Reserved

	27
	Reserved

	28
	Reserved

	29
	Reserved

	30
	Reserved

	31
	Reserved




< Unchanged parts are omitted >

10.1	UE procedure for determining physical downlink control channel assignment 
A set of PDCCH candidates for a UE to monitor is defined in terms of PDCCH search space sets. A search space set can be a CSS set or a USS set. A UE monitors PDCCH candidates in one or more of the following search spaces sets
-	a Type0-PDCCH CSS set configured by pdcch-ConfigSIB1 in MIB or by searchSpaceSIB1 in PDCCH-ConfigCommon or by searchSpaceZero in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a SI-RNTI on the primary cell of the MCG
-	a Type0A-PDCCH CSS set configured by searchSpaceOtherSystemInformation in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a SI-RNTI on the primary cell of the MCG
-	a Type1-PDCCH CSS set configured by ra-SearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a RA-RNTI or a TC-RNTI on the primary cell
-	a Type2-PDCCH CSS set configured by pagingSearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a P-RNTI on the primary cell of the MCG
-	a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, or TPC-SRS-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, or CS-RNTI(s), and
-	a USS set configured by SearchSpace in PDCCH-Config with searchSpaceType = ue-Specific for DCI formats with CRC scrambled by C-RNTI, MCS-C-RNTI, SP-CSI-RNTI, or CS-RNTI(s).
For a DL BWP, if a UE is not provided searchSpace-SIB1 for Type0-PDCCH CSS set by PDCCH-ConfigCommon, the UE does not monitor PDCCH candidates for a Type0-PDCCH CSS set on the DL BWP. The Type0-PDCCH CSS set is defined by the CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level given in Table 10.1-1. If the active DL BWP and the initial DL BWP have same SCS and same CP length and the active DL BWP includes all RBs of the CORESET with index 0, or the active DL BWP is the initial DL BWP, the CORESET configured for Type0-PDCCH CSS set has CORESET index 0 and the Type0-PDCCH CSS set has search space set index 0. 
For a DL BWP, if a UE is not provided a CORESET for Type0A-PDCCH CSS set, the corresponding CORESET is same as the CORESET for Type0-PDCCH CSS set. For a DL BWP, if the UE is not provided searchSpaceOtherSystemInformation for Type0A-PDCCH CSS set, the UE does not monitor PDCCH for Type0A-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type0A-PDCCH CSS set are given in Table 10.1-1.
For a DL BWP and a Type1-PDCCH CSS set, a UE is provided a configuration for a search space by ra-SearchSpace. If a UE is not provided by higher layers a CORESET for Type1-PDCCH CSS set on the DL BWP, the CORESET for Type1-PDCCH CSS set is same as the CORESET for Type0-PDCCH CSS set. If the UE has not been provided a Type3-PDCCH CSS set or a USS set and the UE has received a C-RNTI, the UE monitors PDCCH candidates for DCI format 0_0 and DCI format 1_0 with CRC scrambled by the C-RNTI in the Type1-PDCCH CSS set.
For a DL BWP, if a UE is not provided a CORESET for Type2-PDCCH CSS set, the corresponding CORESET is same as the CORESET for Type0-PDCCH CSS set on the DL BWP. If a UE is not provided pagingSearchSpace for Type2-PDCCH CSS set, the UE does not monitor PDCCH for Type2-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type2-PDCCH CSS set are given in Table 10.1-1.
If a UE is provided a zero value for searchSpaceID in PDCCH-ConfigCommon for a Type0/0A/2-PDCCH CSS set, the UE determines monitoring occasions for PDCCH candidates of the Type0/0A/2-PDCCH CSS set as described in Subclause 13. For DCI formats with CRC scrambled by a C-RNTI, the UE monitors corresponding PDCCH candidates only at monitoring occasions associated with a SS/PBCH block, where the SS/PBCH block is determined by the most recent of 
-	a MAC CE activation command indicating a TCI state of the active BWP that includes a CORESET with index 0, as described in [6, TS 38.214], where the TCI-state includes a CSI-RS which is quasi-co-located with the SS/PBCH block, or 
-	a random access procedure that is not initiated by a PDCCH order that triggers a non-contention based random access procedure
If a UE monitors PDCCH candidates for DCI formats with CRC scrambled by a C-RNTI and the UE is provided a non-zero value for searchSpaceID in PDCCH-ConfigCommon for a Type0/0A/2-PDCCH CSS set, the UE determines monitoring occasions for PDCCH candidates of the Type0/0A/2-PDCCH CSS set based on the search space set associated with the value of searchSpaceID. 
The UE may assume that the DM-RS antenna port associated with PDCCH receptions in the CORESET configured by pdcch-ConfigSIB1 in MIB and for corresponding PDSCH receptions, and the corresponding SS/PBCH block are quasi co-located with respect to average gain, QCL-TypeA, and QCL-TypeD properties, when applicable [6, TS 38.214], and if the UE is not provided a TCI state indicating quasi co-location information of the DM-RS antenna port for PDCCH reception in the CORESET. The value for the DM-RS scrambling sequence initialization is the cell ID. A SCS is provided by subCarrierSpacingCommon in MIB.
For single cell operation or for operation with carrier aggregation in a same frequency band, a UE does not expect to monitor a PDCCH in a Type0/0A/2/3-PDCCH CSS set or in a USS set if a DM-RS for monitoring a PDCCH in a Type1-PDCCH CSS set does not have same QCL-TypeD properties [6, TS 38.214] with a DM-RS for monitoring the PDCCH in the Type0/0A/2/3-PDCCH CSS set or in the USS set, and if the PDCCH or an associated PDSCH overlaps in at least one symbol with a PDCCH the UE monitors in a Type1-PDCCH CSS set or with an associated PDSCH. 
If a UE is configured with one or more downlink bandwidth parts (BWPs), as described in Subclause 12, the UE can be configured with PDCCH-ConfigCommon and PDCCH-Config for each configured DL BWP on the primary cell, other than the initial DL BWP, as described in Subclause 12. 
If a UE is provided 
-	one or more search space sets by corresponding one or more of searchSpaceZero, searchSpaceSIB1, searchSpaceOtherSystemInformation, pagingSearchSpace, ra-SearchSpace, and 
-	a C-RNTI, an MCS-C-RNTI, or a CS-RNTI, 
the UE monitors PDCCH candidates for DCI format 0_0 and DCI format 1_0 with CRC scrambled by the C-RNTI, the MCS-C-RNTI, or the CS-RNTI in the one or more search space sets in a slot where the UE monitors PDCCH candidates for at least a DCI format 0_0 or a DCI format 1_0 with CRC scrambled by SI-RNTI, RA-RNTI or P-RNTI.
*** Unchanged text is omitted ***

[bookmark: _Ref500831375][bookmark: _Toc4424291]11.1	Slot configuration
A slot format includes downlink symbols, uplink symbols, and flexible symbols. 
The following are applicable for each serving cell.
If a UE is provided TDDtdd-UL-DL-ConfigurationCommon, the UE sets the slot format per slot over a number of slots as indicated by TDDtdd-UL-DL-ConfigurationCommon. 
The TDDtdd-UL-DL-ConfigurationCommon provides

-	a reference SCS configuration  by referenceSubcarrierSpacing
-	a pattern1. 
The pattern1 provides

-	a slot configuration period of  msec by dl-UL-TransmissionPeriodicity

-	a number of slots  with only downlink symbols by nrofDownlinkSlots

-	a number of downlink symbols  by nrofDownlinkSymbols

-	a number of slots  with only uplink symbols by nrofUplinkSlots

-	a number of uplink symbols  by nrofUplinkSymbols









A value  msec is valid only for .  A value  msec is valid only for  or .  A value  msec is valid only for , or , or .











A slot configuration period of  msec includes  slots with SCS configuration . From the  slots, a first  slots include only downlink symbols and a last  slots include only uplink symbols. The  symbols after the first  slots are downlink symbols. The  symbols before the last  slots are uplink symbols. The remaining  are flexible symbols. 

The first symbol every  periods is a first symbol in an even frame.
If TDDtdd-UL-DL-ConfigurationCommon provides both pattern1 and pattern2, the UE sets the slot format per slot over a first number of slots as indicated by pattern1 and the UE sets the slot format per slot over a second number of slots as indicated by pattern2. 
The pattern2 provides

-	a slot configuration period of  msec by dl-UL-TransmissionPeriodicity

-	a number of slots  with only downlink symbols by nrofDownlinkSlots


-	a number of downlink symbols  by nrofDownlinkSymbols

-	a number of slots  with only uplink symbols by nrofUplinkSlots

-	a number of uplink symbols  by nrofUplinkSymbols


The applicable values of  are same as the applicable values for .



A slot configuration period of  msec includes first  slots and second  slots. 








From the  slots, a first  slots include only downlink symbols and a last  include only uplink symbols. The  symbols after the first  slots are downlink symbols. The  symbols before the last  slots are uplink symbols. The remaining  are flexible symbols. 

A UE expects that  divides 20 msec.

The first symbol every  periods is a first symbol in an even frame.







A UE expects that the reference SCS configuration  is smaller than or equal to a SCS configuration  for any configured DL BWP or UL BWP. Each slot provided by pattern1 or pattern2 is applicable to  consecutive slots in the active DL BWP or the active UL BWP where the first slot starts at a same time as a first slot for the reference SCS configuration  and each downlink or flexible or uplink symbol for the reference SCS configuration  corresponds to  consecutive downlink or flexible or uplink symbols for the SCS configuration . 
If the UE is additionally provided TDDtdd-UL-DL-ConfigDedicated, the parameter TDDtdd-UL-DL-ConfigurationDedicated overrides only flexible symbols per slot over the number of slots as provided by TDDtdd-UL-DL-ConfigurationCommon. 
The TDDtdd-UL-DL-ConfigurationDedicated provides
-	a set of slot configurations by slotSpecificConfigurationsToAddModList
-	for each slot configuration from the set of slot configurations
-	a slot index for a slot provided by slotIndex
-	a set of symbols for a slot by symbols where 
-	if symbols = allDownlink, all symbols in the slot are downlink
-	if symbols = allUplink, all symbols in the slot are uplink
-	if symbols = explicit, nrofDownlinkSymbols provides a number of downlink first symbols in the slot and nrofUplinkSymbols provides a number of uplink last symbols in the slot. If nrofDownlinkSymbols is not provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided, there are no uplink last symbols in the slot. The remaining symbols in the slot are flexible
For each slot having a corresponding index provided by slotIndex, the UE applies a format provided by a corresponding symbols. The UE does not expect TDDtdd-UL-DL-ConfigurationDedicated to indicate as uplink or as downlink a symbol that TDDtdd-UL-DL-ConfigurationCommon indicates as a downlink or as an uplink symbol, respectively.
For each slot configuration provided by TDD-UL-DL-ConfigDedicated, a reference SCS configuration is the reference SCS configuration [image: ] provided by TDD-UL-DL-ConfigurationCommon.
A slot configuration period and a number of downlink symbols, uplink symbols, and flexible symbols in each slot of the slot configuration period are determined from TDDtdd-UL-DL-ConfigurationCommonTDD and TDDtdd-UL-DL-ConfigurationDedicated and are common to each configured BWP. 
A UE considers symbols in a slot indicated as downlink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated to be available for receptions and considers symbols in a slot indicated as uplink by tddTDD-UL-DL-ConfigurationCommon, or by TDDtdd-UL-DL-ConfigurationDedicated to be available for transmissions. 
If a UE is not configured to monitor PDCCH for DCI format 2_-0, for a set of symbols of a slot that are indicated as flexible by TDDtdd-UL-DL-ConfigurationCommon or TDDtdd-UL-DL-ConfigurationDedicated, or when TDDtdd-UL-DL-ConfigurationCommon and TDDtdd-UL-DL-ConfigurationDedicated are not provided to the UE
-	the UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 1_0, DCI format 1_1, or DCI format 0_1 
-	the UE transmits PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 
For operation on a single carrier in unpaired spectrum, if a UE is configured by higher layers to receive a PDCCH, or a PDSCH, or a CSI-RS in a set of symbols of a slot, the UE receives the PDCCH, the PDSCH, or the CSI-RS if the UE does not detect a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 that indicates to the UE to transmit a PUSCH, a PUCCH, a PRACH, or a SRS in at least one symbol of the set of symbols of the slot; otherwise, the UE does not receive the PDCCH, or the PDSCH, or the CSI-RS in the set of symbols of the slot. 
For operation on a single carrier in unpaired spectrum, if a UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format 1_0, DCI format 1_1, or DCI format 0_1 indicating to the UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 


-	the UE does not expect to cancel the transmission in symbols from the subset of symbols that occur, relative to a last symbol of a CORESET where the UE detects the DCI format 1_0 or the DCI format 1_1 or the DCI format 0_1, after a number of symbols that is smaller than the PUSCH preparation time  for the corresponding UE processing capability [6, TS 38.214] assuming 
-	the UE cancels the PUCCH, or PUSCH, or PRACH transmission in remaining symbols from the set of symbols and cancels the SRS transmission in remaining symbols from the subset of symbols 
A PUSCH preparation time throughout Subclause 11.1 is as described in [6, TS 38.214].
For a set of symbols of a slot that are indicated to a UE as uplink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, the UE does not receive PDCCH, PDSCH, or CSI-RS in the set of symbols of the slot.
For a set of symbols of a slot that are indicated to a UE as downlink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, the UE does not transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot.
For a set of symbols of a slot that are indicated to a UE as flexible by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, the UE does not expect to receive both dedicated configuring transmission from the UE in the set of symbols of the slot and dedicated configuring reception by the UE in the set of symbols of the slot. 
For operation on a single carrier in unpaired spectrum, for a set of symbols of a slot that are indicated to a UE by ssb-PositionsInBurst in SIB1 or ssb-PositionsInBurst in ServingCellConfigCommon, for reception of SS/PBCH blocks, the UE does not transmit PUSCH, PUCCH, PRACH in the slot if a transmission would overlap with any symbol from the set of symbols and the UE does not transmit SRS in the set of symbols of the slot. The UE does not expect the set of symbols of the slot to be indicated as uplink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, when provided to the UE.

For a set of symbols of a slot corresponding to a valid PRACH occasion and  symbols before the valid PRACH occasion, as described in Sublcause 8.1, the UE does not receive PDCCH for Type1-PDCCH CSS set, PDSCH, or CSI-RS in the slot if a reception would overlap with any symbol from the set of symbols. The UE does not expect the set of symbols of the slot to be indicated as downlink by TDDtdd-UL-DL-ConfigurationCommon or TDDtdd-UL-DL-ConfigurationDedicated. 
For a set of symbols of a slot indicated to a UE by pdcch-ConfigSIB1 in MIB for a CORESET for Type0-PDCCH CSS set, the UE does not expect the set of symbols to be indicated as uplink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated.
If a UE is scheduled by a DCI format 1_1 to receive PDSCH over multiple slots, and if TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, indicate that, for a slot from the multiple slots, at least one symbol from a set of symbols where the UE is scheduled PDSCH reception in the slot is an uplink symbol, the UE does not receive the PDSCH in the slot. 
[bookmark: _Ref500453000]If a UE is scheduled by a DCI format 0_1 to transmit PUSCH over multiple slots, and if TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, indicates that, for a slot from the multiple slots, at least one symbol from a set of symbols where the UE is scheduled PUSCH transmission in the slot is a downlink symbol, the UE does not transmit the PUSCH in the slot.
[bookmark: _Toc4424292]11.1.1	UE procedure for determining slot format
*** Unchanged text is omitted ***
For a set of symbols of a slot, a UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols in the slot as downlink and to detect a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, DCI format 2_3, or a RAR UL grant indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot. 
For a set of symbols of a slot that are indicated as downlink/uplink by TDDtdd-UL-DL-ConfigurationCommon, or TDDtdd-UL-DL-ConfigurationDedicated, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink/downlink, respectively, or as flexible.
For a set of symbols of a slot indicated to a UE by ssb-PositionsInBurst in SIB1 or ssb-PositionsInBurst in ServingCellConfigCommon for reception of SS/PBCH blocks, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.
For a set of symbols of a slot indicated to a UE by prach-ConfigurationIndex in RACH-ConfigCommon for PRACH transmissions, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as downlink.
For a set of symbols of a slot indicated to a UE by pdcch-ConfigSIB1 in MIB for a CORESET for Type0-PDCCH CSS set, the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.
For a set of symbols of a slot indicated to a UE as flexible by TDDtdd-UL-DL-ConfigurationCommon and TDDtdd-UL-DL-ConfigurationDedicated, or when TDDtdd-UL-DL-ConfigurationCommon and TDDtdd-UL-DL-ConfigurationDedicated are not provided to the UE, and if the UE detects a DCI format 2_0 providing a format for the slot using a slot format value other than 255
-	if one or more symbols from the set of symbols are symbols in a CORESET configured to the UE for PDCCH monitoring, the UE receives PDCCH in the CORESET only if an SFI-index field value in DCI format 2_0 indicates that the one or more symbols are downlink symbols
*** Unchanged text is omitted ***
A UE assumes that flexible symbols in a CORESET configured to the UE for PDCCH monitoring are downlink symbols if the UE does not detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the slot as flexible or uplink and the UE does not detect a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1_1, or DCI format 2_3 indicating to the UE to transmit SRS, PUSCH, PUCCH, or PRACH in the set of symbols. 
For a set of symbols of a slot that are indicated as flexible by TDDtdd-UL-DL-ConfigurationCommon, and TDDtdd-UL-DL-ConfigurationDedicated, or when TDDtdd-UL-DL-ConfigurationCommon, and TDDtdd-UL-DL-ConfigurationDedicated are not provided to the UE, and if the UE does not detect a DCI format 2_0 providing a slot format for the slot
-	the UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding indication by a DCI format 1_0, DCI format 1_1, or DCI format 0_1
-	*** Unchanged text is omitted ***

[bookmark: _Toc4424293]11.2	Interrupted transmission indication 
If a UE is provided DownlinkPreemption, the UE is configured with an INT-RNTI provided by int-RNTI for monitoring PDCCH conveying DCI format 2_1 [5, TS 38.212]. The UE is additionally configured with
-	a set of serving cells by INTint-ConfigurationPerServingCell that includes a set of serving cell indexes provided by corresponding servingCellId and a corresponding set of locations for fields in DCI format 2_1 by positionInDCI
-	an information payload size for DCI format 2_1 by dci-PayloadSize
-	an indication granularity for time-frequency resources by timeFrequencySet
*** Unchanged text is omitted ***

[bookmark: _Toc4424294]11.3	Group TPC commands for PUCCH/PUSCH
*** Unchanged text is omitted ***
For PUSCH transmission on a serving cell, a UE can be provided
-	a TPC-PUSCH-RNTI for a DCI format 2_2 by tpc-PUSCH-RNTI


-	a field in DCI format 2_2 is a TPC command of 2 bits mapping to  values as described in Subclause 7.1.1
-	an index for a location in DCI format 2_2 of a first bit for a TPC command field for an uplink carrier of the serving cell by tpc-Index
*** Unchanged text is omitted ***

[bookmark: _Toc4424295]11.4	SRS switching
DCI format 2_3 is applicable for uplink carrier(s) of serving cells where a UE is not configured for PUSCH/PUCCH transmission or for uplink carrier(s) of a serving cell where srs-PowerControlAdjustmentStates indicates a separate power control adjustment state between SRS transmissions and PUSCH transmissions. 
A UE configured by higher layers with parameter SRS-CcarrierSwitching is provided 
-	a TPC-SRS-RNTI for a DCI format 2_3 by tpc-SRS-RNTI 
[bookmark: _Ref496621482][bookmark: _Toc4424296]*** Unchanged text is omitted ***
12	Bandwidth part operation 
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG
-	When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.
-	When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.
A UE configured for operation in bandwidth parts (BWPs) of a serving cell, is configured by higher layers for the serving cell a set of at most four bandwidth parts (BWPs) for receptions by the UE (DL BWP set) in a DL bandwidth by parameter BWP-Downlink or by parameter initialDownlinkBWP with a set of parameters configured by BWP-DownlinkCommon and BWP-DownlinkDedicated, and a set of at most four BWPs for transmissions by the UE (UL BWP set) in an UL bandwidth by parameter BWP-Uplink or by parameter initialUplinkBWP with a set of parameters configured by BWP-UplinkCommon and BWP-UplinkDedicated. 
If a UE is not provided initialDownlinkBWP, an initial active DL BWP is defined by a location and number of contiguous PRBs, starting from a PRB with the lowest index and ending at a PRB with the highest index among PRBs of a CORESET for Type0-PDCCH CSS set, and a SCS and a cyclic prefix for PDCCH reception in the CORESET for Type0-PDCCH CSS set; otherwise, the initial active DL BWP is provided by initialDownlinkBWP. For operation on the primary cell or on a secondary cell, a UE is provided an initial active UL BWP by initialUuplinkBWP. If the UE is configured with a supplementary UL carrier, the UE can be provided an initial active UL BWP on the supplementary UL carrier by initialUplinkBWP in supplementaryUplink.
If a UE has dedicated BWP configuration, the UE can be provided by firstActiveDownlinkBWP-Id a first active DL BWP for receptions and by firstActiveUplinkBWP-Id a first active UL BWP for transmissions on a carrier of the primary cell. 
For each DL BWP or UL BWP in a set of DL BWPs or UL BWPs, respectively, the UE is provided the following parameters for the serving cell as defined in [4, TS 38.211] or [6, TS 38.214]:
-	a SCS by subcarrierSpacing
-	a cyclic prefix by cyclicPrefix






-	a common RB  and a number of contiguous RBs  provided by locationAndBandwidth that indicates an offset  and a length  as RIV according to [6, TS 38.214], setting , and a value  provided by offsetToCarrier for the subcarrierSpacing
-	an index in the set of DL BWPs or UL BWPs by respective BWP-Idbwp-Id
-	a set of BWP-common and a set of BWP-dedicated parameters by BWP-DownlinkCommon and BWP-DownlinkDedicated for the DL BWP, or BWP-UplinkCommon and BWP-UplinkDedicated for the UL BWP bwp-Common and bwp-Dedicated [12, TS 38.331]
For unpaired spectrum operation, a DL BWP from the set of configured DL BWPs with index provided by bwpBWP-Id is linked with an UL BWP from the set of configured UL BWPs with index provided by bwpBWP-Id when the DL BWP index and the UL BWP index are same. For unpaired spectrum operation, a UE does not expect to receive a configuration where the center frequency for a DL BWP is different than the center frequency for an UL BWP when the bwpBWP-Id of the DL BWP is same as the bwpBWP-Id of the UL BWP.
[bookmark: _Hlk535002764]For each DL BWP in a set of DL BWPs of the PCell, or of the PUCCH-SCell, a UE can be configured CORESETs for every type of CSS sets and for USS as described in Subclause 10.1. The UE does not expect to be configured without a CSS set on the PCell, or on the PUCCH-SCell, of the MCG in the active DL BWP.
*** Unchanged text is omitted ***
A UE expects to detect a DCI format 0_1 indicating active UL BWP change, or a DCI format 1_1 indicating active DL BWP change, only if a corresponding PDCCH is received within the first 3 symbols of a slot. 
For a serving cell, a UE can be provided by defaultDownlinkBWP-Id a default DL BWP among the configured DL BWPs. If a UE is not provided a default DL BWP by defaultDownlinkBWP-Id, the default DL BWP is the initial active DL BWP. 
If a UE is provided by bwp-InactivityTimer a timer value for the servingprimary cell [11, TS 38.321] and the timer is running, the UE decrements the timer at the end of a subframe for FR1 or at the end of a half subframe for FR2 if the restarting conditions in [11, TS 38.321] are not met during the interval of the subframe for FR1 or of the half subframe for FR2.
When a UE's BWP inactivity timer for a cell expires within a time duration where the UE is not required to receive or transmit for an active UL/DL BWP change in the cell or in a different cell, the UE delays the active UL/DL BWP change triggered by the BWP inactivity timer expiration until a subframe for FR1 or half a subframe for FR2 that is immediately after the UE completes the active UL/DL BWP change in the cell or in the different cell.
If a UE is provided by firstActiveDownlinkBWP-Id a first active DL BWP and by firstActiveUplinkBWP-Id a first active UL BWP on a carrier of a secondary cell, the UE uses the indicated DL BWP and the indicated UL BWP as the respective first active DL BWP on the secondary cell and first active UL BWP on the carrier of the secondary cell. 
For paired spectrum operation, a UE does not expect to transmit a PUCCH with HARQ-ACK information on a PUCCH resource indicated by a DCI format 1_0 or a DCI format 1_1 if the UE changes its active UL BWP on the PCell or PUCCH-SCell between a time of a detection of the DCI format 1_0 or the DCI format 1_1 and a time of a corresponding PUCCH transmission with HARQ-ACK information.
A UE does not expect to monitor PDCCH when the UE performs RRM measurements [10, TS 38.133] over a bandwidth that is not within the active DL BWP for the UE.

[bookmark: _Ref500334477][bookmark: _Toc4424297]13	UE procedure for monitoring Type0-PDCCH CSS sets







If during cell search a UE determines from MIB that a CORESET for Type0-PDCCH CSS set is present, as described in Subclause 4.1, the UE determines a number of consecutive resource blocks and a number of consecutive symbols for the CORESET of the Type0-PDCCH CSS set from controlResourceSetZero in the four most significant bits of pdcch-ConfigSIB1, as described in Tables 13-1 through 13-10, and determines PDCCH monitoring occasions from the searchSpaceZero in four least significant bits of pdcch-ConfigSIB1, included in MIB, as described in Tables 13-11 through 13-15.  and  are the SFN and slot index within a frame of the CORESET based on SCS of the CORESET and  and  are the SFN and slot index based on SCS of the CORESET, respectively, where the SS/PBCH block with index  overlaps in time with system frame  and slot . The symbols of the CORESET associated with pdcch-ConfigSIB1 in MIB or with searchSpaceSIB1 in PDCCH-ConfigCommon have normal cyclic prefix. 

The offset in Tables 13-1 through 13-10 is defined with respect to the SCS of the CORESET for Type0-PDCCH CSS set, provided by subCarrierSpacingCommon, from the smallest RB index of the CORESET for Type0-PDCCH CSS set to the smallest RB index of the common RB overlapping with the first RB of the corresponding SS/PBCH block. In Tables 13-7, 13-8, and 13-10  is defined in [4, TS 38.211]. 













For the SS/PBCH block and CORESET multiplexing pattern 1, a UE monitors PDCCH in the Type0-PDCCH CSS set over two consecutive slots starting from slot . For SS/PBCH block with index , the UE determines an index of slot  as  located in a frame with system frame number (SFN)  satisfying  if  or in a frame with SFN satisfying  if .  and  are provided by Tables 13-11 and 13-12, and  based on the SCS for PDCCH receptions in the CORESET [4, TS 38.211]. The index for the first symbol of the CORESET in slot  is the first symbol index provided by Tables 13-11 and 13-12.



For the SS/PBCH block and CORESET multiplexing patterns 2 and 3, a UE monitors PDCCH in the Type0-PDCCH CSS set over one slot with Type0-PDCCH CSS set periodicity equal to the periodicity of SS/PBCH block. For the SS/PBCH block and CORESET multiplexing patterns 2 and 3, if the active DL BWP is the initial DL BWP, the UE is expected to be able to perform radio link monitoring, as described in Subclause 5, and measurements for radio resource management [10, TS 38.133] using a SS/PBCH block that provides a CORESET for Type0-PDCCH CSS set. For a SS/PBCH block with index , the UE determines the slot index  and  based on parameters provided by Tables 13-13 through 13-15.
Table 13-1: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {15, 15} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24 
	2 
	0 

	1
	1 
	24 
	2 
	2 

	2
	1 
	24 
	2 
	4 

	3
	1 
	24 
	3 
	0 

	4
	1 
	24 
	3 
	2 

	5
	1 
	24 
	3 
	4 

	6
	1 
	48 
	1 
	12 

	7
	1 
	48 
	1 
	16 

	8
	1 
	48 
	2 
	12 

	9
	1 
	48 
	2 
	16 

	10
	1 
	48 
	3 
	12 

	11
	1 
	48 
	3 
	16 

	12
	1 
	96 
	1 
	38 

	13
	1 
	96 
	2 
	38 

	14
	1 
	96 
	3 
	38 

	15
	Reserved



Table 13-2: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {15, 30} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	24
	2
	5

	1
	1
	24
	2
	6

	2
	1
	24
	2
	7

	3
	1
	24
	2
	8

	4
	1
	24
	3
	5

	5
	1
	24
	3
	6

	6
	1
	24
	3
	7

	7
	1
	24
	3
	8

	8
	1
	48
	1
	18

	9
	1
	48
	1
	20

	10
	1
	48
	2
	18

	11
	1
	48
	2
	20

	12
	1
	48
	3
	18

	13
	1
	48
	3
	20

	14
	Reserved

	15
	Reserved



Table 13-3: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	2

	1
	1
	48
	1
	6

	2
	1
	48
	2
	2

	3
	1
	48
	2
	6

	4
	1
	48
	3
	2

	5
	1
	48
	3
	6

	6
	1
	96
	1
	28

	7
	1
	96
	2
	28

	8
	1
	96
	3
	28

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-4: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24
	2
	0

	1
	1 
	24
	2
	1

	2
	1 
	24
	2
	2

	3
	1 
	24
	2
	3

	4
	1 
	24
	2
	4

	5
	1 
	24
	3
	0

	6
	1 
	24
	3
	1

	7
	1 
	24
	3
	2

	8
	1 
	24
	3
	3

	9
	1 
	24
	3
	4

	10
	1 
	48
	1
	12

	11
	1 
	48
	1
	14

	12
	1 
	48
	1
	16

	13
	1 
	48
	2
	12

	14
	1 
	48
	2
	14

	15
	1 
	48
	2
	16



Table 13-5: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 40MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	4

	1
	1
	48
	2
	4

	2
	1
	48
	3
	4

	3
	1
	96
	1
	0

	4
	1
	96
	1
	56

	5
	1
	96
	2
	0

	6
	1
	96
	2
	56

	7
	1
	96
	3
	0

	8
	1
	96
	3
	56

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-6: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 40MHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	24
	2
	0

	1
	1
	24
	2
	4

	2
	1
	24
	3
	0

	3
	1
	24
	3
	4

	4
	1
	48
	1
	0

	5
	1
	48
	1
	28

	6
	1
	48
	2
	0

	7
	1
	48
	2
	28

	8
	1
	48
	3
	0

	9
	1
	48
	3
	28

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-7: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {120, 60} kHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	48
	1
	0

	1
	1 
	48
	1
	8

	2
	1 
	48
	2
	0

	3
	1 
	48
	2
	8

	4
	1 
	48
	3
	0

	5
	1 
	48
	3
	8

	6
	1 
	96
	1
	28

	7
	1 
	96
	2
	28

	8
	2
	48
	1
	
-41 if  

-42 if  

	9
	2 
	48
	1
	49 

	10
	2 
	96 
	1
	
-41 if 

-42 if 

	11
	2 
	96 
	1 
	97 

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-8: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {120, 120} kHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1 
	24
	2
	0

	1
	1 
	24
	2
	4

	2
	1 
	48
	1
	14

	3
	1 
	48
	2
	14

	4
	3 
	24
	2
	
-20 if  

-21 if 

	5
	3 
	24
	2
	24

	6
	3 
	48
	2
	
-20 if  

-21 if 

	7
	3 
	48
	2
	48

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-9: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {240, 60} kHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	96
	1
	0

	1
	1
	96
	1
	16

	2
	1
	96
	2
	0

	3
	1
	96
	2
	16

	4
	Reserved

	5
	Reserved

	6
	Reserved

	7
	Reserved

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-10: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {240, 120} kHz
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	
Number of RBs 
	
Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	0

	1
	1
	48
	1
	8

	2
	1
	48
	2
	0

	3
	1
	48
	2
	8

	4
	2
	24 
	1
	
-41 if  

-42 if 

	5
	2
	24 
	1
	25 

	6
	2
	48
	1
	-41 if [image: ] 
-42 if [image: ]

	7
	2
	48
	1
	49

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-11: Parameters for PDCCH monitoring occasions for Type0-PDCCH CSS set - SS/PBCH block and CORESET multiplexing pattern 1 and FR1
	Index
	

	Number of search space sets per slot
	

	First symbol index

	0
	0
	1
	1
	0

	1
	0
	2
	1/2
	


{0, if  is even}, {, if  is odd}

	2
	2
	1
	1
	0

	3
	2
	2
	1/2
	


{0, if  is even}, {, if  is odd}

	4
	5
	1
	1
	0

	5
	5
	2
	1/2
	


{0, if  is even}, {, if  is odd}

	6
	7
	1
	1
	0

	7
	7
	2
	1/2
	


{0, if  is even}, {, if  is odd}

	8
	0
	1
	2
	0

	9
	5
	1
	2
	0

	10
	0
	1
	1
	1

	11
	0
	1
	1
	2

	12
	2
	1
	1
	1

	13
	2
	1
	1
	2

	14
	5
	1
	1
	1

	15
	5
	1
	1
	2



Table 13-12: Parameters for PDCCH monitoring occasions for Type0-PDCCH CSS set - SS/PBCH block and CORESET multiplexing pattern 1 and FR2
	Index
	

	Number of search space sets per slot
	

	First symbol index

	0
	0
	1
	1
	0

	1
	0
	2
	1/2
	

{0, if  is even}, {7, if  is odd}

	2
	2.5 
	1
	1
	0

	3
	2.5
	2
	1/2
	

{0, if  is even}, {7, if  is odd}

	4
	5
	1
	1
	0

	5
	5
	2
	1/2
	

{0, if  is even}, {7, if  is odd}

	6
	0
	2
	1/2
	


 {0, if  is even}, {, if  is odd}

	7
	2.5
	2
	1/2
	


 {0, if  is even}, {, if  is odd}

	8
	5
	2
	1/2
	


 {0, if  is even}, {, if  is odd}

	9
	7.5
	1
	1
	 0

	10
	7.5
	2
	1/2
	

 {0, if  is even}, {7, if  is odd}

	11
	7.5
	2
	1/2
	


 {0, if  is even}, {, if  is odd}

	12
	0
	1
	2
	0

	13
	5
	1
	2
	0

	14
	Reserved

	15
	Reserved



Table 13-13: PDCCH monitoring occasions for Type0-PDCCH CSS set - SS/PBCH block and CORESET multiplexing pattern 2 and {SS/PBCH block, PDCCH} SCS {120, 60} kHz 
	Index
	PDCCH monitoring occasions (SFN and slot number)
	First symbol index
(k = 0, 1, … 15)

	0
	


 
	0, 1, 6, 7 for




, , , 

	1
	Reserved

	2
	Reserved

	3
	Reserved

	4
	Reserved

	5
	Reserved

	6
	Reserved

	7
	Reserved

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-14: PDCCH monitoring occasions for Type0-PDCCH CSS set - SS/PBCH block and CORESET multiplexing pattern 2 and {SS/PBCH block, PDCCH} SCS {240, 120} kHz 
	Index
	PDCCH monitoring occasions (SFN and slot number)
	First symbol index
(k = 0, 1, …, 7)

	0
	



 or 
	






0, 1, 2, 3, 0, 1 in , , , , ,  ()



12, 13 in ,  ()

	1
	Reserved

	2
	Reserved

	3
	Reserved

	4
	Reserved

	5
	Reserved

	6
	Reserved

	7
	Reserved

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-15: PDCCH monitoring occasions for Type0-PDCCH CSS set - SS/PBCH block and CORESET multiplexing pattern 3 and {SS/PBCH block, PDCCH} SCS {120, 120} kHz 
	Index
	PDCCH monitoring occasions (SFN and slot number)
	First symbol index
(k = 0, 1, … 15)

	0
	


 
	4, 8, 2, 6 in




, , , 

	1
	Reserved

	2
	Reserved

	3
	Reserved

	4
	Reserved

	5
	Reserved

	6
	Reserved

	7
	Reserved

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved








If a UE detects a first SS/PBCH block and determines that a CORESET for Type0-PDCCH CSS set is not present, and for  for FR1 or for  for FR2, the UE may determine the nearest (in the corresponding frequency direction) global synchronization channel number (GSCN) of a second SS/PBCH block having a CORESET for an associated Type0-PDCCH CSS set as .  is the GSCN of the first SS/PBCH block and  is a GSCN offset provided by Table 13-16 for FR1 and Table 13-17 for FR2. If the UE detects the second SS/PBCH block and the second SS/PBCH block does not provide a CORESET for Type0-PDCCH CSS set, as described in Subclause 4.1, the UE may ignore the information related to GSCN of SS/PBCH block locations for performing cell search.






If a UE detects a SS/PBCH block and determines that a CORESET for Type0-PDCCH CSS set is not present, and for  for FR1 or for  for FR2, the UE determines that there is no SS/PBCH block having an associated Type0-PDCCH CSS set within a GSCN range . and  are respectively determined by controlResourceSetZero and searchSpaceZero in the four most significant bits and the four least significant bits of pdcch-ConfigSIB1. If the GSCN range is , the UE determines that there is no information for a second SS/PBCH block with a CORESET for an associated Type0-PDCCH CSS set on the detected SS/PBCH block. 
If a UE does not detect any SS/PBCH block providing a CORESET for Type0-PDCCH CSS set, as described in Subclause 4.1, within a time period determined by the UE, the UE may ignore the information related to GSCN of SS/PBCH locations in performing cell search.


Table 13-16: Mapping between the combination of  and controlResourceSetZero and searchSpaceZero in pdcch-ConfigSIB1 to  for FR1
	

	16×controlResourceSetZero +searchSpaceZeropdcch pdcch-ConfigSIB1
	


	24
	0, 1, …, 255
	1, 2, …, 256

	25
	0, 1, …, 255
	257, 258, …, 512

	26
	0, 1, …, 255
	513, 514, …., 768

	27
	0, 1, …, 255
	-1, -2, …, -256

	28
	0, 1, …, 255
	-257, -258, …, -512

	29
	0, 1, …, 255
	-513, -514, …., -768

	30
	0, 1, …, 255
	Reserved, Reserved, …, Reserved





Table 13-17: Mapping between the combination of  and controlResourceSetZero and searchSpaceZero in pdcch-ConfigSIB1 to  for FR2
	

	16×controlResourceSetZero +searchSpaceZeropdcch-ConfigSIB1
	


	12
	0, 1, …, 255
	1, 2, …, 256

	13
	0, 1, …, 255
	-1, -2, …, -256

	14
	0, 1, …, 255
	Reserved, Reserved, …, Reserved
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