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1. Overall Description:
RAN2 requested in R2-1813319 that RAN1 would define default values for the L1 parameters required during the transition from RRC IDLE/INACTIVE to RRC CONNECTED state but for which the values are not provided via MIB or SIB. However, RAN2 has noted that there are default values defined by RAN1 also for parameters used while in RRC_CONNECTED, some of which were recently found to have issues related to the handling of default values since it is not always simple to define how to apply the default values in an unambiguous way upon absence of a field. RAN2 has the general principle is that any default behaviour in the other specs should only be used when the field is not initially configured (i.e. before the field is provided for the first time).
Therefore, RAN2 would respectfully request that RAN1 and RAN4 to avoid defining default values for RRC parameters that are utilized in CONNECTED mode from Rel-16 onwards. In case when the default values are necessary from RAN1/4 perspective, RAN2 would request to be provided with the reasons so RAN2 can also consider whether such signalling optimizations are necessary from RAN2 perspective and how to deal with such cases (RAN2 could e.g. decide to always apply a default value in RRC in a way that’s transparent to RAN1 specifications). 

2. Actions:
To RAN WG1 and RAN WG4 group.
ACTION: 	RAN2 would respectfully request that RAN1 and RAN4 to avoid defining default values for RRC parameters that are utilized in CONNECTED mode from Rel-16 onwards. 

In case when the default values are necessary from RAN1/4 perspective, RAN2 would request to be provided with the reasons so RAN2 can also consider whether such signalling optimizations are necessary from RAN2 perspective and how to deal with such cases in RRC (RAN2 could e.g. decide to always apply a default value in RRC in a way that’s transparent to RAN1 specifications). 

3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN2#106		13 – 17 May 2019		Reno
3GPP RAN2#107		26 – 30 August 2019		Prague



