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	Title:	
	Draft CR on a typo related to SRS request

	
	

	Source to WG:
	ZTE

	Source to TSG:
	

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-5-3

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
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D  (editorial modification)
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	Reason for change:
	SRS request filed exists in DCI format 0_1 and 1_1 rather than 0_1 and 1_0. 

	
	

	Summary of change:
	Change ‘1_0’ to ‘1_1’ in SRS request table.

	
	

	Consequences if not approved:
	The description in 212 for SRS request table is not correct.

	
	

	Clauses affected:
	7.3.1.1.2
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	(show related CRs)
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	Other comments:
	Isolated impact analysis:
This CR just corrects a typo, there is no implementation impact.

	
	

	This CR's revision history:
	This is the first version for this CR.
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Table 7.3.1.1.2-24: SRS request 
	Value of SRS request field
	Triggered aperiodic SRS resource set(s) for DCI format 0_1, 1_01, and 2_3 configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeB'
	Triggered aperiodic SRS resource set(s) for DCI format 2_3 configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeA'

	00
	No aperiodic SRS resource set triggered
	No aperiodic SRS resource set triggered

	01
	SRS resource set(s) configured with higher layer parameter aperiodicSRS-ResourceTrigger set to 1
	SRS resource set(s) configured with higher layer parameter SRS-SetUse set to 'antenna switching' and resourceType in SRS-ResourceSet set to 'aperiodic' for a 1st set of serving cells configured by higher layers

	10
	SRS resource set(s) configured with higher layer parameter aperiodicSRS-ResourceTrigger set to 2
	SRS resource set(s) configured with higher layer parameter SRS-SetUse set to 'antenna switching' and resourceType in SRS-ResourceSet set to 'aperiodic' for a 2nd set of serving cells configured by higher layers

	11
	SRS resource set(s) configured with higher layer parameter aperiodicSRS-ResourceTrigger set to 3
	SRS resource set(s) configured with higher layer parameter SRS-SetUse set to 'antenna switching' and resourceType in SRS-ResourceSet set to 'aperiodic' for a 3rd set of serving cells configured by higher layers
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