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	Reason for change:
	When a CSI report is configured to be transmitted on PUCCH, but due to overlap of the PUCCH with a PUSCH, the CSI report is transmitted on PUSCH, in 38.214, it states that: “the encoding scheme follows that of PUCCH”. The intention of this statement is for the payload generation (CSI part 1 and CSI part2) and not the channel coding.
For example, a wideband CSI report when configured for PUCCH has single CSI part, but when configured for PUSCH has CSI part 1 and CSI part 2. A CSI report configured for PUCCH but transmitted on PUSCH follows the payload generation of PUCCH, i.e. single CSI part. 
This CR clarifies this intended behavior.

	
	

	Summary of change:
	Clarify that when a CSI report that has been configured for PUCCH is transmitted on PUSCH, the determination of the payload for CSI part 1 and CSI part 2 follows that of PUCCH.

	
	

	Consequences if not approved:
	Ambiguity in the specs as it could be interpreted that the channel coding of CSI configured for PUCCH and piggy-backed on PUSCH follows that of PUCCH, which is not the intended behavior and conflicts with other specifications
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	Other comments:
	Isolated impact analysis:
· This CR clarifies the intended behavior when CSI reports configured for PUCCH are piggy-backed on PUSCH.  
· [bookmark: _Hlk16577954][bookmark: _Hlk16578071]If either the UE or the gNB doesn’t implement the CR, and interprets the “encoding scheme” as the channel encoding scheme rather than for payload determination, the reception of the UCI payload fails at the gNB when piggy-backed on PUSCH.
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[bookmark: _Toc11352132]5.2.3	CSI reporting using PUSCH
<Omitted Parts>
For both Type I and Type II reports configured for PUCCH but transmitted on PUSCH, the encoding scheme determination of the payload for CSI part 1 and CSI part 2 follows that of PUCCH as described in Subclause 5.2.4.
<Omitted Parts>
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