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1. Overall Description:

RAN1 thanks RAN2 for the LS and would like to provide the following response.
Regarding the below scenario in the question from RAN2,

“RAN2 has discussed UE behavior in the case where a periodic CSI or semi-persistent CSI over PUCCH, in addition to HARQ N/ACK, overlaps with a PUSCH in symbol n. When simultaneousHARQ-ACK-CSI is enabled, if UE performs UCI multiplexing between CSI and HARQ N/ACK according to the current PHY-layer specification (TS38.213 v15.5.0, subclause 9.2.1), then with some PUCCH configurations, it seems possible that the resulting multiplexed UCIs can be relocated to symbols that are in the same slot but no longer overlap with PUSCH.”

According to the current TS38.213 v15.6.0, it may happen that the resulting multiplexed UCIs can be relocated to symbols that are in the same slot but whether they still overlaps with PUSCH or not depends on a gNB scheduling. It is RAN1’s understanding it is up to the gNB to select either one of them when DRX is configured and then further RAN1 discussion to solve the scenario is not necessary.
2. Actions:

To RAN2.

ACTION: RAN1 would like to ask RAN4 to take the above into consideration in future work.
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #98bis 
14th – 18th October 2019
Chongqing, China.

TSG-RAN WG1 Meeting #99
18th – 22th November 2019
Reno, USA.
