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	Reason for change:
	1) Issue1: Unclear description of DL DCI after UL DCI in section 9.1.2.2,
· The description is not clear enough that whether a PDSCH reception or a PDCCH scheduling the PDSCH reception is detected in a PDCCH monitoring occasion.
· It is not clear whether the PDCCH monitoring occasion with the DL DCI starts after the first symbol or the last symbol of the PDCCH monitoring occasion with the UL DCI.
2) Issue2: Wrong time gap between BWP switching DCI and PUSCH in section 9.1.2.2. 
· The time gap checking between BWP switching DCI and PUSCH is to ensure there is enough preparation time of PUSCH, while N2 cannot cover the processing time of d2,1, which may result in no enough preparation time of PUSCH according to the change of HARQ-ACK codebook due to BWP switching  . Hence, T2 is more suitable to be used as the time gap.
· There is no reference μ definition of the time gap between a BWP switching DCI and a PUSCH.
3) Issue3: Wrong time gap of N3 and missing of parameter definition for N3 time gap in section 9.1.2.1:
· N3 should not be directly used as the time gap between a BWP switching DCI and a PUCCH, since the reference SCS for determing N3 may not be the same as the SCS of PUCCH. In addtion, absoulte time based on N3 as in section 9.2.3 should be used as the time gap.
· There is no reference μ and capability definition for N3 when N3 is used to check the time gap between a BWP switching DCI and a PUCCH.
4) Issue4: Missing of time gap checking for dynamic HARQ-ACK codebook in section 9.1.3.1 and 9.1.3.2:
· Time gap (N3 and T2) checking between DCI format switching a DL BWP and PUCCH/PUSCH carrying HARQ-ACK should be also used for dynamic HARQ-ACK codebook on PUCCH/PUSCH. Otherwise, there may be no enough time for UE to reprepare the dynamic HARQ-ACK codebook on PUSCH when a BWP switching happens.
5) Issue5: Missing of time gap checking for UL BWP switching on Pcell
· There should be time gap restriction (N3 and T2) between DCI switching an UL BWP on Pcell and the first symbol of PUCCH/PUSCH carrying HARQ-ACK, since the UL BWP switching on Pcell will impact the codebook generation as well. Otherwise, there may be no enough time for UE to reprepare the HARQ-ACK codebook on PUCCH/PUSCH when an UL BWP switching happens on Pcell.
6) Issue 6: Unclear or wrong description of N3 time gap in section 9.2.3:
· It is not clear that the N3 time gap is based on the first symbol or the last symbol of the PDCCH with the second DCI.
· All SCS configurations of the PDCCHs providing the DCI formats are considered for determining the reference μ for N3 time gap, which is not correct since N3 is used to reflect the processing time of the second DCI and the preparation time of the PUCCH on the first resource. The SCS configuration of the first DCI should be not considered to determine the reference μ.
· [bookmark: OLE_LINK2][bookmark: OLE_LINK3]The condition for using capability 2 is when capability 2 is enabled for the serving cell with the second DCI and all serving cells with corresponding HARQ-ACK information multiplexed in the PUCCH transmission in the slot, which is not correct. N3 actually does not consider the processing time of PDSCH, which means whether capability 2 is enabled for serving cells with PDSCH having corresponding HARQ-ACK information multiplexed in the PUCCH does not have any impact on N3 definition.
7) Issue 7: Unclear HARQ-ACK timing
· The reference for slot determination for HARQ-ACK timing is not clear for the cases of SPS PDSCH and no PDSCH-to-HARQ-timing-indicator field in scheduling DCI.
· From gNB perspective, downlink frame and corresponding uplink frame are aligned, while from UE perspective, downlink frame and corresponding uplink frame are not aligned by considering TA for uplink frame already, as shown in figure 1 defined in 38.211 clause 4.3.1. In HARQ timing determination, for a PDSCH ending in UL slot n, UE transmit HARQ-ACK in UL slot n+k. Due to TA at UE side, gNB and UE may have different understandings on UL slot n/n+k. As an example in figure 2, for PDSCH in slot n, gNB indicate K1=2 and expect to receive HARQ-ACK in slot n+2. But from UE perspective, the PDSCH in DL slot n ends in UL slot n+1, hence UE would transmit HARQ-ACK in UL slot n+3.


Figure 1 Uplink-downlink timing relation


Figure 2 Misalignment between gNB and UE on HARQ-ACK timing


	
	

	Summary of change:
	1) Clarify that it is a DL DCI scheduls the PDSCH reception or the SPS PDSCH release detected in a PDCCH monitoring occasion. Clarify that the PDCCH monitoring occasion with the DL DCI starts after the first symbol of the PDCCH monitoring occasion with the UL DCI.
2) Change N2 into T2, and add the definition of μ for T2 time gap.
3) Chang N3 into absoulte time, and add the defintion of μ and capability for N3 time gap.
4) Add the time gap checking between BWP switching DCI and starting symbol of PUCCH/PUSCH for dynamic HARQ-ACK codebook on PUCCH/PUSCH.
5) Add UL BWP switching in the UE behaviour of checking time gap between the DCI and the starting symbol of PUCCH/PUSCH for both semi-static codebook and dynamic codebook.
6) Clarify the checking of N3 is based on the last symbol of the second DCI, and only the SCS configurations of the second DCI and the PUCCH should be considered to determine the reference μ, and capability 2 is used to determine N3 when capability is enabled for the serving cell with the second DCI in section 9.2.3
7) Clarify that for all cases, slots for PUCCH transmission is referenced in HARQ-ACK timing determination, and UE shall assume TTA=0 when determining HARQ-ACK timing.

	
	

	Consequences if not approved:
	1) Unclear description of DL grant after UL grant.
2) Wrong time gap which may result in no enough time for the preparation of PUSCH when a BWP switching happens and unclear definition of μ.
3) Unclear specification which may lead to different understandings at gNB and UE side.
4) There may be not enough time for UE to generate the dynamic codebook on PUCCH/PUSCH when a BWP switching happens.
5) There may be not enough time for UE to generate the codebook when an UL BWP switching happens on Pcell.
6) Unclear UE behavior when checking N3 and incorrect reference μ and capability for determing N3 in section 9.2.3.
7) gNB and UE may have different understandings on the HARQ-ACK feedback timing.

	
	

	Clauses affected:
	9.1.2.1,  9.1.2.2,  9.1.3.1,  9.1.3.2,  9.2.3
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	Other comments:
	Isolated impact analysis:
If the network is implemented according to the CR and UE is not, or UE is implemented according to this CR but network is not, there may be different understandings between gNB and UE on the HARQ-ACK codebook in PUCCH/PUSCH. However, we think it is commonly understood in RAN1 that this CR should not change UE implementation. 
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[bookmark: _Ref505248562][bookmark: _Toc12021470]9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel





For a serving cell , an active DL BWP, and an active UL BWP, as described in Subclause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP. The determination is based:

a)	on a set of slot timing values  associated with the active UL BWP


a)	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for DCI format 1_1 on serving cell ,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for DCI format 1_0


[bookmark: _Hlk508697304]b)	If the UE is configured to monitor PDCCH for DCI format 1_1 for serving cell ,  is provided by dl-DataToUL-ACK for DCI format 1_1


b)	on a set of row indexes  of a table that is provided either by a first set of row indexes of a table that is provided by pdsch-TimeDomainAllocationList in pdsch-ConfigCommon or by Default PDSCH time domain resource allocation A [6, TS 38.214], or by the union of the first set of row indexes and a second set of row indexes, if provided by pdsch-TimeDomainAllocationList in pdsch-Config, associated with the active DL BWP and defining respective sets of slot offsets , start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS 38.214]



c)	on the ratio  between the downlink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Downlink and BWP-Uplink for the active DL BWP and the active UL BWP, respectively
d)	if provided, on tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated as described in Subclause 11.1.


For the set of slot timing values , the UE determines a set of  occasions for candidate PDSCH receptions or SPS PDSCH releases according to the following pseudo-code. A location in the Type-1 HARQ-ACK codebook for HARQ-ACK information corresponding to a SPS PDSCH release is same as for a corresponding SPS PDSCH reception.

Set  - index of occasion for candidate PDSCH reception or SPS PDSCH release

Set 

Set 


Set  to the cardinality of set 



Set k =0 – index of slot timing values , in descending order of the slot timing values, in set  for serving cell 

while  

if  

Set  – index of a DL slot within an UL slot

while  

Set  to the set of rows


Set  to the cardinality of 


Set  – index of row in set 




if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the PCell and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the PCell 
continue;
else 

while 





if the UE is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL where  is the k-th slot timing value in set , 

;
else

; 
end if
end while

if the UE does not indicate a capability to receive more than one unicast PDSCH per slot and , 

; 

;
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else 


Set  to the cardinality of 


Set  to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of 

while 

Set  

while 



if  for start OFDM symbol index  for row  


; - index of occasion for candidate PDSCH reception or SPS PDSCH release associated with row 

;

;
else

; 
end if
end while



;


Set  to the smallest last OFDM symbol index among all rows of ;
end while
end if
end if

; 
end while
end if

;
end while



If the UE indicates a capability to receive more than one PDSCH per slot, for occasions of candidate PDSCH receptions corresponding to rows of associated with a same value of , where , the UE does not expect to receive more than one PDSCH in a same DL slot. 
If a UE receives a SPS PDSCH, or a SPS PDSCH release, or a PDSCH that is scheduled by a DCI format 1_0 and if
-	the UE is configured with one serving cell, and

-	, and
-	PDSCH-CodeBlockGroupTransmission is provided to the UE
the UE generates HARQ-ACK information only for the transport block in the PDSCH or only for the SPS PDSCH release.
If a UE receives a SPS PDSCH, or a SPS PDSCH release, or a PDSCH that is scheduled by a DCI format 1_0 and if
-	the UE is configured with more than one serving cells, or

-	, and
-	PDSCH-CodeBlockGroupTransmission is provided to the UE

the UE repeats  times the HARQ-ACK information for the transport block in the PDSCH or for the SPS PDSCH release.


















A UE does not expect to detect a DCI format switching a DL BWP or an UL BWP on Pcell within   symbols prior to a first symbol of a PUCCH transmission where the UE multiplexes HARQ-ACK information, where  and  are defined in subclause 4.1 of [4, TS 38.211] and is defined in Subclause 9.2.3 corresponds to the smallest SCS configuration among the SCS configurations of the PDCCHs providing the DCI format switching a DL BWP and the SCS configuration of the PUCCH, and if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell with the DCI format switching a DL BWP or an UL BWP on Pcell,  for ,  for ,  for ; otherwise ,  for ,  for ,  for ,  for . 
If a UE is provided dl-DataToUL-ACK, the UE does not expect to be indicated by DCI format 1_0 a slot timing value for transmission of HARQ-ACK information that does not belong to the intersection of the set of slot timing values {1, 2, 3, 4, 5, 6, 7, 8} and the set of slot timing values provided by dl-DataToUL-ACK for the active DL BWP of a corresponding serving cell.
If an occasion for a candidate PDSCH reception can be in response to a PDCCH with DCI format 1_1 and if maxNrofCodeWordsScheduledByDCI indicates reception of two transport blocks, when the UE receives a PDSCH with one transport block, the HARQ-ACK information is associated with the first transport block and the UE generates a NACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is not provided and generates HARQ-ACK information with value of ACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is provided. 





A UE determines  HARQ-ACK information bits, for a total number of  HARQ-ACK information bits, of a HARQ-ACK codebook for transmission in a PUCCH according to the following pseudo-code. In the following pseudo-code, if the UE does not receive a transport block or a CBG, due to the UE not detecting a corresponding DCI format 1_0 or DCI format 1_1, the UE generates a NACK value for the transport block or the CBG. The cardinality of the set  defines a total number  of occasions for PDSCH reception or SPS PDSCH release for serving cell  corresponding to the HARQ-ACK information bits.

Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell

Set - HARQ-ACK information bit index

Set  to the number of serving cells configured by higher layers for the UE

while 

Set  – index of occasion for candidate PDSCH reception or SPS PDSCH release

while 

if harq-ACK-SpatialBundlingPUCCH is not provided, PDSCH-CodeBlockGroupTransmission is not provided, and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for the active DL BWP of serving cell ,

 = HARQ-ACK information bit corresponding to a first transport block of this cell;

;

 = HARQ-ACK information bit corresponding to a second transport block of this cell;

;

elseif harq-ACK-SpatialBundlingPUCCH is provided, and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for the active DL BWP of serving cell ,

 = binary AND operation of the HARQ-ACK information bits corresponding to first and second transport blocks of this cell - if the UE receives one transport block, the UE assumes ACK for the second transport block;

;


elseif PDSCH-CodeBlockGroupTransmission is provided, and  CBGs are indicated by maxCodeBlockGroupsPerTransportBlock for serving cell ,

Set - CBG index

while 


 = HARQ-ACK information bit corresponding to CBG  of the first transport block;

if the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for the active DL BWP of serving cell 


	 = HARQ-ACK information bit corresponding to CBG  of the second transport block;
end if

;
end while



, where  is the value of maxNrofCodeWordsScheduledByDCI for the active DL BWP of serving cell ;
else


 = HARQ-ACK information bit of serving cell ;

;
end if

;
end while

;
end while



If , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in Subclause 7.2.1, as  where 







-	 is the number of transport blocks the UE receives in PDSCH reception occasion  for serving cell  if harq-ACK-SpatialBundlingPUCCH and PDSCH-CodeBlockGroupTransmission are not provided, or the number of transport blocks the UE receives in PDSCH reception occasion  for serving cell  if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format 1_0, or the number of PDSCH receptions if harq-ACK-SpatialBundlingPUCCH is provided or SPS PDSCH release in PDSCH reception occasion  for serving cell  and the UE reports corresponding HARQ-ACK information in the PUCCH.



-	 is the number of CBGs the UE receives in a PDSCH reception occasion  for serving cell  if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format 1_1 and the UE reports corresponding HARQ-ACK information in the PUCCH.
[bookmark: _Toc12021471]9.1.2.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by DCI format 0_0, then 


-	if the UE has not received any PDSCH or SPS PDSCH release that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PDSCH-to-HARQ feedback timing field in a DCI format scheduling the PDSCH reception or the SPS PDSCH release or on the value of dl-DataToUL-ACK if the PDSCH-to-HARQ feedback timing field is not present in the DCI format, in any of the  occasions for candidate PDSCH receptions by DCI format 1_0 or DCI format 1_1 or SPS PDSCH on any serving cell , as described in Subclause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;

-	else the UE generates the HARQ-ACK codebook as described in Subclause 9.1.2.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH, unless the UE receives only a SPS PDSCH release, or only SPS PDSCH reception, or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the  occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Subclause 9.1.2.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PDSCH reception or SPS PDSCH release that the UE detects a DCI format scheduling the PDSCH reception or SPS PDSCH release in a PDCCH monitoring occasion that starts after the first symbol of a PDCCH monitoring occasion where the UE detects a DCI format 0_0 or a DCI format 0_1 scheduling the PUSCH transmission.





A UE does not expect to detect a DCI format switching a DL BWP or an UL BWP on Pcell within  symbols prior to a first symbol of a PUSCH transmission where the UE multiplexes HARQ-ACK information, where  is defined in [6, TS 38.214] and  corresponds to the smallest SCS configuration among the SCS configuration of the PDCCH carrying the DCI format switching a DL BWP or an UL BWP on Pcell, the SCS configuration of the PDCCH carrying the DCI scheduling the PUSCH and the SCS configuration of the PUSCH. 



If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format 0_1, the UE generates the HARQ-ACK codebook as described in Subclause 9.1.2.1 when a value of the DAI field in DCI format 0_1 is  except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH. The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when  unless the UE receives only a SPS PDSCH release, or only a SPS PDSCH, or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the  occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Subclause 9.1.2.
[bookmark: _Ref497329141][bookmark: _Toc12021472]9.1.3	Type-2 HARQ-ACK codebook determination 
This subclause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = dynamic.
[bookmark: _Ref500250940][bookmark: _Toc12021473]9.1.3.1	Type-2 HARQ-ACK codebook in physical uplink control channel


A UE determines monitoring occasions for PDCCH with DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release on an active DL BWP of a serving cell , as described in Subclause 10.1, and for which the UE transmits HARQ-ACK information in a same PUCCH in slot  based on

-	PDSCH-to-HARQ_feedback timing values for PUCCH transmission with HARQ-ACK information in slot  in response to PDSCH receptions or SPS PDSCH release

-	slot offsets  [6, TS 38.214] provided by time domain resource assignment field in DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release and by pdsch-AggregationFactor, when provided.

The set of PDCCH monitoring occasions for DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release is defined as the union of PDCCH monitoring occasions across active DL BWPs of configured serving cells, ordered in ascending order of start time of the search space set associated with a PDCCH monitoring occasion. The cardinality of the set of PDCCH monitoring occasions defines a total number  of PDCCH monitoring occasions.


A value of the counter downlink assignment indicator (DAI) field in DCI format 1_0 or DCI format 1_1 denotes the accumulative number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH reception(s) or SPS PDSCH release associated with DCI format 1_0 or DCI format 1_1 is present, up to the current serving cell and current PDCCH monitoring occasion, first in ascending order of serving cell index and then in ascending order of PDCCH monitoring occasion index , where . 

The value of the total DAI, when present [5, TS 38.212], in DCI format 1_1 denotes the total number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH reception(s) or SPS PDSCH release associated with DCI format 1_0 or DCI format 1_1 is present, up to the current PDCCH monitoring occasion  and is updated from PDCCH monitoring occasion to PDCCH monitoring occasion. 






Denote by  the value of the counter DAI in DCI format 1_0 or DCI format 1_1 for scheduling on serving cell  in PDCCH monitoring occasion  according to Table 9.1.3-1. Denote by  the value of the total DAI in DCI format 1_1 in PDCCH monitoring occasion  according to Table 9.1.3-1. The UE assumes a same value of total DAI in all DCI formats 1_1 in PDCCH monitoring occasion .
















A UE does not expect to detect a DCI format switching a DL BWP or an UL BWP on Pcell within prior to a first symbol of a PUCCH transmission where the UE multiplexes HARQ-ACK information, where  and  are defined in subclause 4.1 of [4, TS 38.211] and corresponds to the smallest SCS configuration among the SCS configurations of the PDCCHs providing the DCI format switching a DL BWP and the SCS configuration of the PUCCH, and if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell with the DCI format switching a DL BWP or an UL BWP on Pcell,  for ,  for ,  for ; otherwise ,  for ,  for ,  for ,  for .



If the UE transmits HARQ-ACK information in a PUCCH in slot  and for any PUCCH format, the UE determines the , for a total number of  HARQ-ACK information bits, according to the following pseudo-code:

Set  – PDCCH with DCI format 1_0 or DCI format 1_1 monitoring occasion index: lower index corresponds to earlier PDCCH with DCI format 1_0 or DCI format 1_1 monitoring occasion

Set 

Set 

Set 

Set 

Set  to the number of serving cells configured by higher layers for the UE

Set  to the number of PDCCH monitoring occasion(s)

while 

Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell

while 



if PDCCH monitoring occasion  is before an active DL BWP change on serving cell  or an active UL BWP change on the PCell and an active DL BWP change is not triggered by a DCI format 1_1 in PDCCH monitoring occasion  

;
else



if there is a PDSCH on serving cell  associated with PDCCH in PDCCH monitoring occasion , or there is a PDCCH indicating SPS PDSCH release on serving cell  

if 


end if



if 


else 


end if

if harq-ACK-SpatialBundlingPUCCH is not provided and  is a monitoring occasion for PDCCH with DCI format 1_0 or DCI format 1_1 and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of at least one serving cell,

 = HARQ-ACK information bit corresponding to the first transport block of this cell

 = HARQ-ACK information bit corresponding to the second transport block of this cell



elseif harq-ACK-SpatialBundlingPUCCH is provided to the UE and  is a monitoring occasion for PDCCH with DCI format 1_1 and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks in at least one configured DL BWP of a serving cell,

 = binary AND operation of the HARQ-ACK information bits corresponding to the first and second transport blocks of this cell


else

 = HARQ-ACK information bit of this cell


end if 
end if


end if
end while


end while

if 


end if
if harq-ACK-SpatialBundlingPUCCH is not provided to the UE and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of a serving cell,


else


end if


 for any 

Set  

while 




if SPS PDSCH reception is activated for a UE and the UE is configured to receive SPS PDSCH in a slot  for serving cell , where  is the PDSCH-to-HARQ-feedback timing value for SPS PDSCH on serving cell 



= HARQ-ACK information bit associated with the SPS PDSCH reception
end if

;
end while
For a PDCCH monitoring occasion with DCI format 1_0 or DCI format 1_1 in the active DL BWP of a serving cell, when a UE receives a PDSCH with one transport block and the value of maxNrofCodeWordsScheduledByDCI is 2, the HARQ-ACK information is associated with the first transport block and the UE generates a NACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is not provided and generates HARQ-ACK information with value of ACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is provided. 



If a UE is not provided PDSCH-CodeBlockGroupTransmission for each of the  serving cells, or for PDSCH receptions scheduled by DCI format 1_0, or for SPS PDSCH reception, or for SPS PDSCH release, and if , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in Subclause 7.2.1, as 

	
where 




-	if ,  is the value of the counter DAI in the last DCI format 1_0 or DCI format 1_1 scheduling PDSCH reception or indicating SPS PDSCH release for any serving cell  that the UE detects within the  PDCCH monitoring occasions. 

-	if  



-	if the UE does not detect any DCI format 1_1 in a last PDCCH monitoring occasion within the  PDCCH monitoring occasions where the UE detects at least one DCI format scheduling PDSCH reception or indicating SPS PDSCH release for any serving cell ,  is the value of the counter DAI in a last DCI format 1_0 the UE detects in the last PDCCH monitoring occasion



-	if the UE detects at least one DCI format 1_1 in a last PDCCH monitoring occasion within the  PDCCH monitoring occasions where the UE detects at least one DCI format scheduling PDSCH reception or indicating SPS PDSCH release for any serving cell ,  is the value of the total DAI in the at least one DCI format 1_1



-	 if the UE does not detect any DCI format 1_0 or DCI format 1_1 scheduling PDSCH reception or indicating SPS PDSCH release for any serving cell  in any of the  PDCCH monitoring occasions.






-	 is the total number of DCI format 1_0 and DCI format 1_1 scheduling PDSCH receptions or indicating SPS PDSCH release that the UE detects within the  PDCCH monitoring occasions for serving cell .  if the UE does not detect any DCI format 1_0 or DCI format 1_1 scheduling PDSCH reception or indicating SPS PDSCH release for serving cell  in any of the  PDCCH monitoring occasions.



-	 if the value of maxNrofCodeWordsScheduledByDCI is 2 for any serving cell  and harq-ACK-SpatialBundlingPUCCH is not provided; otherwise, .







-	 is the number of transport blocks the UE receives in a PDSCH scheduled by DCI format 1_0 or DCI format 1_1 that the UE detects in PDCCH monitoring occasion  for serving cell  if harq-ACK-SpatialBundlingPUCCH is not provided, or the number of PDSCH scheduled by DCI format 1_0 and DCI format 1_1 that the UE detects in PDCCH monitoring occasion  for serving cell  if harq-ACK-SpatialBundlingPUCCH is provided, or the number of DCI format 1_0 that the UE detects and indicate SPS PDSCH release in PDCCH monitoring occasion  for serving cell . 



-	 is the number of SPS PDSCH receptions by the UE on serving cell  for which the UE transmits corresponding HARQ-ACK information in the same PUCCH as for HARQ-ACK information corresponding to PDSCH receptions within the  PDCCH monitoring occasions.
If a UE 

-	is provided PDSCH-CodeBlockGroupTransmission for  serving cells; and


-	is not provided PDSCH-CodeBlockGroupTransmission, for  serving cells where 

the UE determines the  according to the previous pseudo-code with the following modifications



-	 is used for the determination of a first HARQ-ACK sub-codebook for SPS PDSCH release, SPS PDSCH reception, and for TB-based PDSCH receptions scheduled by DCI formats 1_0 on the  serving cells and by DCI formats 1_0 and DCI formats 1_1 on the  serving cells



-	 is replaced by  for the determination of a second HARQ-ACK sub-codebook corresponding to the  serving cells for CBG-based PDSCH receptions scheduled by DCI format 1_1, and











-	Instead of generating one HARQ-ACK information bit per transport block for a serving cell from the  serving cells, the UE generates  HARQ-ACK information bits, where  is the maximum value of  across all  serving cells and  is the value of maxNrofCodeWordsScheduledByDCI for serving cell . If for a serving cell  it is , the UE generates NACK for the last  HARQ-ACK information bits for serving cell 
-	The pseudo-code operation when harq-ACK-SpatialBundlingPUCCH is provided is not applicable
-	The counter DAI value and the total DAI value apply separately for each HARQ-ACK sub-codebook
-	The UE generates the HARQ-ACK codebook by appending the second HARQ-ACK sub-codebook to the first HARQ-ACK sub-codebook


If , the UE also determines  for obtaining a PUCCH transmission power, as described in Subclause 7.2.1, with 

	
where




-	if ,  is the value of the counter DAI in the last DCI format 1_1 scheduling CBG-based PDSCH reception for any serving cell  that the UE detects within the  PDCCH monitoring occasions 




-	if ,  is the value of the total DAI in the last DCI format 1_1 scheduling CBG-based PDSCH reception for any serving cell  that the UE detects within the  PDCCH monitoring occasions



-	 if the UE does not detect any DCI format 1_1 scheduling CBG-based PDSCH reception for any serving cell  in any of the  PDCCH monitoring occasions 






-	 is the total number of DCI format 1_1 scheduling CBG-based PDSCH receptions that the UE detects within the  PDCCH monitoring occasions for serving cell .  if the UE does not detect any DCI format 1_1 scheduling CBG-based PDSCH reception for serving cell  in any of the  PDCCH monitoring occasions



-	 is the number of CBGs the UE receives in a PDSCH scheduled by DCI format 1_1 that the UE detects in PDCCH monitoring occasion  for serving cell  and the UE reports corresponding HARQ-ACK information in the PUCCH

Table 9.1.3-1: Value of counter DAI in DCI format 1_0 and of counter DAI or total DAI DCI format 1_1
	DAI
MSB, LSB
	

 or  
	

Number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH transmission(s) associated with PDCCH or PDCCH indicating SPS PDSCH release is present, denoted as  and 

	0,0
	1
	


	0,1
	2
	


	1,0
	3
	


	1,1
	4
	




[bookmark: _Toc12021474]9.1.3.2	Type-2 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by DCI format 0_0, then

-	if the UE has not received any PDCCH within the monitoring occasions for DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception to multiplex in the PUSCH, as described in Subclause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else, the UE generates the HARQ-ACK codebook as described in Subclause 9.1.3.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format 0_1, the UE generates the HARQ-ACK codebook as described in Subclause 9.1.3.1, with the following modifications:




-	For the pseudo-code for the HARQ-ACK codebook generation in Subclause 9.1.3.1, after the completion of the  and  loops, the UE sets  where  is the value of the DAI field in DCI format 0_1 according to Table 9.1.3-2
-	For the case of first and second HARQ-ACK sub-codebooks, DCI format 0_1 includes a first DAI field corresponding to the first HARQ-ACK sub-codebook and a second DAI field corresponding to the second HARQ-ACK sub-codebook
-	harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.


If a UE is not provided PDSCH-CodeBlockGroupTransmission and the UE is scheduled for a PUSCH transmission by DCI format 0_1 with DAI field value  and the UE has not received any PDCCH within the monitoring occasions for PDCCH with DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception to multiplex in the PUSCH, as described in Subclause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission. 



If a UE is provided PDSCH-CodeBlockGroupTransmission and the UE is scheduled for a PUSCH transmission by DCI format 0_1 with first DAI field value  or with second DAI field value  and the UE has not received any PDCCH within the monitoring occasions for PDCCH with DCI format 1_0 or with DCI format 1_1, respectively, for scheduling PDSCH receptions or SPS PDSCH release on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception to multiplex in the PUSCH, as described in Subclause 9.1.3.1, the UE does not multiplex HARQ-ACK information for the first sub-codebook or for the second sub-codebook, respectively, in the PUSCH transmission.



A UE does not expect to detect a DCI format switching a DL BWP or an UL BWP on Pcell within  prior to a first symbol of a PUSCH transmission where the UE multiplexes HARQ-ACK information, where  is defined in [6, TS 38.214] and  corresponds to the smallest SCS configuration among the SCS configuration of the PDCCH carrying the DCI format switching a DL BWP or an UL BWP on Pcell, the SCS configuration of the PDCCH carrying the DCI scheduling the PUSCH and the SCS configuration of the PUSCH.  

Table 9.1.3-2: Value of DAI in DCI format 0_1
	DAI
MSB, LSB
	
 
	

Number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH transmission(s) associated with PDCCH or PDCCH indicating SPS PDSCH release is present, denoted as  and 

	0,0
	1
	


	0,1
	2
	


	1,0
	3
	


	1,1
	4
	




<unchanged part omitted>

9.2.3	UE procedure for reporting HARQ-ACK
A UE does not expect to transmit more than one PUCCH with HARQ-ACK information in a slot. 
For DCI format 1_0, the PDSCH-to-HARQ-timing-indicator field values map to {1, 2, 3, 4, 5, 6, 7, 8}. For DCI format 1_1, if present, the PDSCH-to-HARQ-timing-indicator field values map to values for a set of number of slots provided by dl-DataToUL-ACK as defined in Table 9.2.3-1. 



With reference to slots for PUCCH transmissions, For for a SPS PDSCH reception ending in slot  assuming , where  is defined in [4, TS 38.211], the UE transmits the PUCCH in slot where  is provided by the PDSCH-to-HARQ-timing-indicator field in DCI format 1_0 or, if present, in DCI format 1_1 activating the SPS PDSCH reception. 



With reference to slots for PUCCH transmissions, If if the UE detects a DCI format 1_1 that does not include a PDSCH-to-HARQ-timing-indicator field and schedules a PDSCH reception or activates a SPS PDSCH reception ending in slot  assuming , where  is defined in [4, TS 38.211], the UE provides corresponding HARQ-ACK information in a PUCCH transmission within slot  where  is provided by dl-DataToUL-ACK.





With reference to slots for PUCCH transmissions, if the UE detects a DCI format 1_0 or a DCI format 1_1 scheduling a PDSCH reception ending in slot  assuming  or if the UE detects a DCI format 1_0 indicating a SPS PDSCH release through a PDCCH reception ending in slot  assuming , where  is defined in [4, TS 38.211], the UE provides corresponding HARQ-ACK information in a PUCCH transmission within slot , where  is a number of slots and is indicated by the PDSCH-to-HARQ-timing-indicator field in the DCI format, if present, or provided by dl-DataToUL-ACK.  corresponds to the last slot of the PUCCH transmission that overlaps with the PDSCH reception or with the PDCCH reception in case of SPS PDSCH release assuming , where  is defined in [4, TS 38.211]. 
A PUCCH transmission with HARQ-ACK information is subject to the limitations for UE transmissions described in Subclause 11.1 and Subclause 11.1.1. 
Table 9.2.3-1: Mapping of PDSCH-to-HARQ_feedback timing indicator field values to numbers of slots
	PDSCH-to-HARQ_feedback timing indicator 
	
Number of slots 

	1 bit
	2 bits
	3 bits
	

	'0'
	'00'
	'000'
	1st value provided by dl-DataToUL-ACK

	'1'
	'01'
	'001'
	2nd value provided by dl-DataToUL-ACK

	
	'10'
	'010'
	3rd value provided by dl-DataToUL-ACK

	
	'11'
	'011'
	4th value provided by dl-DataToUL-ACK

	
	
	'100'
	5th value provided by dl-DataToUL-ACK

	
	
	'101'
	6th value provided by dl-DataToUL-ACK

	
	
	'110'
	7th value provided by dl-DataToUL-ACK

	
	
	'111'
	8th value provided by dl-DataToUL-ACK




For a PUCCH transmission with HARQ-ACK information, a UE determines a PUCCH resource after determining a set of PUCCH resources for  HARQ-ACK information bits, as described in Subclause 9.2.1. The PUCCH resource determination is based on a PUCCH resource indicator field [5, TS 38.212] in a last DCI format 1_0 or DCI format 1_1, among the DCI formats 1_0 or DCI formats 1_1 that have a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, that the UE detects and for which the UE transmits corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination, detected DCI formats are first indexed in an ascending order across serving cells indexes for a same PDCCH monitoring occasion and are then indexed in an ascending order across PDCCH monitoring occasion indexes. 
The PUCCH resource indicator field values map to values of a set of PUCCH resource indexes, as defined in Table 9.2.3-2, provided by ResourceList for PUCCH resources from a set of PUCCH resources provided by PUCCH-ResourceSet with a maximum of eight PUCCH resources. 



For the first set of PUCCH resources and when the size  of resourceList is larger than eight, when a UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a last DCI format 1_0 or DCI format 1_1 in a PDCCH reception, among DCI formats 1_0 or DCI formats 1_1 with a value of the PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, the UE determines a PUCCH resource with index , , as

	




where  is a number of CCEs in CORESET  of the PDCCH reception for the DCI format 1_0 or DCI format 1_1 as described in Subclause 10.1,  is the index of a first CCE for the PDCCH reception, and  is a value of the PUCCH resource indicator field in the DCI format 1_0 or DCI format 1_1. 
Table 9.2.3-2: Mapping of PUCCH resource indication field values to a PUCCH resource in a PUCCH resource set with maximum 8 PUCCH resources
	PUCCH resource indicator 
	PUCCH resource

	'000' 
	1st PUCCH resource provided by pucch-ResourceId obtained from the 1st value of resourceList

	'001' 
	2nd PUCCH resource provided by pucch-ResourceId obtained from the 2nd value of resourceList

	'010' 
	3rd PUCCH resource provided by pucch-ResourceId obtained from the 3rd value of resourceList

	'011' 
	4th PUCCH resource provided by pucch-ResourceId obtained from the 4th value of resourceList

	'100' 
	5th PUCCH resource provided by pucch-ResourceId obtained from the 5th value of resourceList

	'101' 
	6th PUCCH resource provided by pucch-ResourceId obtained from the 6th value of resourceList

	'110' 
	7th PUCCH resource provided by pucch-ResourceId obtained from the 7th value of resourceList

	'111' 
	8th PUCCH resource provided by pucch-ResourceId obtained from the 8th value of resourceList



















If a UE detects a first DCI format 1_0 or DCI format 1_1 indicating a first resource for a PUCCH transmission with corresponding HARQ-ACK information in a slot and also detects at a later time a second DCI format 1_0 or DCI format 1_1 indicating a second resource for a PUCCH transmission with corresponding HARQ-ACK information in the slot, the UE does not expect to multiplex HARQ-ACK information corresponding to the second DCI format in a PUCCH resource in the slot if the end the PDCCH reception that includes the second DCI format is not earlier than  from the beginning of a first symbol of the first resource for PUCCH transmission in the slot where,  and  are defined in subclause 4.1 of [4, TS 38.211] and  corresponds to the smallest SCS configuration among the SCS configurations of the PDCCHs providing the second DCI formats and the SCS configuration of the PUCCH. If processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell with the second DCI format and for all serving cells with corresponding HARQ-ACK information multiplexed in the PUCCH transmission in the slot, for ,  for ,  for ; otherwise ,  for ,  for ,  for ,  for . 
If a UE transmits HARQ-ACK information corresponding only to a PDSCH reception without a corresponding PDCCH, a PUCCH resource for corresponding PUCCH transmission with HARQ-ACK information is provided by n1PUCCH-AN.





If a UE transmits a PUCCH with HARQ-ACK information using PUCCH format 0, the UE determines values  and  for computing a value of cyclic shift  [4, TS 38.211] where  is provided by initialCyclicShift of PUCCH-format0 or, if initialCyclicShift is not provided, by the initial cyclic shift index as described in Subclause 9.2.1 and  is determined from the value of one HARQ-ACK information bit or from the values of two HARQ-ACK information bits as in Table 9.2.3-3 and Table 9.2.3-4, respectively. 
Table 9.2.3-3: Mapping of values for one HARQ-ACK information bit to sequences for PUCCH format 0
	HARQ-ACK Value
	0
	1

	Sequence cyclic shift
	

	




Table 9.2.3-4: Mapping of values for two HARQ-ACK information bits to sequences for PUCCH format 0
	HARQ-ACK Value
	{0, 0}
	{0, 1}
	{1, 1}
	{1, 0}

	Sequence cyclic shift
	

	

	

	





If a UE transmits a PUCCH with HARQ-ACK information using PUCCH format 1, the UE is provided a value for  by initialCyclicShift of PUCCH-format1.

















If a UE transmits a PUCCH with  HARQ-ACK information bits and  bits using PUCCH format 2 or PUCCH format 3 in a PUCCH resource that includes  PRBs, the UE determines a number of PRBs  for the PUCCH transmission to be the minimum number of PRBs, that is smaller than or equal to a number of PRBs  provided respectively by nrofPRBs of PUCCH-format2 or nrofPRBs of PUCCH-format3 and start from the first PRB from the number of PRBs, that results to  and, if , , where , , , and  are defined in Subclause 9.2.5.2. For PUCCH format 3, if  is not equal  according to [4, TS 38.211],  is increased to the nearest allowed value of nrofPRBs for PUCCH-format3 [12, TS 38.331]. If , the UE transmits the PUCCH over  PRBs.
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