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[bookmark: _Toc11324465]5.3.2	OFDM baseband signal generation for PRACH

The time-continuous signal  on antenna port  for PRACH is defined by


where  and 

-	 is given by clause 6.3.3; 


-	 is the subcarrier spacing of the initial uplink bandwidth part during initial access. Otherwise,  is the subcarrier spacing of the active uplink bandwidth part; 
-	 is the largest  value among the subcarrier spacing configurations by the higher-layer parameter scs-SpecificCarrierList;
-	[image: ] is the lowest numbered resource block of the initial uplink bandwidth part and is derived by the higher-layer parameter initialUplinkBWP during initial access. Otherwise, [image: ] is the lowest numbered resource block of the active uplink bandwidth part and is derived by the higher-layer parameter BWP-Uplink; 
-	[image: ] is the frequency offset of lowest PRACH transmission occasion in frequency domain with respect to PRB 0 of the initial uplink bandwidth part given by the higher-layer parameter msg1-FrequencyStart during initial access associated with the initial uplink bandwidth part. Otherwise, [image: ] is the frequency offset of lowest PRACH transmission occasion in frequency domain with respect to physical resource block 0 of the active uplink bandwidth part given by the higher-layer parameter msg1-FrequencyStart associated with the active uplink bandwidth part;
-	[image: ] is the PRACH transmission occasion index in frequency domain for a given PRACH transmission occasion in one time instance as given by clause 6.3.3.2; 
-	[image: ] is the number of resource blocks occupied and is given by the parameter allocation expressed in number of RBs for PUSCH in Table 6.3.3.2-1. 


-	 and  are given by clause 6.3.3
-	 where 


-	for ,  



-	for ,  is the number of times the interval  overlaps with either time instance 0 or time instance  in a subframe


The starting position  of the PRACH preamble in a subframe (for ) or in a 60 kHz slot (for ) is given by

	
where 
-	the subframe or 60 kHz slot is assumed to start at [image: ] ;
-	a timing advance value  shall be assumed; 
-	 and  are given by clause 5.3.1;
-	[image: ] shall be assumed for [image: ], otherwise it is given by [image: ] and the symbol position [image: ] is given by
	
where 
-	[image: ] is given by the parameter "starting symbol" in Tables 6.3.3.2-2 to 6.3.3.2-4;


-	[image: ] is the PRACH transmission occasion within the PRACH slot, numbered in increasing order from 0 to [image: ] within a RACH slot where [image: ] is given Tables 6.3.3.2-2 to 6.3.3.2-4 for  and fixed to 1 for ;
-	[image: ] is given by Tables 6.3.3.2-2 to 6.3.3.2-4;
-	[image: ] is given by
-	if [image: ], then [image: ]
-	if [image: ] and either of "Number of PRACH slots within a subframe" in Tables 6.3.3.2-2 to 6.3.3.2-3 or "Number of PRACH slots within a 60 kHz slot" in Table 6.3.3.2-4 is equal to 1, then [image: ]
-	otherwise, [image: ]
If the preamble format given by Tables 6.3.3.2-2 to 6.3.3.2-4 is A1/B1, A2/B2 or A3/B3, then
-	if , then the PRACH preamble with the corresponding PRACH preamble format from B1, B2 and B3 is transmitted in the PRACH transmission occasion;
-	otherwise the PRACH preamble with the corresponding PRACH preamble format from A1, A2 and A3 is transmitted in the PRACH transmission occasion
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