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[bookmark: _Toc11324560]<< Start of change>>
7.4.1.1.2	Mapping to physical resources
The UE shall assume the PDSCH DM-RS being mapped to physical resources according to configuration type 1 or configuration type 2 as given by the higher-layer parameter dmrs-Type.


The UE shall assume the sequence  is scaled by a factor  to conform with the transmission power specified in [6, TS 38.214] and mapped to resource elements  according to




where , , and  are given by Tables 7.4.1.1.2-1 and 7.4.1.1.2-2 and the following conditions are fulfilled:
-	the resource elements are within the common resource blocks allocated for PDSCH transmission

The reference point for  is 
-	subcarrier 0 of the lowest-numbered resource block in CORESET 0 if the corresponding PDCCH is associated with CORESET 0 and Type0-PDCCH common search space and is addressed to SI-RNTI;
-	otherwise, subcarrier 0 in common resource block 0 


The reference point for  and the position  of the first DM-RS symbol depends on the mapping type:
-	for PDSCH mapping type A: 

-	 is defined relative to the start of the slot


-	if the higher-layer parameter dmrs-TypeA-Position is equal to 'pos3' and  otherwise
-	for PDSCH mapping type B: 

-	 is defined relative to the start of the scheduled PDSCH resources

-	 

The position(s) of the DM-RS symbols is given by  and duration  where
-	for PDSCH mapping type A,  is the duration is between the first OFDM symbol of the slot and the last OFDM symbol of the scheduled PDSCH resources in the slot 
-	for PDSCH mapping type B,  is the duration is the number of OFDM symbols of the scheduled PDSCH resources
[bookmark: _Hlk512350165]and according to Tables 7.4.1.1.2-3 and 7.4.1.1.2-4. The case dmrs-AdditionalPosition equals to 'pos3' is only supported when dmrs-TypeA-Position is equal to 'pos2'. For PDSCH mapping type A,  and  symbols in Tables 7.4.1.1.2-3 and 7.4.1.1.2-4 respectively is only applicable when dmrs-TypeA-Position is equal to 'pos2'. For PDSCH mapping Type A single-symbol DM-RS,  except if all of the following conditions are fulfilled in which case :
-	the higher-layer parameter lte-CRS-ToMatchAround is configured and any PDSCH DM-RS symbol conincides with any symbol containing LTE cell-specific reference signals as indicated by the higher-layer parameter lte-CRS-ToMatchAround; and
-	the higher-layer parameters dmrs-AdditionalPosition is equal to 'pos1' and ; and
-	the UE has indicated it is capable of additionalDMRS-DL-Alt. 
<< End of change>>
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