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	Reason for change:
	The transmission occasions for periodic and semi-persistent CSI reporting on PUCCH are not clearly defined in RAN1 specification, but merely refers to a periodicity defined in 38.331 (which does not either clearly state in which slots the UE shall transmit the CSI reports). This is in contrast to for instance periodic and semi-persistent CSI-RS where the transmission occasions are clearly defined in 38.211 as:
For a CSI-RS resource configured as periodic or semi-persistent by the higher-layer parameter resourceType or configured by the higher-layer parameter CSI-RS-CellMobility, the UE shall assume that the CSI-RS is transmitted in slots satisfying




where the periodicity  (in slots) and slot offset  are obtained from the higher-layer parameter CSI-ResourcePeriodicityAndOffset or slotConfig.

	
	

	Summary of change:
	· Defined the transmission occasions for periodic and semi-persistent CSI reports on PUCCH, relating the higher layer configured periodicity and slot offsets to the SFN and slot index with the frame
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[bookmark: _Toc11352112]5.2.1.4	Reporting configurations
The UE shall calculate CSI parameters (if reported) assuming the following dependencies between CSI parameters (if reported)
-	LI shall be calculated conditioned on the reported CQI, PMI, RI and CRI
-	CQI shall be calculated conditioned on the reported PMI, RI and CRI
-	PMI shall be calculated conditioned on the reported RI and CRI
-	RI shall be calculated conditioned on the reported CRI.
The Reporting configuration for CSI can be aperiodic (using PUSCH), periodic (using PUCCH) or semi-persistent (using PUCCH, and DCI activated PUSCH). The CSI-RS Resources can be periodic, semi-persistent, or aperiodic. Table 5.2.1.4-1 shows the supported combinations of CSI Reporting configurations and CSI-RS Resource configurations and how the CSI Reporting is triggered for each CSI-RS Resource configuration. Periodic CSI-RS is configured by higher layers. Semi-persistent CSI-RS is activated and deactivated as described in Subclause 5.2.1.5.2. Aperiodic CSI-RS is configured and triggered/activated as described in Subclause 5.2.1.5.1. 
[bookmark: _Hlk498445902]Table 5.2.1.4-1: Triggering/Activation of CSI Reporting for the possible CSI-RS Configurations.
	CSI-RS Configuration
	Periodic CSI Reporting
	Semi-Persistent CSI Reporting
	Aperiodic CSI Reporting

	Periodic CSI-RS
	No dynamic triggering/activation
	For reporting on PUCCH, the UE receives an activation command, as described in subclause 6.1.3.16 of [10, TS 38.321]; for reporting on PUSCH, the UE receives triggering on DCI
	Triggered by DCI; additionally, subselection indication as described in subclause 6.1.3.13 of [10, TS 38.321] possible as defined in Subclause 5.2.1.5.1.

	Semi-Persistent CSI-RS
	Not Supported
	For reporting on PUCCH, the UE receives an activation command, as described in subclause 6.1.3.16 of [10, TS 38.321]; for reporting on PUSCH, the UE receives triggering on DCI
	Triggered by DCI; additionally, subselection indication as described in subclause 6.1.3.13 of [10, TS 38.321] possible as defined in Subclause 5.2.1.5.1.

	Aperiodic CSI-RS
	Not Supported
	Not Supported
	Triggered by DCI; additionally, subselection indication as described in subclause 6.1.3.13 of [10, TS 38.321] possible as defined in Subclause 5.2.1.5.1.



When the UE is configured with higher layer parameter NZP-CSI-RS-ResourceSet and when the higher layer parameter repetition is set to 'off', the UE shall determine a CRI from the supported set of CRI values as defined in Subclause 6.3.1.1.2 of [5, TS 38.212] and report the number in each CRI report. When the higher layer parameter repetition is set to 'on', CRI is not reported. CRI reporting is not supported when the higher layer parameter codebookType is set to 'typeII' or to 'typeII-PortSelection'.
For a periodic or semi-persistent CSI report on PUCCH, the periodicity  (measured in slots) and the slot offset  areis configured by the higher layer parameter reportSlotConfig. Unless specified otherwise, the UE shall transmit the CSI report in frames with SFN  and slot number within the frame  satisfying

where  is the SCS configuration of the UL BWP the CSI report is transmitted on.
[bookmark: _Hlk497308324]For a semi-persistent or aperiodic CSI report on PUSCH, the allowed slot offsets are configured by the higher layer parameter reportSlotOffsetList. The offset is selected in the activating/triggering DCI.

For CSI reporting, a UE can be configured via higher layer signaling with one out of two possible subband sizes, where a subband is defined as  contiguous PRBs and depends on the total number of PRBs in the bandwidth part according to Table 5.2.1.4-2.

Table 5.2.1.4-2: Configurable subband sizes
	Bandwidth part (PRBs)
	Subband size (PRBs)

	 < 24
	N/A

	24 – 72
	4, 8

	73 – 144
	8, 16

	145 – 275
	16, 32



[bookmark: _Hlk497986691]The reportFreqConfiguration contained in a CSI-ReportConfig indicates the frequency granularity of the CSI Report. A CSI Reporting Setting configuration defines a CSI reporting band as a subset of subbands of the bandwidth part, where the reportFreqConfiguration indicates: 
-	the csi-ReportingBand as a contiguous or non-contiguous subset of subbands in the bandwidth part for which CSI shall be reported. 
-	A UE is not expected to be configured with csi-ReportingBand which contains a subband where a CSI-RS resource linked to the CSI Report setting has the frequency density of each CSI-RS port per PRB in the subband less than the configured density of the CSI-RS resource.
-	If a CSI-IM resource is linked to the CSI Report Setting, a UE is not expected to be configured with csi-ReportingBand which contains a subband where not all PRBs in the subband have the CSI-IM REs present.
-	wideband CQI or subband CQI reporting, as configured by the higher layer parameter cqi-FormatIndicator. When wideband CQI reporting is configured, a wideband CQI is reported for each codeword for the entire CSI reporting band. When subband CQI reporting is configured, one CQI for each codeword is reported for each subband in the CSI reporting band.
-	wideband PMI or subband PMI reporting as configured by the higher layer parameter pmi-FormatIndicator. When wideband PMI reporting is configured, a wideband PMI is reported for the entire CSI reporting band. When subband PMI reporting is configured, except with 2 antenna ports, a single wideband indication (i1 in Subclause 5.2.2.2) is reported for the entire CSI reporting band and one subband indication (i2 in subclause 5.2.2.2) is reported for each subband in the CSI reporting band. When subband PMIs are configured with 2 antenna ports, a PMI is reported for each subband in the CSI reporting band. 
A CSI Reporting Setting is said to have a wideband frequency-granularity if 
-	reportQuantity is set to 'cri-RI-PMI-CQI', or 'cri-RI-LI-PMI-CQI', cqi-FormatIndicator indicates single CQI reporting and pmi-FormatIndicator indicates single PMI reporting, or
-	reportQuantity is set to 'cri-RI-i1' or
-	reportQuantity is set to 'cri-RI-CQI' or 'cri-RI-i1-CQI' and cqi-FormatIndicator indicates single CQI reporting, or
-	reportQuantity is set to 'cri-RSRP' or 'ssb-Index-RSRP'
otherwise, the CSI Reporting Setting is said to have a subband frequency-granularity.





The first subband size is given by  and the last subband size given by  if  and if 
If a UE is configured with semi-persistent CSI reporting, the UE shall report CSI when both CSI-IM and NZP CSI-RS resources are configured as periodic or semi-persistent. If a UE is configured with aperiodic CSI reporting, the UE shall report CSI when both CSI-IM and NZP CSI-RS resources are configured as periodic, semi-persistent or aperiodic. 
[bookmark: _Hlk523145131]A UE configured with DCI 0_1 does not expect to be triggered with multiple CSI reports with the same CSI-ReportConfigId.
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