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1. Introduction
This contribution gives a proposal after non-official offline discussions with companies regarding the issue raised in contribution R1-1911434[1].
2. Discussion
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Figure 1: One most important TDD DL-UL configuration for 4.9GHz NR network deployed for verticals

After non-official offline discussions with companies, in order to support TRS in the scenario illustrated in Figure 1 for FR1, the following was proposed: 

Proposal 1: Merge or down select from the following two alternatives in RAN1#99 meeting regarding the TRS issue raised in R1-1911434:

· Alt1: For FR1 in Rel-16,  for a set of symbols of the two consecutive slots corresponding to a higher layer configured TRS, if all the symbols corresponding to the TRS in one of the slots are indicated as downlink and at least one of the symbols corresponding to the TRS in the other slot are indicated as uplink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, the UE is not expected to measure the CSI-RS resources of the TRS in the other slot. 

· Alt2: For FR1 in Rel-16, one-slot periodic TRS configuration is only allowed when there is no two consecutive slots in which all of the four symbols for a potential two-slot TRS configuration are indicated as downlink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated. 
Companies’ views are welcome
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