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	Reason for change:
	In order to fully and uniquely cover both cases, it should be clarified that the scheduling offset threshold below which QCL is inferred from TCI in an earlier CORESET is the same as the offset threshold above which QCL is indicated by a new TCI. Other changes include editorial changes as well as editing the text for the default TCI to capture the agreement more closely.

	
	

	Summary of change:
	1. The phrase “a threshold” is replaced by “Threshold-Sched-Offset”
2. The default TCI state is edited to capture the agreement more closely

3. Two minor editorial changes are made additionally

	
	

	Consequences if not approved:
	If the first proposed change is not approved, a new threshold needs to be defined and, as a result, offset values will not be fully or uniquely covered.
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	Other comments:
	


< Unchanged parts are omitted >

5.1.5
Antenna ports quasi-colocation

< Unchanged parts are omitted >

If the TCI-PresentInDCI is set as ‘Enabled’, the UE shall use the TCI-States according to the value of the ‘Transmission Configuration Indication’ field in the detected PDCCH with DCI for determining PDSCH antenna port quasi co-location. The UE may assume that the antenna ports of one DM-RS port group of PDSCH of a serving cell are quasi co-located with the RS(s) in the RS set with respect to the QCL type parameter(s) given by the indicated TCI state if the offset between the reception of the DL DCI and the corresponding PDSCH is equal to or greater than a threshold Threshold-Sched-Offset, where the threshold is FFS. For both the case when TCI-PresentInDCI = ‘Enabled’ and TCI-PresentInDCI = ‘Disabled’ if the offset is less than Threshold-Sched-Offset, the UE may assume that the antenna ports of one DM-RS port group of PDSCH of a serving cell are quasi co-located based on the default TCI state corresponding to the TCI state used for PDCCH quasi-colocation indication of the lowest CORESET-ID in the latest slot in which one or more CORESETs are configured for the UE.

< Unchanged parts are omitted >

