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1. Introduction
RAN2 would like to thank SA2, GERAN2 and SA4 for their liaisons. In this reply liaison RAN2 would like to express its understanding on the handling of session repetitions.
2. Session Repetition

RAN2 would like to confirm, as stated in a previous outgoing RAN2 liaison (R2-040832) and confirmed by SA4 in S4-040355, that RAN2 assumes there is no need for the UTRAN to be informed about the session id of individual sessions. More specifically (copied from R2-040832):

Assumption 4b:

The UTRAN does not need to be aware of the session-id applicable for a specific session, nor does it need to inform the UE about such a session id.

Assumption 3a:

The UTRAN is transparent for any information sent on the MBMS bearer. E.g. no functionality is implemented in the UTRAN to distinguish a first transmission from a retransmission, or handle a first transmission differently from a retransmission.

Assumption 3b:

In Rel-6, the UTRAN will not perform any “repair actions” by itself based on UE feed-back. Repair actions will have to be arranged at the NAS level, and will result in a (from the UTRAN point of view) new transmission on either a PTP or PTM radio bearer.

Assumption 3c:

The UTRAN will not implement any mechanism w.r.t. preventing UE’s that have received sufficient information for a certain MBMS bearer service, from receiving further repair transmissions performed for this MBMS bearer service.

Whether the RAN’s should be informed about the session id or not, is assumed to be an SA2 decision. RAN2 suggests that, in order to avoid unnecessary complexity in dual mode UEs that support MBMS both in GSM mode and in UMTS mode, the MBMS specifications developed by RAN and GERAN should have consistent requirements with respect to the issues discussed in this LS. 
3. Expression of interest/non-interest in a service
RAN2 would like to confirm SA4’s understanding that in Rel-6 the only possibility for a UE to indicate its interest/non-interest in a certain MBMS service is by means of the NAS level “Join” and “Leave” operations.
4. Actions
To SA2, SA4, GERAN2
ACTION: 
SA2, SA4 and GERAN2 are kindly requested to inform RAN2 whether the above considerations are acceptable.
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