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	Reason for change:
	The table 8.2-2 has grown in size and same remarks are repeated many times. This makes it more difficult to understand the table and to correctly add new features. These changes also corrects the missing EPDCCH remarks that are discussed in R2-1713492. 

	
	

	Summary of change:
	Move the EPDCCH remarks in Table 8.2-2 from the individual rows to a note at the end of the table. This has no impact on behaviour (besides the errors discussed in R2-1713492). 
Impact analysis:

Impacted functionality

No impact on behaviour. 
interoperability

1. If the network is implemented according to the CR and the UE is not, there are no inter-operability problems. 

2.   If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.


	
	

	Consequences if not approved:
	Less clear standard, harder to add new features.

	
	

	Clauses affected:
	8.2 Table 8.2-2
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	Other comments:
	


Beginning of changes

Table 8.2-2: Downlink "Reception Type" Combinations except for NB-IoT UEs, BL UEs and UEs in enhanced coverage

The "Reception Type" used in this table refers to the "Reception Type" in Table 8.2-1.
	
	PCell
	PSCell
	SCell
	Non-serving cell

	1. RRC_IDLE

	1.1 All UEs
	A + B + C + D
	
	
	

	
	Remarks:
The combination for Random Access procedure is only required, related to D.

	1.2 UEs supporting MBMS
	K + L
	
	
	

	1.3 UEs supporting SC-PTM
	K1 + D2
	
	
	

	2. RRC_CONNECTED

	2.1 All UEs
	A + B + (D or E or G or I) + (F or H or J) + M
	A + (D or E or G or I) + (F or H or J) + M
	(E or D1) + F1
	

	
	


	2.2 UEs supporting FS2
	A + B + (D or E or G or I) + (F or H or J) + F + M
	A + (D or E or G or I) + (F or H or J) + F + M
	(E or D1) + (F1 or P)
	

	
	Remarks:
For TDD UL/DL configuration 0, two PDCCHs or EPDCCHs can be received in the same subframe for UL-SCH in two different uplink subframes.


	2.2a UEs supporting FS3
	
	
	D1 + F1 + O
	

	
	Remarks:
For FS3, up to four PDCCHs or EPDCCHs can be received in the same subframe for LAA UL-SCH in different FS3 uplink subframes.


	2.3 UEs supporting MBMS
	((E or G or I) + L + K) or (A + B + D) + (F or H or J) + M
	((E or G or I) + L + K) or (A + B + D) + (F or H or J) + M
	(E + L + K) or (D1 + B) + F1
	(A + B) or (L + K)

	
	
Remarks:
The combination is the requirement when MBMS reception is on PCell and/or any other cell. r is the number of DL CCs on which the UE supports MBMS reception according to the MBMSInterestIndication. The number of L and the number of K ≤ r.

Remarks:
It is not required to simultaneously receive EPDCCH and PMCH on the same cell.

	2.3a UEs supporting FeMBMS
	
	
	(D1 + B + K2) or (L + K2) + F1
	(A + B1 + K2) or (L + K2)

	2.4 MBMS UEs supporting FS2
	((E or G or I) + L + K) or (A + B + D) + 1x(F or H or J) + F + M
	((E or G or I) + L + K) or (A + B + D) + 1x(F or H or J) + F + M
	(E + L + K) or (D1 + B) + (F1 or P)
	(A + B) or (L + K)

	
	Remarks:
For TDD UL/DL configuration 0, two PDCCHs or EPDCCHs can be received in the same subframe for UL-SCH in two different uplink subframes.

Remarks:
The combination is the requirement when MBMS reception is on PCell and/or any other cell. r is the number of DL CCs on which the UE supports MBMS reception according to the MBMSInterestIndication. The number of L and the number of K ≤ r.


Remarks:
It is not required to simultaneously receive EPDCCH and PMCH on the same cell.

	2.5 UEs supporting ETWS and CMAS
	A + B + C + (D or E or G or I) + (F or H or J) + M
	A + (D or E or G or I) + (F or H or J) + M
	(E or D1) + F1
	

	
	


	2.6 ETWS and CMAS UEs supporting FS2
	A + B + C + (D or E or G or I) + (F or H or J) + F + M
	A + (D or E or G or I) + (F or H or J) + F + M
	(E or D1) + (F1 or P)
	

	
	Remarks:
For TDD UL/DL configuration 0, two PDCCHs or EPDCCHs can be received in the same subframe for UL-SCH in two different uplink subframes.


	2.7 UEs supporting sidelink communication
	A + B + (D or E or G or I) + (F or H or J) + M + N
	
	
	

	2.7a UEs supporting V2X sidelink communication
	A + B + (D or E or G or I) + (F or H or J or Q) + M + N1 + N2
	
	
	

	
	
Remarks: The combination is the requirement when the UE is configured in scheduled resource allocation mode.

	2.8 UEs supporting SC-PTM
	A + B + (D or (K1 + D2) or (K1 + D3) or E or G or I) + (F or H or J) + M
	A + B + (D or (K1 + D2) or (K1 + D3) or E or G or I) + (F or H or J) + M
	B + (D1 or (K1 + D2) or (K1 + D3) or E) + F1
	A + B + K1+ D2

	
	
Remarks:
The combination is the requirement when SC-PTM reception is on PCell and/or any other cell. r is the number of DL CCs on which the UE supports SC-PTM reception according to the MBMSInterestIndication. The number of K1 and the number of D2 ≤ r.

	2.9 SC-PTM UEs supporting FS2
	A + B + (D or (K1 + D2) or (K1 + D3) or E or G or I) + (F or H or J) + F + M

	A + B + (D or (K1 + D2) or (K1 + D3) or E or G or I) + (F or H or J) + F + M
	B + (D1 or (K1 + D2) or (K1 + D3) or E) + (F1 or P)
	A + B + K1+ D2

	
	Remarks:
For TDD UL/DL configuration 0, two PDCCHs or EPDCCHs can be received in the same subframe for UL-SCH in two different uplink subframes.


Remarks:
The combination is the requirement when SC-PTM reception is on PCell and/or any other cell. r is the number of DL CCs on which the UE supports SC-PTM reception according to the MBMSInterestIndication. The number of K1 and the number of D2 ≤ r.

	NOTE:
p is the number of DL CCs supported by the UE. The number of D1 is ≤ (p-1). q is the number of UL CCs supported by the UE. For UE not supporting FS2, the number of F1 is ≤ (q-1). For UE supporting FS2, the number of F1 is ≤ 2x(q-1). q = p = 1 implies non-CA capable UE.  Only 1xE is possible at any subframe over all serving cells. 1xM is included if UE supports eIMTA.

NOTE:
The UE is only required to receive one PDSCH, pertaining to D or D1 or D2 (if the UE supports SC-PTM) or D3 (if the UE supports the parallel reception of unicast and SC-PTM), per DL CC.
NOTE:
If a UE indicating category 0 is scheduled with PDSCH transmissions exceeding its processing capability as specified in TS 36.306 [13], the prioritization between these PDSCH transmissions is up to the UE implementation.
NOTE:
Combination involving EPDCCH is optional and required only for UE supporting EPDCCH.


End of changes

�Note: Cell can be removed, but that would remove Word change marks. 


�Note: Cell can be removed, but that would remove the Word change marks.





