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Introduction
This document contains a list of TS 38.331 [1] open issues for EN-DC completion.
The intention is to give an overview of the major open issues, not to list all FFSs in [1]
Open issues
Major open issues in TS 38.331 [1]:
· UE capabilities
· Supplementary Uplink carrier (SUL)
· RRC timers (T304 etc)
· Full configuration in EN-DC
· Default configuration for SRBs
· Bearer handling in LTE re-establishment and RRC suspend resume
· Measurement details, including measurement gap handling
· [bookmark: _GoBack]Parameters/concepts defined by other WGs
· RAN1: e.g. BWP, SSB, CSI-RS, PxxCH-config
· RAN4: e.g. ARFCN, Carrier Bandwidth
· In general, future proofness of signalling structure
Latest RAN1 parameter list in LS R2-1713940 not implemented in [1]. An updated RAN1 parameter list expected during RAN2#100.
The following table lists empty sections in TS 38.331 [1] as well as sections with several open issues.
	Section
	Comment

	5.2
	System Information
Content of this section for EN-DC is open: keep only MIB part and remove the SI part

	5.3.5.9	
	Reconfiguration failure
Empty section

	5.3.5.5.5
	MAC entity configuration
Empty section

	5.3.5.5.6
	RLF Timers & Constants configuration
Empty section

	5.3.11
	Radio link failure related actions

	5.3.12
	UE actions upon leaving RRC_CONNECTED
Empty section

	5.3.13	
	UE actions upon PUCCH/SRS release request
Empty section

	5.5.2.9
	Measurement gap configuration
Empty section

	5.5.2.10
	Reference signal measurement timing configuration
Empty section

	5.5.3.2
	Layer 3 filtering

	5.5.5.5
	Measurement reporting

	5.6
	UE capabilities
Empty section



The following table lists some selected RRC Information Elements with several open issues on the details.
	Information Element
	Comment

	MIB
	[bookmark: _Hlk493074957]Size, pdcchConfigSIB1 in EN_DC

	ARFCN-ValueNR
	Missing value range

	CarrierBandwidthNR
	Missing value range

	CrossCarrierSchedulingConfig
	Several open issues on details

	RLF-TimersAndConstants
	Empty

	CSI-MeasConfig
	Several open issues on details

	PDCCH-Config
	Several open issues on details

	PDSCH-Config
	Several open issues on details

	PUCCH-Config
	Several open issues on details

	PUSCH-Config
	Several open issues on details

	RACH-ConfigCommon
	Several open issues on details

	RACH-ConfigDedicated
	Several open issues on details

	SchedulingRequest-Config
	Several open issues on details

	SRS-Config
	Several open issues on details

	SPS-Config
	Several open issues on details

	UE_capability_information_elements
	Empty
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