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	Reason for change:
	In current running CR R2-1712070, the standard dictionary was described as below:
The standard dictionary consists of the first 3468 bytes of the dictionary for SigComp defined in RFC 3485 [17]
Regarding RFC 3485, the specification name is IETF RFC 3485: “The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)”.
The wording “standard dictionary” is not clear for which protocol. In addition, if there are new standard dictionary(ies) but for other protocol(s), the current wording “standard dictionary” will be a problem.


	
	

	Summary of change:
	The wording “standard dictionary” is changed into “standard dictionary for SIP and SDP”.


	
	

	Consequences if not approved:
	The wording “standard dictionary” is not clear for which protocol.
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	Other comments:
	This CR is based on the contribution R2-1712070 (36323_CRxxxx_(Rel-15)_R2-1712070).


5.x.5
Pre-defined dictionary
A standard dictionary for SIP and SDP and one operator defined dictionary can be used as pre-defined dictionaries in UDC. The standard dictionary for SIP and SDP consists of the first 3468 bytes of the dictionary for SigComp defined in RFC 3485 [17]. When UDC is configured, at most one dictionary, configured by upper layer, is put into the tail of the compression buffer. Also, the compression buffer acts as a FIFO and hence the content of the dictionary is to be totally pushed out of the compression buffer after the size of transmitted uncompressed packets exceeds the compression buffer size. If the size of dictionary is larger than the compression buffer size, only the tail of the dictionary is inserted in the compression buffer.
